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LABEL ‘POWER’ OR 'COMM’ WITH
100mm HIGH LETTERS

SLOTTED HOLES FOR HOLD DOWN BOLTS

X GALVANIZED STEEL
CHECKPLATE LID

150(H) x 400(W) KNOCKOUT
(TYPICAL ALL 4 SIDES)

69 HOLE FOR
BONDING BOLT

3/8"¢ STAINLESS STEEL
HOLD DOWN BOLT
(TYPICAL 2 LOCATIONS)

GALVANIZED BRACKET WITH

STEEL LID 25¢ RPVC CONDUIT

INSTALL ANTI-SEIZING SUPPORT BAR CAPTIVE STAINLESS STEEL
LUBRICANT ON BOLT ;g STEEL LID NUT FOR LID. BOLT TO
THREADS (TYPICAL) [ WALL OF J.B.
T | 7§ (TYPICAL 2 LOCATIONS)
| I 7 | FINISHED GRADE
) / [ = || NN\
/ ! TOP OF JUNCTION BOX
= / s SHALL BE FLUSH WITH
FINISHED GRADE

289 HOLE
(TYPICAL EACH END
OF BOX SECTION)

CONCRETE BOX SECTIONS

600 [ O

—

Y
7

3 | RPVC CONDUITS
(DRAIN TO J.B.)

A, 25mm WELL GRADED
SECTION BASE COURSE AGGREGATE

1?0
.- L -

150 x 150 DRAIN HOLE \_ GROUT (TYPICAL)
ELEVATIONS 230(H) x 400(W) KNOCKOUT
(TYPICAL ALL 4 SIDES)

1. JUNCTION BOX SHALL BE DESIGNED FOR 5000kg STATIC LOADING.

2. VAULTS SHALL BE PRE—CAST CONCRETE WITH A MINIMUM
COMPRESSIVE STRENGTH OF 35 MPa AT 28 DAYS.

3. ALL DIMENSIONS ARE IN MILLIMETRES UNLESS
OTHERWISE NOTED.

Wl_
%,

BOTTOM

NOTES

N.T.S.

2-3/8"¢ HOLD DOWN BOLTS

LUBRICANT ON BOLT

/_{ INSTALL ANTI—SEIZE
v | THREADS

INSTALL ANTI-SEIZE
LUBRICANT ON BOLT
THREADS

RECTANGULAR GALVANIZED
STEEL LID

LABEL 'POWER’ OR 'COMM’
WITH 100mm HIGH LETTERS

25¢ R.PVC CONDUCTOR
SUPPORT BARS

CONCRETE BOX
SECTION

CONCRETE BOX

SECTION
7
2()3:
KNOCKOUT
(4 PER BASE SECTION)
TYPICAL

CONCRETE BASE
SECTION

‘ RECESSED HOLE (TYPICAL)
BOLT HEAD SHALL NOT
EXTEND BEYOND TOP OF LID

USE HOLES IN BOX SECTION
FOR CONDUCTOR SUPPORT
BARS FOR LIFTING BOXES.

KNOCKOUT
(4 PER BOX SECTION)
TYPICAL

GROUT IN ALL
LIFTING HOLES

N.T.S.

SEAL AROUND CONDUIT
WITH SILICONE SEALANT

DO NOT GLUE R.PVC OR GROUT AS REQUIRED

COUPLING TO CONDUIT _— (TYPICAL)
75mm LENGTH R.PVC CONDUIT (EMPTY)
OF R.PVC [

END CAP (GLUE TO
R.PVC CONDUIT)

1

NYLON PULL STRING
+—JUNCTION BOX WALL

FRICTION FIT

HERE ONLY
COIL 1 m OF GLUE R.PVC COUPLING
PULL STRING TO CONDUIT
ENTRY TO JUNCTION BOX
SEAL AROUND CONDUIT
75 WITH SILICONE SEALANT
R.PVC COUPLING " ((:)TR;P?CR’S_BJT AS REQUIRED
\ /—R.PVC CONDUIT
-——J.B. WALL
R.PVC END

BELL COUPLING GLUE R.PVC CONDUIT AND

END BELL TO COUPLING

NOTE: ALL CONDUITS TO DRAIN TO J.B.
CONDUIT ENTRY TO J.B.
NOTES

1. ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED.

2. PULL STRING SHALL BE POLYPROPYLENE WITH A MINIMUM
TENSILE STRENGTH OF 1.1kN.

CONDUIT ENTRY INTO
PLASTIC JUNCTION BOXES

N.T.S.
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2 — 3/8%6 x 1”
LONG BOLT

INSTALL ANTI—-SEIZE
LUBRICANT ON BOLT

INSTALL ANTI-SEIZE
LUBRICANT ON BOLT

THREADS THREADS
ROUND GALVANIZED ROUND PLASTIC
STEEL LID LID

LABEL
"COMM” OR "POWER”

HOLD DOWN FEET
ON STEEL LID ONLY

BONDING TAB

JUNCTION BOX (TYPICAL 2 LOCATIONS)

SECTION
CONDUCTOR SUPPORT BRACKET
LOCKING PIN JUNCTION BOX
(TYPICAL) SECTION
LOCKING HOLE
(TYPICAL)

PLASTIC BOTTOM

DRAIN PLATE
2-3/8" x 1”
LONG BOLTS

IYPE 10 JUNCTION BOX DETAILS

N.T.S.

1. ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED.

INSTALL ANTI-SEIZE
LUBRICANT ON BOLT
THREADS

ROUND GALVANIZED
STEEL LID

2 — 3/8% x 17
LONG BOLT

INSTALL ANTI-SEIZE
LUBRICANT ON BOLT
THREADS

ROUND PLASTIC
LID

LABEL
"COMM” OR "POWER”

JUNCTION BOX
SECTION

LOCKING PIN
(TYPICAL)

LOCKING HOLE
(TYPICAL)

PLASTIC BOTTOM
DRAIN PLATE

2 — 3/8%8 x 1”
LONG BOLTS

BONDING TAB
(TYPICAL 2 LOCATIONS)

CONDUCTOR SUPPORT BRACKET

JUNCTION BOX
SECTION

1. ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED.

SMALL JUNCTION BOX DETAILS

N.T.S.

FLOOD LIGHT LUMINAIRE
MOUNTED TO JB LID

ROUND GALVANIZED

STEEL LID
GRADE . .
NZANAN f NZAVAN
I CONNECT BOND
TO STEEL LID

SMALL JUNCTION BOX
(SEE DETAIL THIS SHEET)

1-27mm RPVC
2 No. 12 LUM.
1 No. 12 BOND
TO JUNCTION L

BOX ¢ i

N.T.S.
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