
Public Works and

Canada

Government Services

Canada

Services gouvernementaux

Travaux publics et

Pacific Region

OF

Région de Pacifique

DM5XXXXXX

15

R.071365.001

STEWART, B.C.
REDEVELOPMENT

STEWART PORT OF ENTRY

SERVICES AGENCY
CANADA BORDER

PROJECT: 121-19597-05

C-007

H.V.

S.G.

PROPOSED SERVICING

1 0 1 2 3 4 5

1:75
m

2

C-010

POTABLE WATER
FILL ASSEMBLY
SEE DETAIL

C
C-008

100
Ø PERFORATED PVC

INV. 4.
00

INV. 5.
56

100Ø DR28 PVC DRAIN 23.5m @
 2%

100Ø CLASS 150 PVC 19.5m @ 1.6%

INV. 5.82

DCO

SA
N. 

INV
. 5

.80
5

SCO

100Ø DR28 PVC 11.7m @
 1%

TO DOW
NSPOUT DRAIN CROSSING

50Ø PVC AIR BLOW
ER DUCT

TO DISPOSAL

FIELD

GOOSE-NECK VENT
c/w BUG SCREEN

EXISTING SANITARY SERVICE
EXACT LOCATION UNKNOWN.
CAP AND ABANDON UPON
REMOVAL OF EXISTING
BUILDING.
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100Ø DR28 PVC TO PUMP
SEE NOTE #1 THIS SHEET

100Ø DR28 PVC OVERFLOW
SEE NOTE  #1 THIS SHEET

PUMP
CHAMBER

100Ø DB2 SLEEVE FOR PUMP
DISCHARGE AND 50Ø DB2

SLEEVE FOR ELECTRICAL CABLE

UTILITY SERVICE POLE.
SEE ELECTRICAL DRAWINGS

INVERT AT
OUTLET= 3.5m

100Ø CLASS 150 PVC 10.0m @ 1%

INV. 5.60

3

NOTES:

1) INSTALL HEAT TRACING CABLE ON UNDERGROUND
PIPE FROM POTABLE WATER FILL ASSEMBLY INTO
TANK #1,  ON FILTER PIPEWORK IN TANK #1, AND ON
TANK #3 INLET/OUTLET.

2) NEW SANITARY SEWER SERVICE IS TO BE CORED INTO
THE EXISTING SEPTIC TANK USING A HOLE SAW. THE
ANNULAR SPACE REMAINING OUTSIDE OF THE PIPE IS
TO BE FILLED WITH NON-SHRINK GROUT, OR SIMILAR.

3) REFER TO DESIGN-BUILD DOCUMENTS FOR BUILDING
CONNECTION LOCATIONS FOR THE FOLLOWING:

1 RAINWATER COLLECTION AND
CONVEYANCE FROM ROOF TO 
STORAGE TANKS.

2 RAINWATER FIRST-FLUSH ASSEMBLIES
AND DRAINAGE.

SEE NOTE #1
THIS SHEET

INV. 5.39

REFER TO ARCHITECTURAL PLANS FOR
BUILDING CONNECTIONS FROM
GENERATOR AND FUEL OIL TANK.
MOUNT GENERATOR ON WEST SIDE OF
HEATING FUEL TANK.
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100Ø DR28 PVC 9.3m @
 3.2%

 TO DOW
NSPOUT DRAIN CROSSING

100Ø DR28 PVC OVERFLOW

AFFIX STAINLESS STEEL RODENT
SCREEN TO OUTLET WITH
STAINLESS STEEL PIPE CLAMP

AFFIX STAINLESS STEEL RODENT
SCREEN TO OUTLETS WITH
STAINLESS STEEL PIPE CLAMPS

FOUNDATION
DRAIN

PROPOSED
TOE OF FILL

AFFIX STAINLESS STEEL RODENT
SCREEN TO OUTLET WITH
STAINLESS STEEL PIPE CLAMP
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SEE C-008 FOR PLUMBING
SCHEMATIC AND PROCESS

FLOW DIAGRAM




