-

CONDUIT— COMPOUND

POLE

FLAT WASHER

SINGLE OR DOUBLE
HOLE GALVANIZED STAINLESS STEEL
HEX HEAD BOLT

CONDUIT STRAP

SEE DETAIL ABOVE FOR

DRILL & TAP POLE TO
SUIT. COAT HOLES WITH
COLD GALVANIZING

STAINLESS STEEL

GRAVEL SHOULDER

1/4"-20 x 3/4” LONG

[

DIRECTION PANEL
OF TRAVEL ,/_ ROADWAY

POLE

WORKING PAD

PANEL ORIENTATION PLAN
(SEE DETAIL)

GALVANIZED STEEL POLE

PANEL ORIENTATION ON POLE
100A—120/240V, 1¢ SERVICE PANEL

SCREW. CONNECT GROUND PLATE

|REMOVE NEUTRAL BONDING
CONDUCTOR TO BOND STUD.

DOOR HANDLE AND PADLOCK

APPROX. 914H x 406W x 240D)
SEE DETAIL FOR MOUNTING)

INSTALL PANEL WITH MAIN
BREAKER AT BOTTOM

1200

ADD CONCRETE WORKING
PAD (SEE DETAILS)

BOTTOM OF

DRILL AND TAP WIREWAY HOLE—|—

GROUND CONDUCTOR INSIDE POLE —|—

FIELD BEND CONDUITS TO SUIT
1/4” RM.C.

1
3 No. 3 RWS0O DISTRIBUTION POWER &

1 No. 8 RW90 BOND (120/240V PANEL)
(UNLESS OTHERWISE NOTED)

ATTACH CONDUIT TO POLE EVERY
1000mm WITH GALVANIZED CONDUIT
STRAPS (SEE DETAIL) TYPICAL
FIELD BEND CONDUITS

DRILL AND TAP POLE TO SUIT
BOLTS. COAT HOLES WITH

COLD GALVANIZING COMPOUND.
(TYPICAL FOR 5 BOLTS)

DRILL 2 1/2"¢ HOLE IN POLE
PAINT EXPOSED METAL WITH
COLD GALVANIZING COMPOUND.

]\\'\:\

RUBBER GASKET
(SUPPLIED WITH PANEL)

DRAIN BOLTS TO REMAIN
RAINTIGHT PLUG (SUPPLIED WITH PANEL)

HOLE SUPPLIED IN
PANEL

—— SERVICE PANEL

2" INSULATED CHASE
NIPPLE
(SUPPLIED WITH PANEL)

L

PANEL -—
\_SUPPLIED WITH DOOR HANDLE

TREADED HOLE L PADLOCK

FOR CHASE
NIPPLE DOOR (REMOVE AND
RE—ORIENT AS PER
OpToOE WALL MANUFACTURERS
INSTRUCTIONS)
5-3/8"¢ x 17 LONG
INTERIOR TOOTH Ut BOLT AND WASHERS

WASHER (TYPICAL) ORIENT PANEL WITH

DIRECTION OF TRAVEL ———==—

WORKING PAD (1—610mm x 610mm x 50mm THICK
AND 1-610mm x 305mm x 50mm THICK

PRE—CAST CONCRETE PATIO STONES)

SERVICE/DISTRIBUTION PANEL
POLE—\ \
| : d TR RR! SRR E ) ‘
" ‘ ’ ‘<A B “ .4' ‘,4‘ 610

EDGE OF LEVEL FILL —
(ADD FILL AS REQUIRED) <

915 (3’)

N

PLAN \— CONCRETE BASE

1. CIRCUIT TO BE CONTROLLED BY CONTACTOR.

1. POLE SHAFT SHALL BE INSTALLED PLUMB.

2. ALL SHAFTS, ARMS AND EXTENSIONS SHALL BE
SUPPLIED WITH A GALVANIZED FINISH.

3. APPLY GREASE TO ANCHOR BOLT THREADS.

4. TOUCH UP ANY SCRATCHES IN GALVANIZED
SURFACES WITH COLD GALVANIZED COMPOUND.

POLE SHAFT INSTALLATION DETAILS

N.T.S.

Travaux publics et
Services gouvernementaux
Canada

Public Works and
Government Services

Canada
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SERVICES IMMOBILIERS
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PROJECT: 121-19597-05

CONCRETE SHALL HAVE
ATTAINED A COMPRESSIVE
STRENGTH OF 30MPa
PRIOR TO POLE
INSTALLATION

STEEL PLATE (SUPPLIED
WITH ANCHOR BOLT)

NUTS SHALL BE
SUPPLIED TACK
WELDED TO

ANCHOR BOLTS.

600
MIN. / AROUND CONCRETE BASE FLAT WASHER CONCRETE BASE
JUNCTION BOX c MAIN BREAKER AT
r‘ \ BASE PLATE e £ FINISHED GRADE (TYPICAL) BOTTOM LEVEL WORKING PAD
i L e ADAPTOR GALVANIZED HOLE SUPPLIED IN
! H [ STEEL POLE dyver=y
. \\ ¢ l=——— CONCRETE BASE /
iJ l“i ’:' \\ /4 - |TIGHTEN BONDING
A — SCREW
EERPEINY TO CONC. JB — e 1
e ~ [ HOLE SUPPLIED IN — s
‘{] EI:']‘J::-::l SR j PANEL / \
BRSS! » REMOVE 2—1/4"¢ x 1/2" 1 1/4” BULLET HUB AND / \
b - Liamssd 2" RPVC LONG DRAIN BOLTS, NUTS BONDING LOCKNUT / \
2" R.PVC AND WASHERS THREADED CONDUIT //%\I\//
‘ INSTALL PLUG IN HOLE ' 1/8 RMC.
ELEVATION (WHERE REQUIRED) (FELD BEND 70 SuIT) SECTION @
rers SIDE VIEW
N.T.S. N.T.S.
=z
P
=z
&
&
o
g LUMINAIRE ARM 1000 sQ.
<
n -
i' 280 BOLT CIRCLE DIAMETER —] . | A 20mm CHAMFERED
S LOCATE CONDUIT IN THE CENTRE|] & EDGE (TYPICAL)
N| OF ANCHOR BOLT CIRCLE |
n
% PARTS LIST V' GROOVE DRAIN TO START N
o AT ZERO DEPTH AND WIDTH IN [ U BASE TYPE SHALL BE IMPRINTED IN
§ TEM |QUANTITY | DESCRIPTION FLANGE THE CENTRE OF THE BASE AND NJ] CONCRETE WITH A 25mm LETTER.
E' A 4 5/8"¢ x 3" LONG BOLT, (TYPICAL) EXTEND TO A 10mm DEPTH LOCATE IMPRINT SO IT IS VISIBLE
Q 2 NUTS AND 2 WASHERS. AND WIDTH AT THE OUTSIDE ST S e N AFTER POLE INSTALLATION.
§> SMALL HANDHOLE COVER WITH EDGE (ORIENT IN THE SAME 4 4 4
EI PANEL ‘X B 1 3/8% x 3 1/2” LONG BOLT, DIRECTION AS CONDUIT) PR T T
N | WASHER & BACKER BAR.
b Voltage: - 120/240V, 1 Phase, 3 Wire - - ~ 6.5m SHAFT NITE POLE S HERS ARE SUPPLIED IOF VIEW 2" R.PVC COUPLING VOLUME OF
S Location: - Location 3/8"® x 1 1/4” LONG : (TYPICAL) CONCRETE
% Mounting: - Pole C 1 ESBIDIZN(\BNA%%IETR%NITH 1 NUT TOP OF BASE SHALL BE LEVEL 4 ANCHOR BOLTS WITH 225 0.83 m3
& Circuits: - 18 : ~L TROWEL FINISH TOP OF 1” N.C. THREADS -
u Fault Current Rating: - 10kA FOR 1” NUTS.
o — Ay FINISHED GRADE
=) 1 i K I P M i
E Description . Description E 4 LEVELLING SHIMS. VARIES /5\\// 13 J -""\./6\\/4\ A % RPVC CONDUIT
£ STREET LIGHTING (SEE NOTE 1) 15[1]1 2] 15[ 1 |VEHICLE RECEPTACLE F 4 1”8 NUTS AND WASHERS. XA l. NS (UNLESS OTHERWISE NOTED)
o STREET LIGHTING (SEE NOTE 1) 15| 1] 3 4[15][1|VEHICLE RECEPTACLE 700 o ML T —1” »
> e 4-1"¢ x 36” (915) LONG
) HEAT TRACE 51| 5 6|15 1 |VEHICLE RECEPTACLE :_htlsglglélkh?rNTtl)l_\lSEBISET | GALVANIZED AISI / SAE
| HEAT TRACE 15| 1] 7 8] 15[ 1|VEHICLE RECEPTACLE THREADS AL 4140 ANCHOR BOLTS
o 9 10] 15 | 1 [VEHICLE RECEPTACLE
5 11 12| 15| 1 |VEHICLE RECEPTACLE 1500 _ ggETHOR
8] 13 14| 15| 1 |VEHICLE RECEPTACLE 150—| =
, 15 16| 15 | 1 |CANOPY RECEPTACLE =1 |NUT (SUPPLIED WITH
- 17 18] 15 | 1 |PEC CONTACTOR CONTROL =1 [IANCHOR BOLT)
£ 1”@ ANCHOR BOLTS )
8§ MQI;(IMB%Y_T4 SHIMS
3 NOTES: NOTES: CONCRETE BASE
<
=
z
EI
£
:
&
&
&
(@]
8
z
3
S
Q
T
-
4
3
éI
Z

5
4
3 ISSUED FOR TENDER 15/05/05
2 ISSUED FOR 99% REVIEW 15/04/20
1 ISSUED FOR 90% REVIEW 15/03/18
0 ISSUED FOR 60% REVIEW 14/12/10
mn/ Description/Description Date /Date]
Client/client

CANADA BORDER
SERVICES AGENCY

Project title/Titre du projet

STEWART PORT OF ENTRY
REDEVELOPMENT
STEWART, B.C.

Consultant Signature Only

Designed by/Concept par
J.d.B./N.M.

Drawn by/Dessine par
R.L.

PWGSC Project Manager/Administrateur de Projets TPSGC

Regional Manager, Architectural and Engineering Services
Gestionnaire ionale, Services d’'architectural et de génie, TPSGC

Drawing title/Titre du dessin

ELECTRICAL DETAILS |

Project No./No. du Sheet/ Feuille Revision no./
projet La Révision
no.
R.071365.001 E004 3
OF 7

PWGSC — A1 — B841X594

DMB5XXXXXX h





