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KEYNOTES:
TYPE 'F' FIXTURES TO BE RECESSED IN CANOPY SOFFIT.

PROVIDE TIMER IN LV-LPA PANEL TO PROVIDE SCHEDULED SHUTDOWN
TO MEET ASHREA 90.1 REQUIREMENTS. COORDINATE SCHEDULE WITH
OWNER.

CONNECT EXIT LIGHTS TO LV RELAY PANEL TO TURN ON DURING 
LOSS OF POWER AND EM1 FOR DC POWER (TYPICAL FOR ALL).

THESE THREE (3) SWITCHES SHALL BE KEYED.

DAMP LOCATION RATED.

PHOTOCELL SHALL BE MOUNTED AT 3048mm A.F.G. AND SHADED 
FROM ARTIFICIAL SOURCES OF LIGHT. PHOTOCELL SHALL CONTROL
EXTERIOR WALL MOUNTED FIXTURES.

DAY LIGHT SENSORS SHALL PROVIDE AUTOMATIC DIMMING CONTROL
FOR TYPE 'F' CANOPY FIXTURES.

PROVIDE CONDUIT FROM NEAREST DEVICE, JUNCTION BOX OR PANEL
BOARD FOR ELECTRICAL DEVICES IN CANOPY BUILDING.h
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EM1

PROVIDE 21mm MIN. CONDUIT
FOR EMERGENCY LIGHTING

LV-LPA

2

1

(TYPICAL)

MAX HEIGHT SIGN FIXTURE
LOCATION TO BE COORDINATED

WITH SIGN BELOW
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SIGN
OVERRIDE

gg
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PROVIDE 21mm MIN. CONDUIT
FOR NORMAL LIGHTING

PROVIDE 21mm MIN. CONDUIT
FOR EXIT LIGHTS

8

8

8

8

CANOPY BUILDING IS N.I.C. CONTRACTOR
SHALL PROVIDE EMPTY CONDUITS
c/w PULL CORD CAPPED AND SEALED FOR
ELECTRICAL PROVISIONS IN CANOPY BUILDING.
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