.*. Public Works and Travaux Publics et
Government Services Services gouvernementaux

Canada Canada
S

CONCRETE REPAIR TABLES

EXISTING WALL/SOFFIT 4 reMOVE DETERIORATED CONCRETE WITH
~ JACKHAMMER AND CHIPPING HAMMER, OF SIZES

Ve AN

GENERAL NOTES

%“5&%’?%’%.%&&&“825% Tg{__sgountlg o Gl DRAW*NG L | R oo e e 1. TRAFFIC CONTROL IN ACCORDANCE WITH NOVA SCOTIA
100mm BEHIND EXPOSED REINFORCING BARS. No. | No. | DEFECTTYPE |LENGTH (mm)| WIDTH (mm) | DEPTH (mm) | VOLUME (m’) DEPARTMENT OF TRANSPORTATION AND PUBLIC WORKS
2. SANDBLAST EXPOSED REBAR. , TEMPORARY WORKPLACE TRAFFIC CONTROL MANUAL
3. SANDBLAST CONCRETE SUBSTRATE. REMOVE ALL L 1 SPALL 650 250 350 0.057 2 lr::/;TEECSTTrorEDg}P NS'CAFFOLDlNG AS REQUIRED TO CARRY
? H . ‘ ¢
e | T o DEsEr e s 1o cone . ot | e | i | w0 | oo Son e DI ST, O o o
4. APPLY APPROVED BONDING AGENT TO CLEANED . |
REINFORCEMENT—\‘« | e CONGRETE SURFACE AND. REmas. CONCREE , ) AL 450 420 200 0.061 SCAFFOLDING REQUIREMENTS PRIOR TO SUBMITTING
< - SURFACE IS TO BE SATURATED. SUREACE DRY . THEIR BID. SCAFFOLDING TO BE DESIGNED BY A
PROFESSIONAL ENGINEER REGISTERED TO PRACTICE IN .
(SSD) WITH NO STANDING WATER PRIOR TO 5 1 SPALL 4000 500 500 1.000
APPLICATION OF BONDING AGENT. ; -t THE PROVINCE OF NOVA SCOTIA. SUBMIT SHOP
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MORTAR IN 38mm LIFTS (MAX). APPLY STRICTLY 3.SUPPLY OF ALL MATERIALS, LABOUR AND EQUIPMENT AS
NEW 10M BARS @ 300mm mm W REQUIRED TO CARRY OUT THE WORK TO THE FULL
C/C E.W. IN ACCORDANCE WITH MANUFACTURER'S | SATISFACTION OF THE DEPARTMENTAL REPRESENTATIVE.
RECOMMENDATIONS. | 4.CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL
HALFWAY BROOK BRIDGE CONCRETE REPAIRS EXISTING DIMENSIONS AND ELEVATIONS. ANY
R A A | OSSR S s O Te ey
| o | 0. | DEFECTTYPE | WIDTH (mm) | HEIGHT (mm) | DEPTH (mm) | VOLUME (m3) THE DEPARTMENTAL REPRESENTATIVE PRIOR TO
TYPICAL WALL/SOFFIT DELAMINATION REPAIR e B T o e e R PROGEEDING WITH CONSTRUCTIN,
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| OF TRANSPORTATION AND PUBLIC WORKS STANDARD
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WITH MANUFACTURER’S RECOMMENDATIONS.
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SCALE: 1:5 \9/ 1 7 EXPOSED REBAR 550 1000 150 0.083
ommT00mm  200mm - 300mm  400mm 500mm 2 7 DELAMINATION 550 1000 150 0.083
3 7 DELAMINATION 1500 1000 150 0.225
4 7 DELAMINATION 550 1250 150 0.103
5 7 DELAMINATION 550 1000 150 0.083
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3. FILL VOID WITH APPROVED

POLYURETHANE SEALANT. APPLY
STRICTLY IN ACCORDANCE WITH
MANUFACTURER'S
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