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F 
FINAL LEVEL 
ADJUSTMENT TYPE 6A 

WITH MORTAR COVER AND FRAME 
UP TO Z5mm 

SECTION B-B 

NOTES: 

I. THIS STANDARD APPLIES TO MANHOLES 
ON PIPING OF MAXIMUM DIAMETER 600rnm 
AND MINIMUM DEFLECTION ANGLE OF IZDo. 

Z.1500rnrn MANHOLE SHALL BE USED ON 
PIPING DIAMETER 750rnrn, 900rnm AND 1050rnm. 
FOR PIPES DIAMETER 1200mm AND LARGER. 
MANHOLE TEE RISERS SHALL BE USED. 

3. PREBENCHEO MANHOLE BASE UNITS WlTH 
INTEGRAL GASKETS SHALL BE USED. 

4. THE SEWER PIPING IS AN EXAMPLE ONLY. 
REFER TO PROJECT DRAWINGS FOR LAYOUT 
AND ELEVATIONS. 
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STANDARD 2 0 0  MANHOLE FOR PIPING UP TO 600rnm DIAMETER 
STANDARD DRAWING WITH TYPE 6A COVER AND FRAME 
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A 635 GRADE 
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TYPE 80 OR TYPE 90 MANHOLE 
FRAME AND COVER 
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NECK SECTION DETAILS FOR STANDARD 1200 MANHOLE 
STANDARD DRAWING 
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HAND HOLE DETAIL 

NOTES: 

I. A CONCENTRIC GROOVE [SUITABLE FOR SEALANT) LOCATED AT MID CROSS SECTION 
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K-7 R I N G / T O P  
FOR USE WITH TYPE K-7 OR F-51 WITHOUT 
SIDE INLET FRAMES AND GRATINGS 

SECTION A-A 

HAND HOLE DETAIL 

I 

HAND HOLE (OPTIONAL) 
SEE DETAIL BELOW 

I 
PLAN VlEW 

525  R I N G / T O P  
FOR USE WITH TYPE 2A FRAME AND GRATING 

410 

SEE NOTE I 

HAND HOLE (OPTIONAL) 
SEE DETAIL BELOW 

PLAN VIEW SECTION A-A 

NOTES: 
I. A CONCENTRIC GROOVE (SUITABLE FOR SEALANT) LOCATED AT MID CROSS SECTION 

OR 50mm FROM THE EDGE 

STANDARD DRAWING 
R INGS/TOPS 

Oats Approvsd: 
03-02-26 

Scale: 
NTS 

Orawn By: 
J.L 

Checked Ry: 

mlb 

Approvsd 

------------------------------ 

Revlslon . Drowlng . 
7031  



Public Works and Government Services Canada   
Project No.: R.061945.001 
Pe Sakastew Site Paving  Standard Drawings  
Hobbema, Alberta  Page 1 of 2 
 

SPEC(100%)-R.061945.001-standard drawings.doc 
 



Public Works and Government Services Canada   
Project No.: R.061945.001 
Pe Sakastew Site Paving  Standard Drawings  
Hobbema, Alberta  Page 2 of 2 
 

SPEC(100%)-R.061945.001-standard drawings.doc 
 


