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GRILLE GRATTE—PIEDS, LOCALISATION
ET DIMENSIONS VOIR ARCHITECTURE.

FOR DIMENSIONS AND LOCALISATION

GRILLE SCRAPPER, SEE ARCH. DRAWING
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DEPRESSION POUR GRILLE GRATTE—PIED

2—-15M CROISEES
LOCALEMENT AU-DESSUS
DU PIEU. TYP..

ETAFOAM

MUR 38x140
38X140 WALL

LISSE ET SABLIERE 38x140

DESSUS DALLE

PLANCHE EXISTANTE
EXISTING BOARD

CARTON FIBRE 12mm.

DEPRESSION FOR GRILL SCRAPER.

DALLE SUR SOL A DEMOLIR
EXISTING SLAB ON GROUND TO DEMOLISH

REMBLAI SOUS DALLE

BACKFILL UNDER SLAB
SEE SECTION 01

2—15M LOCALY CROSSED ./ 38x140 RIBBAND
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N TYPICAL.
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COUPE 01

TYPICAL.

REMBLAI DE NIVELLEMENT AVEC
200mm MG—20 COMPACTE A 95% DU

LEVELING BACKFILL WITH 200mm
MG—-20 COMPACTED AT 95%Z OF M.P.

TOP OF SLAB

2—15M CROISEES
LOCALEMENT AU-—DESSUS
DU PIEU. TYP..__]

2—15M LOCALY CROSSED

ISOLANT RIGIDE, VOIR ARCH.

FIBER CARD 12mm N
NOUVELLE DALLE i

NEW SLAB 5

15M @ 300 c/c CH. SENS. ' |
EA. SENS. |
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COLOMBAGE EXISTANT A CONSERVER
EXISTING TIMBERING TO CONSERVE

STRUCTURE D’ACIER EXISTANTE DE LA PHASE

1 A CONSERVER
EXISTING STEEL STRUCTURE FROM PHASE |
TO CONSERVE

POUTRE DE RIVE EN BETON

EXISTANTE A CONSERVER
EXISTING CONCRETE BEAM
EDGE TO CONSERVE

NIVEAU APPROXIMATIF TERRAIN FINI
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SOL NON REMANIE
UNDISTURBED SOIL

RIGID INSULATION, SEE ARCH.

COUPE DALLE STRUCTURALE/MUR INTERIEUR
/02 \SECTION STRUCTURAL SLAB/INTERIOR WALL

'S011S02 ECHELLE/SCALE: 1:10
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EXISTING SOIL TO REMOVE

SOL NON REMANIE
UNDISTURBED SOIL

DETAIL TYPIQUE DEMOLITION / EXCAVATION

IYPICAL DETAIL DEMOLITION / EXCAVATION

SOLIVES EXISTANTES
EXISTING JOISTS.

RONDELLE 89¢
RING

3-38x184 A METTRE EN PLACE
ENTRE LES SOLIVES EXISTANTES
VIS-A—VIS LES ANCRAGES.
3-38x184 TO PUT IN PLACE
BETWEEN EXISTING JOISTS FOR
ANCHORAGE.

e

|
-
T

TIGE FILETEE ET SYSTEME
D'ATTACHE, VOIR ARCHITECTURE
THREATED BOLT AND FASTENING
SYSTEM, SEE ARCHTECTURE.

DETAIL D’ANCRAGE _DE CLOISON

DETAIL WALL ANCHOR

DALLE SUR SOL
EXISTANTE A CONSERVER
EXISTING SLAB ON
GRADE TO CONSERVE

DESSUS DALLE

GYPSE VOIR ARCH.

AN

GYPSUM SEE ARCH.

CLOISON A CONSERVER
DIVING WALL TO CONSERVE

TRAIT DE SCIE PLEINE
ROFONDEUR
SAWCUT FULL DEPTH

DALLE SUR SOL A DEMOLIR
SIAB ON GRADE TO DEMOLISH
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CLOISON EXISTANTE

EXISTING WALL.
15Mx450mm LONG. @450 c/c AU CENTRE

DE LA DALLE AVEC ANCRAGES "HY-150"
DE "HILTI". ENF. 150mm.

15M 450mm. LONG @ 450mm c/c AT
THE CENTER OF SLAB WITH "HILTI
HY—150", EMBEDDED 150mm.

NOUVELLE DALLE STRUCTURALE
NEW STRUCTURAL SLAB

TOP OF SLAB

SATURATION ET SURFACE SECHE
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S’ASSURER D’AVOIR UNE ,
EVITER EXCAVATION SOUS LA
(SSS) DU BETON EXISTANT ALLE A CONSERVER.
EX/ST/{VG CONCRETE FACE: AVOID EXCAVATION UNDER
DRY SURFACE SATURATION RECONSTRUCTION SLAB TO MAINTAIN.
RECONSTRUCTION

JONCTION DALLE STRUCTURALE AVEC EXISTANT
/04 \JUNCTION STRUCTURAL SLAB WITH EXISTING

'S01/S02 ECHELLE/SCALE: 1:10

APROXIMATE FINISHED GRADE LEVEL

ISOLATION ET MEMBRANE, VOIR PLANS
DE CIVIL. |

INSULATION AND MEMBRANE, SEE CIVIL
DRAWINGS.
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COUPE DALLE STRUCTURALE/MUR PERIPHERIQUE
/01 \SECTION STRUCTURAL SLAB/ PERIPHERIC WALL

'S01|S02 ECHELLE/SCALE: 1:10

2—15M CROISEES
LOCALEMENT AU—DESSUS

PLAQUE DE TETE 450x450x19 EP.
TOP PLATE 450x450x19 TH.

PIEU FONCE DE TYPE HSS 60¢x4.8

DU PIEU. TYP.. (DIMENSION MINIMALE) A APPUYER AU ROC.
2—15M LOCALY CROSSED HSS DRIVEN PILE 6024.8 (MINIMAL
ON TOP OF THE PILE, DIMENSION) TO BE SUPPORT BY ROCK.
TYPICAL.
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COUPE TYPIQUE PIEUX
TYPICAL SECTION PILES

S01[S02

ECHELLE/SCALE: 1:10

CHARGES AUX PIEUX:

— CHARGE MAXIMALE TOTALE EN SERVICE |
44kN
~ CHARGE DE FONCAGE

(VOIR DEVIS) : 8BkN
PILES LOAD :

TOTAL MAXIMAL SERVICE LOAD : 44kN
— LOAD SINKING (SEE
SPECIFICATIONS): 88kN
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