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ISOLANT RIGIDE EXTRUDE 38mmx610mm LARGEUR
AVEC MEMBRANE EPDM SUR LE DESSUS

SEMELLE DE \ EXTRUDED RIGID INSULATION 38mmx610mm WIDTH
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DALLE DE BETON o N DO PIERRE NETTE 20mm¢
CONCRETE SLAB S g 20mm# CLEAN CRUSHED STONE
i Sl oy Y MEMBRANE GEOTEXTILE (VOIR DEVIS)
GEOTEXTILE MEMBRANE (SEE SPECIFICATIONS)
PILASTRE (PAR ENDROIT) L7 “_DRAIN PERFORE 200%
PILASTER (IN SOME PLACES) 00 00 2008 PERFORATED DRAIN

COUPE TYPE DE DRAIN (A—A)
ARRIERE DU BATIMENT 1 (ATELIER)
TYPICAL DRAIN SECTION (A—A)
BACK OF BUILDING 1 _(WORKSHOP)
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ISOLANT RIGIDE EXTRUDE 38mmx610mm LARGEUR
AVEC MEMBRANE EPDM SUR LE DESSUS
EXTRUDED RIGID INSULATION 38mmx610mm WIDTH

WITH EPDM MEMBRANE ON TOP
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MATERIAU GRANULAIRE TYPE MG 112
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R 2P MG 112 TYPE GRANULAR MATERIAL
COMPACTED AT 95% OF MODIFIED PROCTOR
MEMBRANE GEOTEXTILE (VOIR DEVIS)
. GEOTEXTILE MEMBRANE (SEE SPECIFICATIONS)
PILASTRE (PAR ENDROIT) | ool L300 "
DRAIN PERFORE 2008

PILASTER (IN SOME PLACES) 2004 PERFORATED DRAIN

COUPE TYPE DE DRAIN (B—B)
"AVANT ET COTES DU BATIMENT 1 (ATELIER)
TYPICAL _DRAIN_SECTION (B—B)

FRONT AND S/DES OF BUILDING 1 (WORKSHOP)
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MATERIAU GRANULAIRE DE TYPE CG—-14
CG—14 TYPE GRANULAR MATERIAL

ASSISE EN MATERIAU GRANULAIRE DE TYPE 1. :
CG—14 OU EN PIERRE NETTE 20mmg POUR DRAINAGE" ™
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CONDUITE EN PCV 150mm¢ POUR GRILLE 350x600 fo T
CONDUITE EN PCV 200mme POUR GRILLE 450x900 NAZSZKA
150mm@ PCV PIPE FOR 350x600 GRID TE MONOLITHIQUE SI CONDUITE NEUVE
200mm@ PCV PIPE FOR 450x900 GRID SELLETTE SUR CONDUITE EXISTANTE
MONOLITHIC TEE IF NEW PIPE
SADDLE ON EXISTING PIPE

DETAIL TYPE D’INSTALLATION DE PUISARD
CATCH BASIN INSTALLATION TYPICAL DETAIL
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CADRE ET GRILLE (VOIR DEVIS)
= FRAME AND GRID (SEE SPECIFICATIONS)
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DETAIL TYPE DE PUISARD
'PREFABRIQUE EN BETON
PRECAST CONCRETE CATCH
BASIN TYPICAL DETAIL
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BARRES D’ARMATURE
ARMATURE BARS

15M @ c/c 75

SOUDURES
WELDS

BARRE DE RETENUE 20M, UN BOUT
FILETE BOULONNEE A L’INTERIEUR
DE LA CLOCHE DE LA CONDUITE
20M RETAINING BAR, ONE
THREADED END BOLTED ON THE
INSIDE OF THE PIPE BELL

NOTE /NOTE:
LA GRILLE SERA INSEREE ENTRE LE FOND DE
LA CLOCHE ET LA BARRE DE RETENUE. LA

GRILLE SERA GALVANISEE APRES FABRICATION.
THE GRID WILL BE INSERTED BETWEEN THE BACK
OF THE BELL AND THE RETAINING BAR. THE GRID
WILL BE GALVANIZED AFTER MANUFACTURING.

DETAIL_TYPE DE GRILLE A LA
SORTIE D'UNE CONDUITE EN BETON
GRID AT THE EXIT OF A
CONCRETE PIPE_TYPICAL DETAIL
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