
SECTION DETAIL
SCALE 1:10
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E-2

5

NEW ADDITIONEXISTING BUILDING

R1

CONNECTION PURLINS BY (B.S.)
REFER TO STRUCTURAL
EXIST STEEL GIRT SYSTEM

PRE-FINISHED ANGLE CLIP
SUPPORT FOR METAL LINER
PANEL, TYP.

RIGID FRAME. REFER TO
STRUCTURAL

300 MM WIDE CAP

FURR EXTERIOR CLADDING AT
NEW ADDITION SIDE WITH 22
MM HAT CHANNELS AND
PREFINISHED METAL LINER
PANELS.

LAP NEW ROOF PANEL OVER
EXISTING MIN. 150" AND
INSTALL CONTINUOUS BEAD OF
CAULKING. COVER THE OVERLAP
WITH 300 MM PREFINISHED
METAL CAP (MASTIC TAPE AND
SCREWS AT 150 MM O.C.

SECTION DETAIL
SCALE 1:10

3
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F4 F1

REINFORCED
CONCRETE PILE.

REFER TO
STRUCTURAL

UNDISTURBED SOIL
COMPACTED

NEW ADDITIONEXISTING BUILDING
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SECTION DETAIL
SCALE 1:10
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1 1/2 " STEEL PIPES
GUARDRAIL

NEW ADDITIONEXISTING BUILDING
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SECTION DETAIL
SCALE 1:10
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F3

P-1

4" VINYL BASE

(4)  50 MM X 315 MM
WOOD BEAM - SEE

STRUCTURAL
13 MM GYPSUM
WALL BOARD OR

METAL LINER
PANEL

JOIST HANGERS

WOOD JOISTS  -
SEE STRUCTURAL

SECTION DETAIL
SCALE 1:10
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80 MM FLOAT

F1

SECTION DETAIL
SCALE 1:10
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6

(2)2"x6" TOP PLATE
PRE-FINISHED ANGLE CLIP
SUPPORT FOR METAL LINER
PANEL, TYP.

RIGID FRAME. REFER TO
STRUCTURAL

SIMPLE SPAN PURLIN

SECTION DETAIL
SCALE 1:10
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SECTION DETAIL
SCALE 1:10
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F1 F1aSLOPE

REINFORCED
CONCRETE PILE.

REFER TO
STRUCTURAL

UNDISTURBED SOIL
COMPACTED

CAULK AND SEAL DOOR THRESHOLD
w/ WATER STOP TO CONCRETE, TYP.

SAWCUT

SECTION DETAIL
SCALE 1:10
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8

EAVE PURLIN (EP) BY SBS. REFER TO
STRUCTURAL

END WALL EAVE PURLIN BY
METAL BUILDING SUPPLIER

METAL STRAPPING SUPPORT ANGLE,
WELD TO BEAM. REFER TO

STRUCTURAL

PRE-FINISHED METAL EAVE
FLASHING WITH DRIP EDGE
BY METAL BUILDING
SUPPLIER.

GABLE STEEL ANGLE
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FIRE CABINET
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OIL FILTER
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INTERIOR ELEVATION AT WORK BENCH
SCALE 1:50
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ELEVATION-A

ELEVATION-B
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HEAVY DUTY
DRAWER SLIDES
WITH SELF-CLOSING
FEATURE

4"
[1

02
]

MELAMINE
INTERIOR (SIDES
AND BACK OF
DOOR ONLY)

PLASTIC LAMINATE
OVER 19mm
PLYWOOD
ADJUSTABLE
SHELVING
PLASTIC LAMINATE
15mm BACK PANEL
PLASTIC LAMINATE
OVER 19mm
PLYWOOD BOTTOM
SHELF

2"x4" BASE
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SOLID WOOD STOP (TYP.)

WELDED CORNERS,
GROUND SMOOTH
(INVISIBLE SEAMS), @
COUNTERTOP
CLADDING (TYP.)

TYPE 304 STAINLESS
STEEL #4 BRUSHED
FINISH OVER (2) TWO
LAYERS OF 19mm
CDX PLYWOOD
COUNTERTOP.
INCLUDING
BACKSPLASH AND
FRONT EDGE.
HD PLASTIC
LAMINATE OVER
19mm PLYWOOD
CABINET
CONSTRUCTION (TYP)
WITH 3mm PVC
EDGING.STAINLESS
STEEL PULLS AS
INDICATED.

INSTALL 4" VINYL
BASE AT TOE-KICK.

SECURE TO WALL
WITH TREATED
WOOD BLOCKING

31
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WORK BENCH DETAIL
SCALE 1:10
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SECTIONS DETAIL &
WORK BENCH DETAIL
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MARCH 2013
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AS INDICATED

YYYY.MM.DD

R# Brief Description/YY.MM.DD/Revised By

YY.MM.DD/Issued For/Issued To/Issued By

A3.3
4796

-

Any representations in the tender documents are for the
general information of bidders and are not in any way
warranted or guaranteed by or on behalf of the owner or
the owner's consultants and its subconsult's employees,
and neither the owner nor its consultants or its employees,
shal l be l iable for any representations negl igent or
otherwise contained in the documents. These design
documents are prepared solely for the use by the party
with whom the design professional has entered into a
contract and there are no representations of any kind made
by the design professional to any party with whom the
design professional has not entered into a contract. The
contractor shall check all dimensions, elevations and other
data as represented  on  al l  drawings in the set  for
consistency and correctness and report to the consultant
any discrepancies prior to proceeding with construction.
Any costs to the contractor arising from failure to execute
this requirement is a cost to the contractor and not to the
owner nor the consultant. This term supercedes the
specifications. All construction work to be completed in
accordance with all applicable code and requirements of all
u t i l i t i e s  a s  s e t  o u t  b y  g o v e r n i n g  a u t h o r i t i e s .

INDIAN HEAD AAFC
B017 ADDITION
INDIAN HEAD, SK

 

Lawrence N. Carcoana, Principal

SAA, AAA, MAA, AIA, NCARB

1457  ALBERT  STREET, REGINA,

SASKATCHEWAN S4R 2R8

TEL  306.565.0411  |  FAX  306.757.9471

larry.carcoanarch@myaccess.ca

Carcoana

2015.06.15

YYYY.MM.DD

ROOF ASSEMBLIES

WALL ASSEMBLIES

E-1

E-2

INTERIOR WALL
FRR: N/A, STC: N/A
▪ METAL LINER PANEL OVER 1/2" PLYWOOD

BACKING
▪ 2"x6" WOOD STUDS @ 16" O.C., FULL HT.

(3" FLOAT) C/W ACOUSTICAL INSULATION
▪ 1/2" GWB (USE MOISTURE RESISTANT

GWB FOR PLUMBING WALLS) OR METAL
LINER PANEL, AS PER FINISH NOTES.

ROOF OVER ADDITION
FRR: N/A, STC: N/A
▪ STANDING SEAM PRE-FINISHED METAL

ROOF SYSTEM (PART OF METAL BLDG
PACKAGE)

▪ PRE-ENGINEERED STEEL BUILDING
SYSTEM, PREFINISHED

▪ R28 BATT INSULATION C/W VAPOUR
BARRIER  (PART OF METAL BLDG
PACKAGE)

▪ 6 MIL POLY VAPOUR BARRIER
▪ PRE-FINISHED METAL LINER PANELS.

R1

EXTERIOR WALL
FRR: N/A STC: N/A
▪ PRE-FINISHED LIGHT GAUGE METAL

WALL CLADDING SYSTEM, COLOR
SELECTION BY OWNER (MATCH
EXISTING).

▪ WALL GIRTS @ MIN 48" O.C. (VERIFY)
▪ R-28 SEMI RIGID BATT INSULATION
▪ 6 mil POLY VAPOUR BARRIER
▪ PREFINISHED METAL LINER PANEL @

INTERIOR (TYPICAL)

P-1

FLOOR ASSEMBLIES
F1

F2 MEZZANINE FLOOR
 3/4" T&G PLYWOOD SUB FLOOR
 2"x8" WOOD JOIST
 FINISH WITH RESIN EPOXY PAINT

WITH ANTI-SLIP PROVISIONS.

APRON SLAB @ GARAGE/SIDEWALK/CONC PAD
▪ 7" CONCRETE SLAB ON GRADE
INTEGRATED HARDENER. (SEE STRUCTURAL
FOR REINF)
▪ 6 mil POLY VAPOUR BARRIER
▪ MIN. 12" COMPACTED GRANULAR FILL
▪ NON-SKID SURFACE ON SIDEWALK AND
CONC PAD.

EXISTING ROOFR2

F4 EXISTING FLOOR

F3 MEZZANINE FLOOR
 3/4" T&G PLYWOOD SUB FLOOR
 2"x10" WOOD JOIST
 FINISH WITH RESIN EPOXY PAINT

WITH ANTI-SLIP PROVISIONS.

F1a SLAB @ ENTRY
▪ 5" CONCRETE SLAB ON GRADE
INTEGRATED HARDENER. (SEE STRUCTURAL
FOR REINF)
▪ MIN. 12" COMPACTED GRANULAR FILL
▪ NON-SKID SURFACE.

EXISTING WALL
▪ PRE-FINISHED METAL PANELS @ EXTERIOR
▪ WALL GIRTS (VERIFY SPACING)
▪ BATT INSULATION
▪ 6 mil POLY VAPOUR BARRIER
▪ INTERIOR LINER PANELS
▪ FURR OUT @ NEW SPACE W/ 7/8" HAT

CHANNELS & PREFIN METAL LINER PANELS.


