
15 TREADS @ 11" = 13'-9"
[4191]

3
A2.2

4
A2.2

1 1/2" STEEL PIPE RAILING
(TYPICAL). SMOOTH-OUT ALL
WELDS, PAINTED

2'
-1

0"
[8

64
]

RA
IL

IN
G 

HE
IG

HT

EDGE OF
OFFICE WALL

6
A2.2

9'
 4

"
16

 R
IS

ER
S 

EQ
. S

PA
CE

D 
(7

" M
AX

. R
IS

ER
 H

EI
GH

T)

F1

STAIR S01 SECTION
SCALE 1:25

1
A2.2

F3

1'-0"
[305]

2'
-0

"
[6

10
]

CANTILEVER BEAM.
SEE STRUCTURAL
FOR SIZE

8'
-8

"
[2

64
2]

8"
[2

03
]

201

LVL BEAM. SEE
STRUCTURAL

WEST SIDE RAIL AND
HANDRAIL SHOWN. EAST SIDE
AND MEZZANINE PLATFORM
RAILING ARE SIMILAR (POST
AT MAX. 4'0" O.C.)
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6"Ø CONC. FILLED
STEEL PIPE, COLORED VINYL /
PVC SLEEVES

REINF CONC PILE. SEE
STRUCTURAL

EXTEND SURFACE
OVER PILE

CONC. CROWN @ TOP OF
STEEL BOLLARD (PAINTED)

COMPACTED SUBGRADE

8" MIN. COMPACTED
GRANULAR FILL

REINF CONCRETE
SLAB. SEE

STRUCTURAL

TYPICAL BOLLARD DETAIL 
SCALE 1:15
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42" HIGH RAILING AT LANDING
AND MEZZANINE PLATFORM WITH
(4) HORIZONTAL 1 1/2"Ø PIPES
AND VERTICAL POSTS AT MIN 4'-0"
O.C., PAINTED. SEE 5/A3.1

34" HIGH RAILING AT SIDE OF
STAIR (PROFILE AND
CONFIGURATION SIMILAR TO
DETAIL 1/A2.2) WITH VERTICAL
POSTS AT 4'-0" O.C. MIN.

TYP. STAIR TREAD DETAIL
SCALE 1:4
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1/2" PLYWOOD

WD STRINGER. SEE
STRUCTURAL

1 1/2" STEEL PIPES
PAINTED

(2) LAYERS OF 3/4" CDX
PLYWOOD

1x SOLID WOOD EDGE

TYPE D2
EXTERIOR DOOR
INSULATED HOLLOW METAL
DOOR, 20 GUAGE, PAINTED
c/w DOOR HARDWARE (SEE
SCHEDULE FOR DOOR SIZE &
RATING)  DOOR #102A & 102E
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SEE DOOR
SCHEDULE

FFL

TYPE D3
EXTERIOR OVERHEAD DOOR - GARAGE AREA
OVERHEAD INSULATED STEEL DOOR, AUTOMATIC & MANUAL
OPERATION, GEAR BOX DRIVE, c/w DOOR HARDWARE (SEE
SCHEDULE FOR DOOR SIZE)
DOOR #102B & 102F- SEE SPECIFICATIONS

SEE DOOR
SCHEDULE
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WINDOW TYPES 

TYPE D4
EXTERIOR OVERHEAD DOOR - GARAGE AREA
OVERHEAD INSULATED STEEL DOOR, AUTOMATIC & MANUAL
OPERATION, GEAR BOX DRIVE, c/w DOOR HARDWARE (SEE
SCHEDULE FOR DOOR SIZE)
DOOR #102C & 102D- SEE SPECIFICATIONS

SEE DOOR
SCHEDULE
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TYPE D1
INTERIOR DOOR
HOLLOW METAL DOOR, 20
GAUGE, PAINTED, c/w DOOR
HARDWARE (SEE SCHEDULE
FOR DOOR SIZE & RATING)
DOOR # 102G & 201

NOT TO SCALE

WINDOW TYPES SCALE 1:50
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4'-4"
[1321]

W-1

HOPPER TRANSOM
WINDOW

EXTERIOR  WINDOW (INTERIOR @ 1 LOCATION)
PVC WINDOW, TO MATCH EXISTING WINDOWS,
FRAMES COLOR MATCH EXISTING, THERMO
PANE, LOW E, ARGON FILLED, INSECT SCREEN

DOOR SCHEDULE
Room

Number Room Name
Door Frame Hardware

Group ULC Rating Remarks
Number Size Material Type Material Type

102 GARAGE 102A W3'-0"xH7'-0"xT1-3/4" IHM D2 IPSF D2 3 - -

102 GARAGE 102B W12'-0"xH12'-0"xT1-3/4" IOH D3 STEEL
PLATE D4 - - OVERHEAD DOOR W/ STEEL

PLATE JAMBS & HEADER

102 GARAGE 102C W18'-0"xH16'-0"xT1-3/4" IOH D4 STEEL
PLATE D4 - - OVERHEAD DOOR W/ STEEL

PLATE JAMBS & HEADER

102 GARAGE 102D W16'-0"xH16'-0"xT1-3/4" IOH D4 STEEL
PLATE D4 - - OVERHEAD DOOR W/ STEEL

PLATE JAMBS & HEADER

102 GARAGE 102E W3'-0"xH7'-0"xT1-3/4" IHM D2 IPSF D2 3 - -

102 GARAGE 102F W12'-0"xH12'-0"xT1-3/4" IOH D3 STEEL
PLATE D4 - - OVERHEAD DOOR W/ STEEL

PLATE JAMBS & HEADER

102 GARAGE 102G W3'-0"xH7'-0"xT1-3/4" HM D1 PSF D1 2 - AT EXISTING WALL (45 MIN
FIRE RATED)

201 OFFICE 201 W3'-0"xH7'-0"xT1-3/4" HM D1 PSF D3 1 - -

NOTE: OVERHEAD DOOR INSTALLER TO SUPPLY AND INSTALL ANY BLOCKING REQUIRED FOR TRACK/OPENING MECHANISM. COORDINATE WITH METAL BUILDING SUPPLIER/INSTALLER.

10"x3"x1/4" BENT STEEL
PLATE @ DOOR JAMBS @
HEADER (TYP.)
STEEL CHANNEL @
JAMBS (STEEL HEADER @
T/O OPENING) BY METAL
BUILDING SUPPLIER

INSULATED STEEL
SECTIONAL DOOR AND
HEAVY DUTY TRACK.
SEE SPECIFICATION.

2" [5
0]

INTERIOR PREFINISHED
METAL LINER PANELS

EXTERIOR PREFINISHED
METAL PANELS AND
TRIM @ OPENING

ABBREVIATIONS

ACT SUSPENDED ACOUSTIC CEILING TILE
ALUM ALUMINUM
CAR CARPET (AS PER SPEC)
CONC CONCRETE c/w SEALER
GWB GYPSUM WALL BOARD
GL                GLAZING
HCW PREFINISHED HOLLOW CORE WOOD
HM HOLLOW METAL
HR HOUR
IHM INSULATED HOLLOW METAL
IOH INSULATED OVERHEAD STEEL DOOR
PT PAINT (AS PER SPEC)
PSF PRESSED STEEL FRAME
IPOH INSULATED POLYCARBONATE OVERHEAD STEEL DOOR

SCW SOLID CORE WOOD
TILE TILE (AS PER SPEC)
U/S U/S OF STRUCTURE
VCT VINYL COMPOSITE TILE (AS PER SPEC)
VINYL VINYL SHEET FLOORING (AS PER SPEC)
VWC VINYL WALL COVERING (AS PER SPEC)
WB WOOD BASE (AS PER SPEC)
WD WOOD
WDF WOOD FRAME
SCF STEEL CHANNEL FRAME
WL WOOD LAMINATE (AS PER SPEC)
SBS STEEL BUILDING SYSTEM
IPSF INSULATED PRESSED STEEL FRAME
FFL FINISH FLOOR LINE

STAIR ANCHOR DETAIL
SCALE 1:4

3
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GALVANIZED STEEL CLEAT
C/W 1/2"DIA. EXPANSION
ANCHOR BOLTS EMBEDDED
MIN. 4" IN CONCRETE @ EA.
STRINGER. BOLT CLEAT
TO STRINGER

CONCRETE SURFACE (F1)
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1/2" PLYWOOD(EPOXY FINISH)
WD STRINGER. SEE

STRUCTURAL

1 1/2" STEEL PIPES
PAINTED

RESIN EPOXY FINISH WITH
ANTI-SLIP COMPOUND

("SHARK-GRIP" OR OTHER)
OVER PREPARED SUBSTRATE

AT TREADS, RISERS AND
MEZZANINE FLOOR ( TYPICAL)

(2) LAYERS OF 3/4" CDX
PLYWOOD

1x SOLID WOOD EDGE

HANDRAIL DETAIL (WALL MOUNT.)
SCALE 1:4
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1 1/2"Ø  STEEL METAL
HANDRAIL (PAINTED)

1"Ø PAINTED STEEL
METAL  BRACKET @

3'-0" o/c MAX.

HANDRAIL DETAIL
SCALE 1:4
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2x4" WOOD BLOCKING

3"Ø PAINTED STEEL
PLATE 1/4" THICKNESS

1"Ø PAINTED STEEL
METAL  BRACKET @

3'-0" o/c MAX.

3"Ø PAINTED STEEL
PLATE 1/4" THICKNESS

WITH (3) 3/8" HALLS

3/8" LAG BOLTS

METAL LINER PANEL

ST/DN

CAL

STAIR DETAILS, DETAILS,
WINDOW & DOOR

SCHEDULE

CAL

R#

MARCH 2013
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AS INDICATED

YYYY.MM.DD

R# Brief Description/YY.MM.DD/Revised By

YY.MM.DD/Issued For/Issued To/Issued By

A2.2
4796

-

Any representations in the tender documents are for the
general information of bidders and are not in any way
warranted or guaranteed by or on behalf of the owner or
the owner's consultants and its subconsult's employees,
and neither the owner nor its consultants or its employees,
shal l be l iable for any representations negl igent or
otherwise contained in the documents. These design
documents are prepared solely for the use by the party
with whom the design professional has entered into a
contract and there are no representations of any kind made
by the design professional to any party with whom the
design professional has not entered into a contract. The
contractor shall check all dimensions, elevations and other
data as represented  on  al l  drawings in the set  for
consistency and correctness and report to the consultant
any discrepancies prior to proceeding with construction.
Any costs to the contractor arising from failure to execute
this requirement is a cost to the contractor and not to the
owner nor the consultant. This term supercedes the
specifications. All construction work to be completed in
accordance with all applicable code and requirements of all
u t i l i t i e s  a s  s e t  o u t  b y  g o v e r n i n g  a u t h o r i t i e s .

INDIAN HEAD AAFC
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