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NOTES GENERALES
DEMOLITION

GENERAL NOTES
DEMOLITION

—['ENTREPRENEUR DOIT PRENDRE ET VERIFIER SUR PLACE TOUTES

LES

REFECTION DES TOITURES ET AVISER LE REPRESENTANT DU
MINISTERE DE TOUTES ANOMALIES.

-VOIR

TRAVAUX

—COORDONNER AVEC SCC TOUS LES TRAVAUX ET/OU
DEBRANCHEMENTS DE SYSTEMES DE SECURITE (ALARME, CAMERA,
BARBELES, CLOTURES DE SECURITE, ETC.)

CONDITIONS AVANT D’ENTREPRENDRE LES TRAVAUX DE

EGALEMENT LES PLANS DINGENIEURS POUR TOUS LES

—THE CONTRACTOR HAS 10 VERIFY ON LOCATION ALL OF THE
CONDITIONS PRIOR TO UNDERTAKING THE KEROOFING WORK AND
ADVISE THE MINISTRY REPRESENTATIVE OF ANY UNFORESEEN
PROBLEMS.

~SEE ALSO ENGINEERING PLANS FOR ALL WORK.

—COORDIVATE WITH CSC ALL WORK ANG/OR DISCONNECTIONS OF
SECURITY SYSTEMS (ALARMS, CAMERAS, SECURITY FENCES,
BARBED WIRE, £TC.)

I* Travaux publics et Public Works and
Services gouvernementaux Government Services

Canada Canada
Direction générale des Real Property
services immobiliers Services branch
Région du Québec Quebec region
| L
Canada

NOTES DE DEMOLITION

DEMOLITION NOTES

TOITURE SURELEVEE VENTILEE :

DT'| _VOIR LE DEVIS POUR LE PHASAGE DETAILLE DES TRAVAUX:

TOIMURE ET PARAPETS :

—ENLEVER L'ISOLANT EN VRAC SUR LA DALLE DE BETON
EXISTANTE, SOUS LA TOITURE SURELEVEE.

—S'ASSURER DE L'ETANCHEITE ET DU DRAINAGE DE LA
TOITURE EXISTANTE SUR LA DALLE DE BETON AVANT DE
DEMOLIR LA STRUCTURE EN BOIS.

—DEMOLIR ET ENLEVER LA STRUCTURE SURELEVEE EN BOIS,
INCLUANT LES MEMBRANES ET LE REVETEMENT METALLIQUE
JUSQU'AUX PARAPETS DE LA TOITURE SUR LA DALLE
EXISTANTE.

D2 1ZyOIR LE DEVIS POUR LE PHASAGE DETAILLE DES TRAVAUX:

D3.

—_

D4.

—_

EVENT :
D3| ZENLEVER LE BATI EN BOIS ET LES MEMBRANES EXISTANTES.

—ENLEVER LE BATI ET RACCOURCIR LA TUYAUTERIE (A
DRAIN DE TOIT :

D4 | ZEXISTANT A ENLEVER.

~RACCOURCIR LA TUYAUTERIE (DRAIN A REMPLACER).
D4.2 | ~EXISTANT A ENLEVER (A REMPLACER).

COL DE CYGNE POUR VENTILATION DE L’ENTRETOI :

—ENLEVER TOUTES LES MEMBRANES DEGARNIR JUSQU'A LA
DALLE DE BETON.

—DEGARNIR LES PARAPETS ET SEPARATEURS DE BASSIN
JUSQU'AU BLOC DE BETON, VOIR DETAILS DE DEMOLITION.

RECONSTRUIRE).

D5 | ZENLEVER LE COL DE CYONE.

COL DE CYGNE/CAPQTIN :

D6 |-ENLEVER LE COL DE CYGNE QU LE CAPOTIN ET ENLEVER

LE BATI
D6.1| ~RACCOURCIR LES CONDUITS (A RECONSTRUIRE).
—RACCOURCIR LES CONDUITS ET ENLEVER LE BATI DES 3
D6.2| SORTIES DE CONDUITS (A RECONSTRUIRE AVEC 3 COLS DE
CYGNE)
VENTILATEUR :
D7 |-ENLEVER ET ENTREPOSER LE VENTILATEUR ET LE VOLET
DURANT LES TRAVAUX.
07 1] “ENLEVER LE BATI ET RACCOURCIR LE CONDUIT (A
‘1| REINSTALLER SUR NOUVELLES BASES).
UNITE_COMPRESSEUR/CONDENSEUR
D8 |-ENLEVER L'UNITE ET DEMOLIR LES BASES. ENTREPOSER
DURANT LES TRAVAUX.
05.1| “RACCOURCIR LA TUYAUTERIE. (A REINSTALLER SUR
'] NOUVELLES BASES).
0o | EVENTS_BOUCHES :
—ENLEVER LE BATI
00.1| "ENLEVER LE BATI ET COUPER AU-NVEAU DE LA DALLE

EXISTANTE ET OBTURER L'OUVERTURE.

FAISED VENTED ROOF:
DV | ZSe£ SPECS FOR COMPLETE PHASING OF WORK:

—REMOVE ALL EXISTING CELULOSE INSULATION ON THE
LXISTING CONCRETE SLAB BELOW THE RAISED ROOF.

~PROVIDE DRAINAGE AND RENDER THE SURFACE
WATERPROOF BEFORE DEMOLITION OF WOOD STRUCTURE.

—DEMOLISH AND REMOVE ALL RAISED WOOD STRUCTURE
INCLUDING ALL MEMBRANES AND METAL FLASHING. STRIP
AND REMOVE ALL TO EXISTING FARAPETS ON EXISTING
ROOF SLAB.

ROOFING AND FARAPETS:
D2\ ZSer SPECS FOR COMPLETE PHASING OF WORK:

~REMOVE ALL MEMBRANES UP 7O CONCRETE SLAP.
=STRIP ALL PARAPETS AND BASIN SEFARATORS DOWN 10
THE EXISTING CONCRETE BLOCK.

VENT PIPE:
D3 \_STRIP AND REMOVE WOOD PARAPETS AND EXISTING

MEMBRANES.

D3.1| —CUT AND LOWER FIFING READY FOR RECONSTRUCTION.

ROOF DRAIN:
D4\ DEMOLISH AND REMOVE EXISTING ROOF DRAIN.

D4.1| =CUT AND LOWER DRAIN FIPE, READY FOR RECONSTRUCTION.

D4.2| —REMOVE EXISTING DRAIN READY FOR REPLACEMENT.

D5 GOOSENECK FOR ATTIC VENTILATION:
~DEMOLISH AND REMOVE GOOSENECK .

GOOSENECK AND _COVER:

D6 | —DEMOLISH AND REMOVE GOOSENECK OR COVER AND
REMOVE FPARAPET

D6.1| =CUT AND LOWER DUCTING READY FOR RECONSTRUCTION

—_

=CUT AND LOWER DUCTING AND REMOVE FARAPET FOR S

D6.2| EXISTING DRYER EXHAUST DUCTS 1O CREATE 3 NEW

SEFARATE EXHAUSTS.

LAN:

D7 | —REMOVE AND STORE THE FAN WITH ALL TS COMPONENTS
DURING THE WORK.

=STRIP AND REMOVE WOOD FARAPETS AND EXISTING

MEMBRANES. CUT AND LOWER DUCTING, READY 10 BE
REINSTALLED ON NEW FARAFETS.

D7.

—_

COMPRESSOR / CONDENSER UNIT:
D8 | —DEMOLISH AND REMOVE EXISTING FARAFPETS BASES, STORE

UNITS DURING WORK.

=CUTI AND LOWER PIPING, FEADY 10 REINSTALLED ON NEW

D811 papaprrs:

—_

ABANDONED VENT PARAPET:
D9 | ZRemovE ABANDONED VENT PARAPET .

=CUT ABANDONED VENT FARAPET DOWN 70 LEVEL OF

EXISTING SLAB. FILL OPENING BEFORE INSTALLING THE
MEMBRANE.

Do.

—_

BASE_BOUCHEE :
D10 | ZENLEVER LE BATI.

ABANDONED FARAPET:

D10 | _pemovE ABANDONED PARAPET.

—ENLEVER BATI, OBTURER L'OUVERTURE DANS LE PONTAGE

=CUT ABANDONED PARAPET DOWN 10 LEVEL OF EXISTING

D10.1| DE TOIT ET RAGREER AVANT LA POSE DE LA MEMBRANE, D10.1

UNITE AVEC BASE :

VOIR DETAIL 6/A452.
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Seuls les documents émis pour construction This drawing shall not be used for construction
scellés et signés pourront étres utilisés pour purposes unless so indicated and signed and
I'exécution des travaux de construction. sealed below.

SCeaux

SIAB. REBUILD OPENING AND SEAL, BEFORE INSTALLING THE]

%M«%——.
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D11 |~ENLEVER L'UNITE ET LA BASE PREFABRIQUEE ET D11 | ~REMOVE MECHANICAL UMIT AND PREFABRICATED PARAPET
ENTREPOSER DURANT LES TRAVAUX. AND STORE DURING THE WORK .
D111 —RACCOURCIR LA TUYAUTERIE (A REINSTALLER SUR LA BASE " —CUT AND LOWER PIPING, READY TO BE REINSTALLED ON
| PREFABRIQUEE EXISTANTE REINSTALLEE). N EXISTING PARAPET BASE.
PR|SE D’A|R N . A//L? //VM/(E'
D12 | —-ENLEVER ET ENTREPOSER »LA PRISE D AIR DURANT LES D12 | —REMOVE AND STORE THE AIR INTAKE DURING THE WORK .
TRAVAUX.  ENLEVER LE BATI. DEMOLISH PARAPET,
D121 ~ENLEVER LE BATI ET RACCOURCIR LE CONDUIT (A —~CUT AND LOWER DUCTING, READY TO BE REINSTALLED ON
"] REINSTALLER SUR NOUVELLES BASES). D120 vew mases:
ANTENNE SATELLITE : ) SATELLITE ANTENNA:
D13 | ~ENLEVER ET ENTREPOSER DURANT LES TRAVAUX. (A D13 | —REMOVE AND STORE DURING THE WORK. READY TO BE
REINSTALLER SUR NOUVELLES BASES). REINSTALLED ON NEW BASES,
D14 BASE POUR ANTENNES SATELLITES : PARAPETS FOR ANTENNAS:
~DEMOLIR (A RECONSTRUIRE). D14 | ~DEMOLISH EXISTING PARAPETS, READY TO BE REINSTALLED
i ON NEW PARAPETS.
015 |BOITE_POUR TUYAUX/CONDUITS :
—ENLEVER LE BATI. 015 PARAPET FOR_CONDUITS AND PIPES
—DEMOLISH EXISTING PARAPETS
D15.1 ~RACCOURCIR LA TUYAUTERIE (A RECONSTRUIRE).
) ) ) 015 | ~CUT AND LOWER CONDUITS AND PIPING, READY FOR
D15.2 ~DEMANTELER LA BOITE EXISTANTE (A RECONSTRUIRE). N prconstrucTon
" %@glfﬁu l\;ITE T ENTREPOSER DURANT LES. TRAVAUX D15.2| ~DISMANTEL EXISTING PARAPET, READY FOR RECONSTRUCTION.
ENLEVER LES SUPPORTS ET/OU DORMANTS. A AR CONDITIONING. -
RACCOURCR L TUVAUTERIE. (1 RENSTALLER SUR OE D16 | ~DISHANTEL AND STORE AIR CONDITIONING UMIT DURING THE
- WORK. R PPORT: R PERS,
D16.1 NOUVELLES BASES AVEC UNE NOUVELLE BOITE POUR ORK.  REMOVE AL SUFFORTS AND/OR WOOD SLEEPERS
TUYAUX/CONDUTTS). D161 ~CUT AND LOWER CONDUITS AND PIPING. READY 70 BE
ENLEVER L'UNITE ET ENTREPOSER DURANT LES TRAVAUX RENSTALLLD ON NEW PARAPETS WITH NEW CONSTRUCTION
- i : FOR PIPES AND CONDUITS.
16 ENLEVER LES SUPPORTS ET/OU DORMANTS. (A
ES'SST%LY%XS%%N“E)%‘fTVSELLES BASES AVEC NOUVELLE BOITE | b1 o o _pyswsahi7eL AND STORE AR CONDITIONING. UMIT DURING. THE
/ ) WORK.  REMOVE ALL SUPPORTS AND/OR WOOD SLEEPERS,
ESCALIER - (TO BE REINSTALLED ON NEW PARAPETS WITH NEW
D17.1 ~ENLEVER L’ESCALIER EXISTANT, LES SUPPORTS ET LES CONSTRUCTION FOR PIPES AND CONDUITS).
MEMBRANES PROTECTRICES SUR LA TOITURE BASSE.
STAIRS -
—ENLEVER L’ESCALIER EXISTANT, LES SUPPROTS ET LES D171 =REMOVE EXISTING STAIRS AND ALL PROTECTIVE MEMBRANE
D17.21 MEMBRANES PROTECTRICES. ENTREPOSER DURANT LFS ON ROOF.
TRAVAUX. (A REINSTALLER ENTRE LES BLOCS A ET B).
—REMOVE EXISTING STAIRS AND ALL PROTECTIVE MEMBRANE
SORTIE ELECTRIQUE - D17.2| ON ROOF.  STORE DURING THE WORK (TO BE REINSTALLFD
D18 | ENLEVER LE BATI. BETWEEN BLOCKS A AND B).
D18.1 ~ENLEVER LE BATI (SORTIE ET BASE A REFAIRE). 015 | EOUER QUIPUL
—DEMOLISH EXISTING PARAPETS
CONDUITS ELECTRIQUES /MECANIQUES
D19 [ -DEMANTELER LES CONDUITS ET LES SUPPORTS SUR LA o181 ~CUT AND LOWER CONDUIT (10 BE REINSTALLED ON NEW
TOITURE. (A REINSTALLER SUR NOUVEAUX SUPPORTS). | PARAPETS)
D19.1 —DEMANTELER LﬁS CONDUITS ET LES SUPPOBTS SUR LE FLECTRICAL AND MECHANICAL CONDUITS:
REVETEMENT METALLIQUE A ENLEVER. (A REINSTALLER). D19 | ~CUT AND LOWER CONDUITS AND SUPPORTS ON ROCF, (10
ANCRAGE. ANTENNE - BE REINSTALLED ON NEW PARAPETS)
“ENLEVER L’ANCRAGE. INSTALLER DES SUPPORTS B
D20 | TEMPORAIRES, SOUMETIRE LA PROCEDURE A L'INGENIEUR EN |12 %%(/;Wgofgg ;g%_/ﬁéﬁw SUPFORTS ON THE METAL
STRUCTURE POUR EXAMEN. (A REINSTALLER SUR NOUVEAU '
SUPPORT). ANCHORAGE. FOR ANTENNA:
EVENT DE VAPEUR - —REMOVE ANCHOR. INSTALL TEMPORARY SUPPORTS. SUBMIT
LES TRAVAUX. ENLEVER LE BATI. REINSTALLED ON NEW SUPPORT).
D21.1 -RACCOURCIR LA TUYAUTERIE. (A REINSTALLER). SIEAM VENT:
D21 | —DISHANTEL THE STEAM DISCHARGE HEAD AND STORE DURING
THE WORK (TO BE REINSTALLED ON NEW PARAPETS).
001 ~CUT AND LOWER PIPIVG (70 BE REINSTALLED ON NEW
U PARAPETS)
SYMBOLES SYMBOLS

NIVEAU APPROXIMATIF DE LA DALLE BETON OU DU
PONTAGE METALLIQUE (PONTAGE DE TOIT)

CONCRETE SLAB OR STEEL DECK LEVEL (ROOF DECK)

1)

AD201

5 000

1: 100

HACHURES HATCHES

ZONE HORS CONTRAT NOT IN CONTRACT ZONE

ZONE INCLUSE DANS LES TRAVAUX ET DETAILLEE SUR UN AREA INCLUDED IN CONTRACT DETAILLED ON ANOTHER
AUTRE PLAN PLAN

ARCHITECTURE ARCHITECTURE

PENTES DE TOITURES ET DRAINS EXISTANTS A ENLEVER ET A LXISTING ROOF SLOPES AND DRAINS 10 BE REMOVED AND

REMPLACER, VOIR NOTES DE DEMOLITION 7

APPAREIL OU ACCESSOIRE MECANIQUE EXISTANT A

AN REPLACED, SEE DEMOLITION NOTES

e MECHANICAL  EQUIPMENT OR ACCESSORIE 70 BE

REINSTALLER OU REBATIR, VOIR NOTES DE DEMOLITION LU d L | DISMANTLED AND REINSTALLED OR REBUILT, SEE

DEMOLITION NOTES
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