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Part 1

1.1

1.2

Part 2

Part 3

3.1

General

SUBMITTALS

Submittals: in accordance with Section 01 33 00 - Submittal Procedures.

Shop drawings; submit drawings stamped and signed by professional engineer registered
or licensed in Province of Quebec, Canada.

Shop drawings to show:

1 Mounting arrangements.

2 Operating and maintenance clearances.

Shop drawings and product data accompanied by:

Detailed drawings of bases, supports, and anchor bolts.

Acoustical sound power data, where applicable.

Points of operation on performance curves.

N T

Manufacturer to certify current model production.

.5 Certification of compliance to applicable codes.

In addition to transmittal letter referred to in Section 01 33 00 - Submittal Procedures: use
MCAC "Shop Drawing Submittal Title Sheet". Identify section and paragraph number.

DELIVERY, STORAGE, AND HANDLING

Waste Management and Disposal:

1 Construction/Demolition Waste Management and Disposal: separate waste
materials for reuse and recycling in accordance with Section 01 74 21 -
Construction/Demolition Waste Management and Disposal.

Products

Not applicable

Execution

PAINTING REPAIRS AND RESTORATION

Do painting in accordance with Section 09 91 23 - Interior Painting.
Prime and touch up marred finished paintwork to match original.

Restore to new condition, finishes which have been damaged.
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3.2 PROTECTION

1 Protect equipment and systems openings from dirt, dust, and other foreign materials with

materials appropriate to system.

END OF SECTION
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Part 1 General
1.1 REFERENCES
.1 ASTM International Inc.

2
1.2

.1

2
1.3

.1

2

3
Part 2
2.1

.1

ASTM B32-08, Standard Specification for Solder Metal.

. ASTM B306-02, Standard Specification for Copper Drainage Tube (DWYV).

3 ASTM C564-03a, Standard Specification for Rubber Gaskets for Cast Iron Soil
Pipe and Fittings.

Canadian Standards Association (CSA International).

1 CSA B67-1972(R1996), Lead Service Pipe, Waste Pipe, Traps, Bends and
Accessories. CAN/CSA-B70-06, Cast Iron Soil Pipe, Fittings and Means of
Joining.

. CAN/CSA-B70-06, Cast Iron Soil Pipe, Fittings and Means of Joining.

3 CAN/CSA-B125.3-05, Plumbing Fittings.

ACTION AND INFORMATIONAL SUBMITTALS

Provide submittals in accordance with Section 01 33 00 - Submittal Procedures.

Product Data:

1 Provide manufacturer's printed product literature and datasheets for adhesives, and
include product characteristics, performance criteria, physical size, finish and
limitations.

DELIVERY, STORAGE AND HANDLING

Deliver, store and handle in accordance with Section 01 61 00 - Common Product
Requirements.

Deliver materials to site in original factory packaging, labelled with manufacturer's name,
address.

Packaging Waste Management: remove for reuse or return to manufacturer in accordance
with Section 01 74 21 - Construction/Demolition Waste Management and Disposal.

Products

COPPER TUBE AND FITTINGS
Above ground sanitary and vent Type DWYV to: ASTM B306.

1 Fittings.
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1 Cast brass: to CAN/CSA-B125.3.
2 Wrought copper: to CAN/CSA-B125.3.
2 Solder: lead free, tin 95:5, type TA, to ASTM B32.

2.2 CAST IRON PIPING AND FITTINGS
1 Buried or above ground sanitary, storm and vent minimum NPS 3, to: CAN/CSA-B70.

1 Joints:
1 Mechanical joints:

1 Neoprene or butyl rubber compression gaskets: to
CAN/CSA-B70.ASTM C564 and stainless steel clamps.

Part 3 Execution
3.1 APPLICATION
1 Manufacturer's Instructions: comply with manufacturer's written recommendations,
including product technical bulletins, handling, storage and installation instructions, and
datasheets.
3.2 INSTALLATION
1 In accordance with Section 23 05 01 - Use of HVAC Systems During Construction.
2 Install in accordance with Provincial Plumbing Code and local authority having
jurisdiction.
3.3 TESTING
1 Pressure test buried systems before backfilling and hydraulically test to verify grades and

freedom from obstructions.

34 PERFORMANCE VERIFICATION

1 Storm water drainage:

1 Ensure that roof drain provided by roofing contractor are properly anchored,
conneted to system with proper to special joints adapted to roof drain provided.

3.5 CLEANING
1 Clean in accordance with Section 01 74 11 - Cleaning.
2 Waste Management: separate waste materials for reuse and recycling in accordance with

Section 01 74 21 - Construction/Demolition Waste Management and Disposal.

END OF SECTION
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