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Part 1 General 

1.1 SECTION INCLUDES 

.1 Blocking requirements for support of equipment, furnishings 
and fitments. 

1.2 RELATED REQUIREMENTS 

.1 Section 07 21 16 - Blanket Insulation. 

.2 Section 09 21 16 - Gypsum Board Assemblies. 

1.3 REFERENCES 

.1 American National Standards Institute/National Particleboard 
Association (ANSI/NPA) 

.1 ANSI/NPA A208.1-2009, Particleboard. 

.2 ASTM International 

.1 ASTM A123/A123M-09, Standard Specification for Zinc 
(Hot-Dip Galvanized) Coatings on Iron and Steel 
Products. 

.2 ASTM C1396/C1396M-11, Standard Specification for 
Gypsum Board. 

.3 ASTM D1761-06, Standard Test Methods for Mechanical 
Fasteners in Wood. 

.3 CSA International 

.1 CSA B111-1974(R2003), Wire Nails, Spikes and Staples. 

.2 CSA O112.9-10, Evaluation of Adhesives for Structural 
Wood Products (Exterior Exposure). 

.3 CSA O141-05(R2009), Softwood Lumber. 

.4 CSA O151-09, Canadian Softwood Plywood. 

1.4 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Submit in accordance with Section 01 33 00. 

.2 Product Data: 

.1 Submit manufacturer's instructions, printed product 
literature and data sheets for wood products and 
accessories and include product characteristics, 
performance criteria, physical size, finish and 
limitations. 

1.5 QUALITY ASSURANCE 

.1 Lumber by grade stamp of an agency certified by Canadian 
Lumber Standards Accreditation Board.  
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.2 Plywood, particleboard, OSB and wood based composite panels 
in accordance with CSA and ANSI standards. 

1.6 DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with 
Section 01 61 00 and with manufacturer's written 
instructions. 

.2 Delivery and Acceptance Requirements: deliver materials to 
site in original factory packaging, labelled with 
manufacturer's name and address. 

.3 Storage and Handling Requirements: 

.1 Store materials in dry location and in accordance with 
manufacturer's recommendations in clean, dry, well-
ventilated area. 

.2 Store and protect wood from nicks, scratches, and 
blemishes. 

.3 Replace defective or damaged materials with new. 

Part 2 Products 

2.1 FRAMING AND PANEL MATERIALS 

.1 Lumber:  softwood, S4S, moisture content 19% (S-dry) or less 
in accordance with following standards: 

.1 CSA O141. 

.2 S-P-F species, NLGA  Grade 2. 

.2 Furring, blocking, nailing strips, grounds, rough bucks, 
cants, curbs, fascia backing and sleepers: 

.1 Board sizes: "Standard" or better grade. 

.2 Dimension sizes: "Standard" light framing or better 
grade. 

.3 Canadian softwood plywood (CSP): to CSA O151, standard 
construction, thicknesses indicated. 

.1 Fire-retardant treated where required by authorities 
having jurisdiction. 

2.2 ACCESSORIES 

.1 General purpose adhesive: to CSA O112.9. 

.2 Nails, spikes and staples: to CSA B111. 

.3 Bolts: 12.5 mm diameter unless indicated otherwise, complete 
with nuts and washers. 
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.4 Proprietary fasteners: toggle bolts, expansion shields and 
lag bolts, screws and lead or inorganic fibre plugs, 
explosive actuated fastening devices, recommended for 
purpose by manufacturer. 

Part 3 Execution 

3.1 EXAMINATION 

.1 Verification of Conditions: verify conditions of substrates 
previously installed under other Sections or Contracts are 
acceptable for product installation in accordance with 
manufacturer's written instructions. 

.1 Visually inspect substrate in presence of Departmental 
Representative. 

.2 Inform Departmental Representative  of unacceptable 
conditions immediately upon discovery. 

.3 Proceed with installation only after unacceptable 
conditions have been remedied and after receipt of 
written approval to proceed from Departmental 
Representative. 

3.2 INSTALLATION 

.1 Install members true to line, levels and elevations, square 
and plumb. 

.2 Construct continuous members from pieces of longest 
practical length. 

.3 Install spanning members with "crown-edge" up. 

.4 Install furring and blocking as required to space-out and 
support casework, cabinets, wall and ceiling finishes, 
facings, fascia, soffit, siding, electrical equipment 
mounting boards, and other work as required. 

.5 Install furring to support siding applied vertically where 
there is no blocking and where sheathing is not suitable for 
direct nailing. Align and plumb faces of furring and 
blocking to tolerance of 1:600. 

.6 Install rough bucks, nailers and linings to rough openings 
as required to provide backing for frames and other work. 

.7 Use dust collectors and high quality respirator masks when 
cutting or sanding wood panels. 

.8 Frame, anchor, fasten, tie and brace members to provide 
necessary strength and rigidity. 
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.9 Countersink bolts where necessary to provide clearance for 
other work. 

3.3 CLEANING 

.1 Progress Cleaning: clean in accordance with Section 01 74 11 
- Cleaning. 

.1 Leave Work area clean at end of each day. 

.2 Final Cleaning: upon completion remove surplus materials, 
rubbish, tools and equipment in accordance with Section 01 
74 11 - Cleaning. 

3.4 PROTECTION 

.1 Protect installed products and components from damage during 
construction.  

.2 Repair damage to adjacent materials caused by rough 
carpentry installation. 

END OF SECTION 
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Part 1 General 

1.1 SECTION INCLUDES 

.1 Stainless steel countertops. 

1.2 REFERENCES 

.1 CSA International 

.1 CSA B111-74(R2003), Wire Nails, Spikes and Staples. 

.2 CSA O151-09, Canadian Softwood Plywood. 

.2 South Coast Air Quality Management District (SCAQMD), 
California State, Regulation XI. Source Specific Standards 

.1 SCAQMD Rule 1168-A2005, Adhesives and Sealants 
Applications. 

1.3 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Submit in accordance with Section 01 33 00 - Submittal 
Procedures. 

.2 Product Data: 

.1 Submit manufacturer's instructions, printed product 
literature and data sheets for panel materials and 
include product characteristics, performance criteria, 
physical size, finish and limitations. 

.3 Shop Drawings:  

.1 Indicate details of construction, profiles, jointing, 
fastening and other related details. 

.2 Indicate materials, thicknesses, finishes and 
hardware. 

.4 Samples: 

.1 Submit for review and acceptance of each unit. 

.2 Samples will be returned for inclusion into work. 

.5 Test and Evaluation Reports: submit certified test reports 
for composite wood from approved independent testing 
laboratories, indicating compliance with specifications for 
specified performance characteristics and physical 
properties. 

1.4 QUALITY ASSURANCE 

.1 Lumber by grade stamp of agency certified by Canadian Lumber 
Standards Accreditation Board (CLSAB). 
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.2 Plywood, particleboard, OSB and wood based composite panels 
to CSA and ANSI standards. 

1.5 DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with 
Section 01 61 00 - Common Product Requirements and with 
manufacturer's written instructions. 

.2 Delivery and Acceptance Requirements: deliver materials to 
site in original factory packaging, labelled with 
manufacturer's name and address. 

.3 Storage and Handling Requirements: 

.1 Store materials indoors in dry location and in 
accordance with manufacturer's recommendations in 
clean, dry, well-ventilated area. 

.2 Store and protect wood products from nicks, scratches, 
and blemishes. 

.3 Replace defective or damaged materials with new. 

Part 2 Products 

2.1 MATERIALS 

.1 Stainless Steel Sheet:  

.1 Type 304, No.4 finish, minimum 14 gauge steel sheet. 

.2 Fold and miter corners; Weld, grind and sand smooth. 

.2 Canadian softwood plywood (CSP): to CSA O151, exterior 
construction. 

2.2 ACCESSORIES 

.1 Adhesive: urea resin adhesive to CSA O112.10, contact 
adhesive to CAN/CGSB 71.20, resorcinol resin adhesive to CSA 
O112.10, polyvinyl adhesive to CSA O112.10, or two component 
epoxy thermosetting adhesive; VOC limit 30 1 g/L maximum. 

.2 Nails and staples: to CSA B111; galvanized to ASTM 
A123/A123M for exterior work, interior humid areas and for 
treated lumber; plain  finish elsewhere. 

.3 Wood screws: plain  steel, type and size to suit 
application. 

2.3 FABRICATION 

.1 Stainless Steel Clad Countertops: 

.1 Stainless Steel Sheet: Type 304, No.4 finish, minimum 
14 gauge steel sheet. 
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.2 Core: CSP plywood grade; minimum two layers total 32 
mm thickness. 

.3 Provide backsplashes and apron profiles as indicated. 

.4 Fold and miter external corners. Weld, grind and sand 
smooth. 

.5 Fabricate in straight runs with field assembled 
connections. Corner joints to be mitred type. 

.2 Provide stainless steel clad plywood wall cleats for 
unsupported countertop spans. Coordinate attachment with 
blocking in wall. 

Part 3 Execution 

3.1 EXAMINATION 

.1 Verification of Conditions: verify conditions of substrates 
previously installed under other Sections or Contracts are 
acceptable for wood products installation in accordance with 
manufacturer's written  instructions. 

.1 Visually inspect substrate in presence of  
Departmental Representative. 

.2 Inform  Departmental Representative of unacceptable 
conditions immediately upon discovery. 

.3 Proceed with installation only after unacceptable 
conditions have been remedied and after receipt of 
written approval to proceed from Departmental 
Representative. 

3.2 INSTALLATION 

.1 Scribe and cut as required, fit to abutting walls, and 
surfaces, fit properly into recesses and to accommodate 
piping, columns, fixtures, outlets, or other projecting, 
intersecting or penetrating objects. 

.2 Install countertops. Use draw bolts in countertop joints. 

.3 Form joints to conceal shrinkage. 

.4 Fastening: 

.1 Position items of finished carpentry work accurately, 
level, plumb, true and fasten or anchor securely. 

.2 Design and select fasteners to suit size and nature of 
components being joined. Use proprietary devices as 
recommended by manufacturer. 

.3 Replace items of finish carpentry with damage to 
surfaces including hammer and other bruises. 
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3.3 CLEANING 

.1 Progress Cleaning: clean in accordance with Section 01 74 11 
- Cleaning. 

.1 Leave Work area clean at end of each day. 

.2 Final Cleaning: upon completion remove surplus materials, 
rubbish, tools and equipment in accordance with Section 01 
74 11 - Cleaning. 

3.4 PROTECTION 

.1 Protect installed products and components from damage during 
construction. 

.2 Repair damage to adjacent materials caused by finish 
carpentry installation. 

END OF SECTION 




