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Part 1 General 

1.1 REFERENCES 

.1 Definitions: 

.1 Electrical and electronic terms: unless otherwise specified or indicated, terms 
used in these specifications, and on drawings, are those defined by IEEE SP1122. 

.2 Reference Standards: 

.1 CSA Group 
.1 CSA C22.1-12, Canadian Electrical Code, Part 1 (22nd Edition), Safety 

Standard for Electrical Installations. 

1.2 CLOSEOUT SUBMITTALS 

.1 Submit in accordance with Section 01 78 00 - Closeout Submittals. 

Part 2 Products 

2.1 MATERIALS AND EQUIPMENT 

.1 Material  to be CSA certified.  

2.2 WARNING SIGNS 

.1 Warning Signs: in accordance with requirements of Departmental Representative . 

2.3 WIRING TERMINATIONS 

.1 Ensure lugs, terminals, screws used for termination of wiring are suitable for either 
copper or aluminum conductors. 

Part 3 Execution 

3.1 EXAMINATION 

.1 Verification of Conditions: verify that conditions of substrate previously installed under 
other Sections or Contracts are acceptable for installation in accordance with 
manufacturer's written instructions. 

.1 Visually inspect substrate in presence of Departmental Representative. 

.2 Inform Departmental Representative of unacceptable conditions immediately 
upon discovery. 

.3 Proceed with installation only after unacceptable conditions have been remedied. 
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3.2 INSTALLATION 

.1 Do complete installation in accordance with CSA C22.1 except where specified 
otherwise. 

3.3 CONDUIT AND CABLE INSTALLATION 

.1 Sleeves through concrete:  sized for free passage of conduit. 

.2 If plastic sleeves are used in fire rated walls or floors, remove before conduit installation. 

.3 Install cables, conduits and fittings embedded or plastered over, close to building 
structure so furring can be kept to minimum. 

3.4 MOUNTING HEIGHTS 

.1 Mounting height of equipment is from finished floor to centreline of equipment unless 
specified or indicated otherwise. 

.2 If mounting height of equipment is not specified or indicated, verify before proceeding 
with installation. 

3.5 FIELD QUALITY CONTROL 

.1 Carry out tests in presence of Departmental Representative . 

.2 Provide instruments, meters, equipment and personnel required to conduct tests during 
and at conclusion of project. 

3.6 CLEANING 

.1 Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning. 

.1 Leave Work area clean at end of each day. 

.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment 
in accordance with Section 01 74 11 - Cleaning. 

.3 Waste Management: separate waste materials for  recycling in accordance with Section 
01 74 21 - Construction/Demolition Waste Management and Disposal. 

.1 Remove recycling containers and bins from site and dispose of materials at 
appropriate facility. 

END OF SECTION 
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