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Part 1 General 

1.1 REFERENCES 

.1 CSA International 

.1 CSA B79-08, Commercial and Residential Drains and Cleanouts. 

1.2 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Submit in accordance with Section 01 33 00 - Submittal Procedures. 

.2 Product Data: 

.1 Submit manufacturer's instructions, printed product literature and data sheets for 
plumbing products and include product characteristics, performance criteria, 
physical size, finish and limitations. 

.3 Shop Drawings: 

.1 Indicate on drawings materials, finishes, dimensions, construction and assembly 
details and accessories for following: soap dispensing system. 

.4 Instructions: submit manufacturer's installation instructions. 

1.3 CLOSEOUT SUBMITTALS 

.1 Submit in accordance with Section 01 78 00 - Closeout Submittals. 

.2 Operation and Maintenance Data: submit operation and maintenance data for plumbing 
specialties and accessories for incorporation into manual. 

.1 Description of plumbing specialties and accessories, giving manufacturers name, 
type, model, year and capacity. 

.2 Details of operation, servicing and maintenance. 

.3 Recommended spare parts list. 

1.4 DELIVERY, STORAGE AND HANDLING 

.1 Deliver, store and handle materials in accordance with manufacturer's written 
instructions. 

.2 Storage and Handling Requirements: 

.1 Store materials in accordance with manufacturer's recommendations in clean, 
dry, well-ventilated area. 

.2 Store and protect plumbing materials from damage. 

.3 Replace defective or damaged materials with new. 
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Part 2 Products 

2.1 ROOF DRAINS 

.1 Standard roof drain to CSA B79 with cast iron body with aluminum dome, under-deck 
clamp to suit roof construction, flashing clamp ring with integral gravel stop. 

Part 3 Execution 

3.1 EXAMINATION 

.1 Verification of Conditions: verify that conditions of substrate previously installed under 
other Sections or Contracts are acceptable for plumbing specialities and accessories 
installation in accordance with manufacturer's written instructions. 

.1 Visually inspect substrate in presence of Departmental Representative. 

.2 Inform Departmental Representative of unacceptable conditions immediately 
upon discovery. 

.3 Proceed with installation only after unacceptable conditions have been remedied. 

3.2 MANUFACTURER'S INSTRUCTIONS 

.1 Compliance: comply with manufacturer's written recommendations or specifications, 
including product technical bulletins, handling, storage and installation instructions, and 
data sheet. 

3.3 INSTALLATION 

.1 Install in accordance with Provincial Plumbing Code. 

.2 Install in accordance with manufacturer's instructions and as specified. 

3.4 TESTING AND ADJUSTING 

.1 Timing: 

.1 After start-up deficiencies rectified. 

.2 After certificate of completion has been issued by authority having jurisdiction. 

.2 Roof drains: 

.1 Check location at low points in roof. 

.2 Check security, removability of dome. 

.3 Adjust weirs to suit actual roof slopes, meet requirements of design. 

.4 Clean out sumps. 

.5 Verify provisions for movement of roof systems. 

3.5 CLEANING 

.1 Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning. 

.1 Leave Work area clean at end of each day. 
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.2 Final Cleaning: upon completion remove surplus materials, rubbish, tools and equipment 
in accordance with Section 01 74 11 - Cleaning. 

.3 Waste Management: separate waste materials for recycling in accordance with Section 
01 74 21 - Construction/Demolition Waste Management and Disposal. 

.1 Remove recycling containers and bins from site and dispose of materials at 
appropriate facility. 

3.6 PROTECTION 

.1 Protect installed products and components from damage during construction. 

.2 Repair damage to adjacent materials caused by plumbing specialties and accessories 
installation. 

END OF SECTION 
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