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NOTES

1. LES DIMENSIONS SONT EN MILLIMETRES

2. LES DIMENSIONS DE LA STRUCTURE EXISTANTE SONT A VALIDER AU
CHANTIER

3. LES SURFACES A REPARER SONT DELIMITEES PAR LE REPRESENTANT
DU MINISTERE.

4. LES TRAVAUX DE CORRECTION DE L'EROSION DOIVENT ETRE REALISES
A SEC ET NECESSITENT UN BATARDEAU. LE BATARDEAU DOIT
RESPECTER LES EXIGENCES ENVIRONNEMENTALES PRESCRITES AUX
DEVIS.

5. AUCUN EQUIPEMENT OU MATERIAU NE DOIT ETRE ENTREPOSE SUR
UNE DISTANCE EGALE A LA HAUTEUR DU MUR PENDANT LA
REALISATION DES TRAVAUX.

6. DELIMITER PAR UN TRAIT DE SCIE DE 10 mm LES SURFACES DE
BETON A REPARER.

7. DEMOLIR LE BETON DESAGREGE PAR JET D'EAU SOUS PRESSION
(PRESSION 15 MPa, DEBIT 20 L/MIN, BUSE A JET CIRCULAIRE
CONCENTRE, DISTANCE BUSE—SURFACE: 150 A 200 mm).

SAUF INDICATION CONTRAIRE

BOUCHARDAGE DU BETON SAIN SUR PROFONDEUR DE 10 mm.

8. DANS LE CAS OU LA DEMOLITION DU BETON A LA BASE DU MUR
ATTEINT UNE PROFONDEUR SUPERIEURE A 200 mm PAR RAPPORT A
LA FACE AVANT DU MUR, ARRETER LES TRAVAUX ET AVISER LE
REPRESENTANT DU MINISTERE.

DANS LE CAS OU LA DEMOLITION DU BETON DESAGREGE POUR LA
REPARATION AVEC SUREPAISSEUR ATTEINT UNE PROFONDEUR
SUPERIEURE A 100mm, ARRETER LES TRAVAUX ET AVISER LE
REPRESENTANT DU MINISTERE.

9. LES SURFACES DE BETON EXISTANT SUR LESQUELLES DU NOUVEAU
BETON DOIT ETRE MIS EN PLACE, DOIVENT AVOIR UN PROFIL DE
SURFACE MINIMAL CORRESPONDANT A LA CONFIGURATION CSP7
MENTIONNEE AU DOCUMENT "TECHNICAL GUIDELINE No 0310.2R”,
PUBLIE PAR LINTERNATIONAL CONCRETE REPAIR INSTITUTE (ICRI).
L'EVALUATION DU PROFIL SE FAIT A PARTIR DES PLAQUETTES ETALONS
DISPONIBLES AUPRES DE L’ICRI.

10. LA CAPACITE MAXIMALE DES ATTACHES DE COFFRAGES VERTICAUX
DOIT ETRE DE 20 kN EN SERVICE. LES ATTACHES DOIVENT AVOIR UN
DIAMETRE MINIMAL DE 12mm (SAUF LES ATTACHES DE TYPE DYWIDAG
QUI DOIVENT AVOIR UN DIAMETRE MINIMAL D'AU MOINS 15mm). LES
ATTACHES DE TYPE "SNAP TIE” SONT INTERDITS. LES TIRANTS DES
COFFRAGES DOIVENT ETRES ESPACES D’UNE DISTANCE MAXIMALE DE
600mm c¢/c DANS LES DEUX DIRECTIONS, AVEC UNE PROFONDEUR
D'’ANCRAGE D’AU MOINS 200mm DANS BETON SAIN.

LES TROUS LAISSES PAR LES ATTACHES DE COFFRAGE DOIVENT ETRE
REMPLIS AVEC UN MORTIER CIMENTAIRE CONFORME A LA NORME 3801
DU MTQ.

LES ATTACHES DE COFFRAGES DE LA REPARATION AVEC
SUREPAISSEUR DOIVENT ETRE GALVANISEES.

11. LORS DU FORAGE POUR L'INSERTION D’ANCRAGES POUR LA
REPARATION A LA BASE DU MUR, AUCUNE BARRES NE DOIT ETRE
COUPEE.

12. ACIER D’ARMATURE NUANCE 400W NORME G30.18-M
L'’ACIER D’ARMATURE POUR LA REPARATION AVEC SUREPAISSEUR DOIT
ETRE GALVANISE.

13. L'ARMATURE EST INTERROMPUE A TOUS LES 5 m ENVIRON.
UN JOINT FROID AVEC BETONNAGE BETON—BETON EST REQUIS

14. BETON 35 MPa A 28 JOURS, CLASSE D’EXPOSITION C—1, GRANULATS

20 mm CONFORME A CSA A23.1/A23.2, AVEC PIGMENTS BN—2739F
(2 SACS) STONE CASTLE DE INTERSTAR. S.I.C.

15. BETON DE LA REPARATION AVEC COFFRAGE AVEC SUREPAISSEUR
TYPE AUTOPLAGANT XIV-—R QU XIV—S, AVEC PIGMENTS BN—2739F (2
SACS) STONE CASTLE DE INTERSTAR. S.I.C.

16. LE BETON POUR LA CORRECTION A LA BASE DU MUR DOIT ETRE EN
CONTACT AVEC LE ROC SAIN. UN NETTOYAGE DU ROC EST REQUIS
LOCALEMENT.

17. CHANFREINER TOUTES LES ARETES VISIBLES.
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NOTES

1. DIMENSIONS ARE IN MILLIMETERS.
2. THE DIMENSIONS OF THE STRUCTURE MUST BE VALIDATED ON SITE.

3. THE SURFACES TO BE REPAIRED SHALL BE MARKED OUT BY THE DEPARTMENTAL
REPRESENTATIVE.

4. THE WORK TO CORRECT EROSION MUST BE DONE UNDER DRY CONDITIONS AND
NEEDS A COFFERDAM. THE COFFERDAM SHALL RESPECT THE ENVIRONMENTAL
REQUIREMENTS AS PER THE SPECIFICATIONS.

5. NO MATERIAL OR EQUIPMENT SHALL BE STORED WITHIN A DISTANCE EQUAL TO THE
WALL'S HEIGHT DURING THE WORK.

6. CONCRETE SURFACES TO BE REPAIRED SHALL BE DELINEATED BY A 10 MM SAW
KERF.

/. LOOSE CONCRETE SHALL BE DEMOLISHED USING A PRESSURIZED WATER JET
(15 MPA PRESSURE, 20 L/MIN FLOW, CONCENTRATED ROUND SPRAY NOZZLE,
NOZZLE AT A DISTANCE OF 150 MM TO 200 MM FROM SURFACE).

UNLESS NOTED OTHERWISE
ROUGHENING OF SOUND CONCRETE TO A DEPTH OF 10 MM.

8. IN THE EVENT THAT THE DEMOLITION OF THE CONCRETE AT THE BASE OF THE WALL
EXCEDES 200 MM WITH RESPECT TO THE FRONT FACE OF THE WALL, STOP ALL
WORK AND NOTIFY THE DEPARTMENTAL REPRESENTATIVE.

IN THE EVENT THAT THE DEMOLITION OF THE LOOSE CONCRETE FOR REPAIRS USING
ADDITIONAL CONCRETE EXCEDES 100 MM, STOP ALL WORK AND NOTIFY THE
DEPARTMENTAL REPRESENTATIVE.

9. THE EXISTING CONCRETE SURFACES AGAINST WHICH NEW CONCRETE IS PLACED
MUST HAVE A MINIMUM CSP7 CONCRETE SURFACE PROFILE AS PER THE
INTERNATIONAL CONCRETE REPAIR INSTITUTE (ICRI) “TECHNICAL GUIDELINE

NO. 0310.2R”. EVALUATION OF PROFILE SHALL BE DONE BASED ON CSP CHIPS
AVAILABLE FROM THE ICRI.

10. VERTICAL FORMWORK TIES MUST HAVE A MAXIMUM SERVICE LOAD CAPACITY OF
20 KN. TIES MUST HAVE A MINIMUM DIAMETER OF 12 MM (OTHER THAN DYWIDAG
TYPE TIES, WHICH MUST HAVE A MINIMUM DIAMETER OF 15 MM).

‘SNAP—TIE” TYPE TIES ARE PROHIBITED. FORMWORK TIES MUST BE SPACED

600 MM MAXIMUM C/C IN BOTH DIRECTIONS, WITH AN ANCHOR DEPTH OF AT
LEAST 200 MM IN SOLID CONCRETE.

HOLES LEFT BY FORMWORK TIES MUST BE FILLED WITH A CEMENTITIOUS MORTAR
AS PER MTQ STANDARD 3801.

FORMWORK TIES FOR REPAIRS USING ADDITIONAL CONCRETE SHALL BE GALVANIZED.

11. NO REBARS MUST BE CUT DURING DRILLING FOR THE INSERTION OF ANCHORS
FOR FOOT OF WALL REPAIR.

12. REINFORCING BARS SHALL BE GRADE 400W G30.18-M.
REINFORCING BARS FOR REPAIRS USING ADDITIONAL CONCRETE SHALL BE
GALVANIZED.

13. REBARS MUST BE INTERRUPTED AT ABOUT EVERY 5 M.
A COLD JOINT WITH CONCRETE PLACED AGAINST CONCRETE IS REQUIRED

14. CONCRETE 28—DAY COMPRESSIVE STRENGTH SHALL BE 35 MFPA, C—1 EXPOSURE
CLASS, AGGREGATE SIZE 20 MM MEETING CSA A23.1 / A23.2 STANDARD, WITH
BN—2739F PIGMENTS (2 BAGS) STONE CASTLE FROM INTERSTAR.

UNLESS NOTED OTHERWISE.

15. CONCRETE FOR REPAIRS USING ADDITIONAL CONCRETE SHALL BE
SELF—-COMPACTING TYPE XIV—R OR XIV=S, WITH BN—2739F PIGMENTS (2 BAGS)
STONE CASTLE FROM INTERSTAR. UNLESS NOTED OTHERWISE.

16. THE CONCRETE FOR CORRECTIONS MUST BE IN CONTACT WITH SOUND ROCK.
CLEANING OF THE ROCK IS REQUIRED LOCALLY.

17. PROVIDE CHAMFERS AT ALL VISIBLE CONCRETE EDGES.
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