PROPERTY LINE
OR EASEMENT
| 300

GROUND LEVEL

7

MARKER POST. 1800 LONG
BURY 600, PAINTED BLUE
(TREATED)

300
%%
—

MIN 2.200
COVER

FORM HORIZONTAL GOOSE NECK L — OPERATING ROD

IF TAP IS LESS THAN 45° '
CURB_BOX
TRACER WIRE ~ MUNIGPEX OR S~ SYEOETALED ENG. STO.
(SEE NOTE 5) - TYPE 'K' SOFT N W-031 8 W-03.2
D ‘ COPPER PIPE

BRASS COTTER PIN

CURB STOP

INLET: COPPER

COMPRESSION FITTING

OUTLET: COPPER
COMPRESSION FITTING

CORPORATION STOP
INLET: AWWA TAPER THREAD
OUTLET: COPPER COMPRESSION FITTING

SERVICE SADDLE
WHEN REQ'D (SEE TABLE) 50 x 150 x 150 PLATE

(CEDAR. PRESSURE TREATED

éxsgs%%:%)z;& f?Rc-soo WOOD OR CONCRETE BLOCK)

MAX SIZE OF OUTLET MAX SIZE OF OUTLET
ALLOWED WITH CL 150 AC PIPE WITH PVC PIPE CL 150 (SDR.I8)

PIPE CORPORATION CORP STOP WITH CORPORATION CORP STOP WITH

SIZE STOP ONLY SERVICE SADDLE STOP ONLY SERVICE SADDLE

100 - 25 20 50

150 - 37 25 50

200 - 50 25 50

250 - 50 25 50

300 - 50 25 50

350 - 50 25 50

400 - 50 25 50

NOTES:

. CORPORATION STOPS TO BE STAGGERED AND AT LEAST 400 mm APART.

2. CORPORATION STOPS TO BE 300 mm MIN. FROM END OF PIPE SECTION.

3. USE AWWA THREAD FOR ALL DIRECT TAPS 8 SERVICE SADDLE CONNECTIONS

4. FOR CONNECTIONS IN EXISTING AREAS. HORIZONTAL GOOSENECK TO BE FORMED IF DEPTH IS LESS THAN 1500 mm
5. TRACER WIRE SHALL BE INSTALLED IN CUL-DE-SACS AND WHERE SPECIFIED BY THE CITY ENGINEER.
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