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SECTION B-B
TYPICAL BENCHING
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SECTION A-A
TYPICAL BENCHING

INCOMING PIPE INVERT AT 60mm OR GREATER
ABOVE OUTGOING PIPE INVERT

90° OR GREATER
SWEEPING RADIUS
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OUTGOING —IT\ AS REQUIRED

NOTE: - ALL DIMENSIONS IN MILLIMETERS.
- BENCHING SLOPE TO BE 10 : | FROM SPRING LINE OF PIPE (I/2 WAY UP)
- ON SANITARY SEWER USE EXTERIOR DROP MANHOLE WHEN INCOMING
PIPE INVERT IS 600 OR GREATER ABOVE OUTGOING PIPE INVERT.
- NO SHARP CORNERS.
- BENCHING CONCRETE TO BE TYPE 50 SULPHATE RESISTANT CEMENT. MINIMUM COMPRESSIVE
STRENGTH TO BE 30 MPo e 28 DAYS.
- 30 mm DROP ACROSS MH. BETWEEN INCOMING 8 OUTGOING INVERTS FOR PIPE GRADE UP TO 2%.
- 60 mm DROP ACROSS MH. BETWEEN INCOMING 8 OUTGOING INVERTS FOR PIPE GRADES » 2%.
AND < = 5%, ALSO FOR 90° TURNS.
- DROP ACROSS MH. BETWEEN INCOMING 8 OUTGOING INVERTS TO BE e GRADE OF PIPE FOR
PIPE GRADES > 5%
- ALL INCOMING PIPE MUST BE GROUTED TO BE FLUSH WITH BENCHING IN MANHOLES.
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