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LUMINAIRE SCHEDULE
AA - 305x1220mm TWO LAMP RECESSED FLUORESCENT SUITABLE FOR T_BAR CEILING, HINGED WHITE DOOR FRAME

WITH MITRED CORNERS AND SPRING LOADED LATCHES, 3.2mm THICK K12 LENS, ELECTRONIC BALLAST (26 50 00)
AND POST-PAINTED FINISH.
LITHONIA #GT8225-A12-125 DAYBRITE #1DCG225-FS21
COLUMBIA #4PS14-225G-FSA12.125-SLL METALUX #GC8-225A125-PAF
CFI #AAS1GFSVB225-PP HEW #50G-514-225-SA12125-EB2
C/W 2_F25T8/835 LAMPS, 120V.

BB - 1220mm TWO LAMP SURFACE MOUNTED FLUORESCENT STRIP C/W SLOTTED REFLECTOR AND ELECTRONIC
BALLAST (26 50 00).
LITHONIA #LA-225 CFI #FF248
METALUX #IAF-225 VISIONEERING #MIND248-R03
C/W 2-F25T8/835 LAMPS, 120V.

CC - ONE LAMP 610mm WALL MOUNTED T5 FLUORESCENT WHITE FINISH, SATIN LENS
AXIS #MBW

DD - 610mm x 1220mm TWO LAMP RECESSED FLUORESCENT SUITABLE FOR T-BAR CEILING, HINGED WHITE DOOR FRAME
WITH MITRED CORNERS AND SPRING LOADED LATCHES, 3.2mm THICK K12 LENS, ELECTRONIC BALLAST (26 50 00)
AND PAST-PAINTED FINISH.
LITHONIA 2#GT8225-A12-125 HEW #50G-524-225-SA12125-EB2
COLUMBIA #4PS14-225G-FSA12.125-SLL METALUX 2#GC8-225A125-PAF
C/W 2-F25T8/835 LAMPS, 120V.

EE - LINEAR LED UNDERCABINET, 3000K, WHITE FINISH
                COOPER #HALO HU1012
                120V.

1 -  LED ALL EXTERIOR WALL MOUNT LUMINAIRE WITH EPOXY-COATED DIE-CAST ALUMINUM HOUSING AND BACKPLATE.
TYPE 3 DISTRIBUTION, FULL CUT OFF, 40 LEDs, WHITE FINISH, 4300°K COLOR TEMPERATURE.
Ruud “The Edge” # X-SE-0-3-04-C-1-W-7
McGRAW EDISON #ISC-B02-LED-E1-BL3-GM-LCF
WIDELITE #ASW-32G1-3L0-120-SAM
LITHONIA # DSXW2 LED 20C 700 40K TES 120 DNAXD
120V.

XA - EXISTING 610x1220mm SURFACE MOUNTED FLUORESCENT,

15A, 120V DUPLEX RECEPTACLE

EXIT LIGHT - SHADING INDICATES ILLUMINATED FACE

DOUBLE HEAD REMOTE EMERGENCY LIGHT

EMERGENCY LIGHTING UNIT C/W REMOTE HEADS

PANEL AS NOTED

MOTOR AS NOTED

FLUORESCENT FIXTURE - REFER TO LUMINAIRE SCHEDULE

15A, 120V SPST SWITCH

LED FIXTURE - REFER TO LUMINAIRE SCHEDULE

SYMBOL

LEGEND
DESCRIPTION

20A, 120V DUPLEX RECEPTACLE (CSA 5-20RA)

ELECTRICAL CONNECTION POINT

15A, 120V DUPLEX RECEPTACLE AT NON-STANDARD HEIGHT - TO BE CONFIRMED WITH
ARCHITECTURAL ELEVATIONS

CEILING MOUNTED VACANCY SENSOR

P.L. - PILOT LIGHT
K - KEYED
W.P. - WEATHERPROOF
E.P. - EXPLOSION PROOF

ABBREVIATIONS
D - DIMMER
F - FLOOR
G.F.I. - GROUND FAULT
L - LOW VOLTAGE

HATCHED LUMINAIRES INDICATE UNSWITCHED NIGHTLIGHTS.

203 WELLMAN CRESCENT
SASKATOON SASKATCHEWAN CANADA  S7T 0J1

TEL.: 306-665-6223 | FAX: 306-665-8589 | WWW.WSPGROUP.COM
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LIGHTING-MAIN FLOOR
1/4"=1'-0"

WALL MOUNTED VACANCY SENSOR

NIGHT LIGHT

VOICE/ DATA OUTLET. (1V,2D DENOTES 1 VOICE, 2DATA)

TV OUTLET COMPLETE WITH COAXIAL CABLE IN 19mm EMT TO TV DISTRIBUTION ON SECOND FLOOR.

FLUSH FLOOR MOUNTED OUTLET BOX AND DEVICES AS SHOWN

DISCONNECT SWITCH

EMT CONDUIT
STRAPPED TO
UNDERSIDE OF
FLOOR SLAB

ARMOURED CABLE DROP
ONE PER LUMINAIRE

RECESSED FIXTURES SHALL BE WIRED WITH
ARMOURED CABLE (BX) FEEDER DROPPED FROM
JUNCTION BOX IN THE CEILING SPACE.  THE
ARMOURED CABLE SHALL BE ADEQUATE LENGTH TO
ALLOW RELOCATION OF FIXTURE ONE METRE FROM
ITS INDICATED LOCATION

JUNCTION BOX MOUNTED TO
UNDERSIDE OF FLOOR SLAB ABOVE
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LUMINAIRE WIRING DETAIL
NTS

NOTES
1. COORDINATE MOUNTING HEIGHT OF LUMINARIES WITH MECHANICAL ON SITE.
2. MOUNT LUMINARIES TO U/S OF CEILING C/W WIRE GUARD.
3. REINSTALL EXISTING LUMINAIRE IN NEW CEILING.
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EXTERIOR LIGHTING SCHEMATIC
NTS
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TIME CLOCK C/W
CARRY OVER

+

A

AA

15A, 120V DUPLEX RECEPTACLE, SURGE

CLOCK SYNCHRONIZE CLOCK

FLOOR MOUNTED RACEWAY

PHOTOCELL

15A, 120V SPST SWITCH, 3 WAY SWITCH

OUTLET BOX COMPLETE WITH BLANK FACEPLATE. INSTALL 25mm EMPTY CONDUIT BETWEEN
THE WALL BOX AND OUTLET BOX IN SURFACE MOUNTED RACEWAY.
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