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NOUVEAU GICLEUR DROIT - TY313 - 5.6K,
1/2'NPT OU EQUIVALENT

TUYAU EXISTANT DE PROTECTION INCENDIE A
ENLEVER AU COMPLET ET A EVACUER DU
CHANTIER INCLUANT SUPPORT, RACCORD ETC.

NOUVEAUX TUYAUX DE PROTECTION INCENDIE

TUYAU DE PROTECTION INCENDIE EXISTANT
A CONSERVER

NOUVEAU BOUCHON VISSE OU RAINURE
TUYAUTERIE VERS LE BAS
TUYAUTERIE VERS LE BAS

TUYAUTERIE VERS LE HAUT

SURVEILLANCE ELECTRIQUE DE ROBINET

EXTINCTEUR PORTATIF AMEREX 10lb ABC 4A-80B:C
SUR SUPPORT MURAL

LEGENDE PARASISMIQUE

§ ¢ CONTREVENTEMENT PARASISMIQUE LONGITUDINALE

FIRE PROTECTION LEGEND

'e) NEW UPRIGHT SPRINKLER - TY313 - 5.6K,
1/2" NPT OR EQUIVALENT

EXISTING FIRE PROTECTION PIPE TO BE

REMOVED ENTIRELY AND DISPOSED OF,

INCLUDING SUPPORTS, CONNECTIONS ETC.

DOWN PIPE

DOWN PIPE

UP PIPE

FOR WALL MOUNT

SEISMIC PROTECTION LEGEND

EXISTING FIRE PROTECTION PIPING TO REMAIN

NEW FIRE PROTECTION PIPING

NEW CAP SCREWED OR GROOVED

ELECTRIC MONITORING OF VALVE

10lb ABC 4A-80B:C PORTABLE FIRE EXTINGUISHER

CONTREVENTEMENT PARASISMIQUE LATERALE

SUPPORT DE RETENUE POUR LIGNES DE GICLEURS (ANTI-SWAY

¢ ¢ EARTHQUAKE RESISTANT LONGITUDIONAL BRACING
$ ¢ EARTHQUAKE RESISTANT LATERAL BRACING

BRACING)

CONTREVENTEMENT PARASISMIQUE LONGITUDINALE & LATERALE

SPRINKLER LINE'S ANTI-SWAY BRACING

EARTHQUAKE RESISTANT LONGITUDINAL AND LATERAL BRACING

ELEVATION A VERIFIER SUR PLACE.

NEW 1500 UNDERGROUND WATER SUPPLY _\"?
FOR THE AUTOMATIC SPRINKLER SYSTEM.

LEVEL TO BE DETERMINED ON SITE.

DEBUT DE TAVAUX DE PROTECTION
INCENDIE A 900 mm DES FONDATION.
RACCORDEMENT AU RESEAU D'AQUEDUC
PAR LENTREPRENEUR GENERAL.

FIRE PROTECTION WORK STARTS 900mm
FROM THE FOUNDATION., CONNECTION
TO THE AQUEDUCT BY THE GENERAL
CONTRACTOR.

ATTACHER LES SUPPORTS LONGITUDINAUX ET LATERAUX

INDEPENDAMMENT AU TUYAU A SUPPORTER.

LA FLECHE INDIQUE LE POINT D'ATTACHE AU TUYAU DU OU DES

CONTREVENTEMENT SISMIQUE

NOUVEAU TIMBRE ELECTRIQUE D'ALARME
CONTROLE PAR LINTERRUPTEUR A PRESSION
D'ALARME EXISTANT A CONSERVER.

NEW ELECTRIC ALARM BELL CONTROLLED BY
EXISTING PRESSURE ALARM SWITCH TO REMAIN.

CLAPET DE RETENUE 1009
EXISTANT RELOCALISE.
EXISTING 1000 BACKFLOW
PREVENTER RELOCATED

NOUVEAU ROBINET DE VIDAGE
ET D'ESSAI (TEST & DRAIN)
NEW TEST AND DRAIN VALVE

NOUVEL INTERRUPTEUR A DEBIT
NEW FLOW SWITCH

RACCORD JUMELE POUR POMPIERS EXISTANT

RELOCALISE. VOIR DETAIL D'INSTALLATION.
EXISTING SIAMESE CONNECTION RELOCATED.
SEE INSTALLATION DETAIL.

NIVEAU DU SOL FINI

THE ARROW POINTS TO THE ATTACHMENT POINT OF THE PIPE OR
OF THE EARTHQUAKE RESISTANT BRACING

ATTACH LONGITUDINAL AND LATERAL MOUNTS INDEPENDENTLY
FROM THE PIPE TO BE HELD.

VERS CLAPET DE RETENUE ET
D'ALARME EXISTANT CONSERVE
TO EXISTING AND REMAINING
BACKFLOW PREVENTER AND
ALARM SWITCH

NOUVEAU RACCORD POUR ESSAI DU
DISPOSITIF ANTI REFOULEMENT
COMPLET AVEC BOUCHON.

NEW CONNECTOR FOR THE BACKFLOW
PREVENTER ALONG WITH PLUG.

DISPOSITIF ANTI REFOULEMENT EXISTANT
RELOCALISE INCLUANT ROBINETS ET
SUPERVISION ELECTRIQUE.

EXISTING BACKFLOW PREVENTER RELOCATED
ALONG WITH THE ELECTRIC MONITORING.

ROBINET DE CONTROLE DN 100 EXISTANT
RELOCALISE INCLUANT LA SUPERVISION
ELECTRIQUE.

EXISTING 1000 CONTROL VALVE RELOCATED
ALONG WITH THE ELECTRIC MONITORING.

REDUIT A BRIDE EN FONTE 1500 x 800
EXISTANT RELOCALISE.

EXISTING 1500 TO 80 CAST IRON
REDUCER RELOCATED.

FINISHED GROUND LEVEL
T A A

MUR DE FONDATION
FONDATION WALL

EMPATTEMENTS
FOOTING

NOUVELLE AMENEE D'EAU SOUTERRAINE
DES GICLEURS AUTOMATIQUES DN 150.
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o

SCHEMA DE L'ENTREE D'EAU

WATER SUPPLY DIAGRAM

RAPPORT= AUCUN / NOT TO SCALE

PLANCHER FINI
FINISHED FLOOR

1500 TUYAU A BRIDE ET EMBOITURE EN FONTE
1500 FLANGED PIPE WITH CAST IRON FITTING

1500 X 90° COUDE A JOINT MECANIQUE
1500 X 90° MECHANICAL JOINT ELBOW

BUTEE DE BETON
CONCRETE THRUST

Co— Ol
C 6 )
- .

POINT DE RACCORDEMENT LOCALISE AU

A1

[ ]
5]

REZ-DE-CHAUSSEE - CONSTRUCTION-DEMOLITION
GROUND FLOOR - CONSTRUCTION-DEMOLITION

RAPPORT= AUCUN /NOT TO SCALE

RACCORD JUMELE POUR POMPIERS
100 x 65 x 650 EN SURFACE
SURFACE MOUNTED SIAMESE
CONNECTION 100 x 65 x 650

CRITERES DE CONCEPTION ET RESULTAT
CONCEPTION REQUIREMENTS AND RESULTS

- ZONE :
- ZONE :

AGRANDISSEMENT
EXPANSION

- SURFACE D'APPLICATION # : 0000.WXF

- APPLICATION SURFACE # : 0000. WXF

- SURFACE D'APPLICATION TOTAL pi.ca. : 0000

- APPLICATION SURFACE TOTAL sq. ft. : 0000

- HAUTEUR DEMPILAGE : N/A
- HEIGHT OF STORAGE : NA

- FACTEUR 'K : 5.6

- 'K" FACTOR : 5.6

- AFFECTATION : RISQUE ORDINAIRE GROUPE 2
- ALLOTMENT : ORDINARY HAZARD GROUP 2
- DENSITE : 0.20 usgpm/pi.ca.

- DENSITY : 0.20 usgpmy/sq.ft

- SURFACE par EXTINCTEUR AUTOMATIQUE : 130 pi.ca.

- SURFACE per AUTOMATIC SPRINKLER : 130 sq. ft.

- ORIFICE : 1/2'0

- ORIFICE : 120

- NOMBRE DEXTINCTEURS AUTOMATIQUES CALCULES : 0000

- NUMBER OF AUTOMATIC SPRINKLERS CALCULATED : 0000

- BOYAU INCENDIE : INTERIEUR (100 usgpm) / EXTERIEUR (150 usgpm)
- FIRE HOSE : INSIDE (100 usgpm) / OUTSIDE (150 usgpm)

- DEMANDE TOTALE A LA RUE : 581.52 usgpm @ 67.29 Ib/po?

- TOTAL DEMAND AT ROAD : 581.52 usgom @ 67.29 Ibjin?

ESSAI DECOULEMENT
FLOW TEST

- FACE AU RISQUE EN DATE DU :
- FACING HAZARD :

2015-06-04 @ 10:00 am
2015-06-04 @ 10:00 am

- STATIQUE :
- STATIC PRESSURE :

1310 usgpm @ 75 psi RESIDUELLE
1310 usgpm @ 75 psi RESIDUAL

DE 460mm A 1220mm DU SOL
FROM 460mm TO 1220mm FROM GROUND

VUE DE L'EXTERIEUR RACCORDS POMPIERS
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architectes
designers urbains
urbaniste

819, avenue Moreau  Québec (Québec) G1V 3B5 418.653.8341 info@groupea.qc.ca

Les Services exp inc.

t: +1.418.623.0598 | f: +1.418.623.1636
5400, boul. des Galeries, bureau 205
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* BATIMENT ¢ DEVELOPPEMENT DURABLE ¢ENERGIE e
* INDUSTRIEL ¢ INFRASTRUCTURES
e SOLS ET ENVIRONNEMENT e

PLAFOND, DU NOUVEAU RESEAU DE S O O
GICLEURS AUTOMATIQUE AU RESEAU @ @
EXISTANT. LOCALISATION EXACTE A
VERIFIER SUR PLACE. iy
. CONNECTION POINT OF THE NEW 2ls 2ls N
/ AUTOMATIC SPRINKLER SYSTEM TO THE z| z|d NOUVELLE ENTREE DEAU.
/ EXISTING SYSTEM LOCATED IN THE VOIR SCHEMA DE’ RACORDEMENT DE LA
] CEILING. EXACT POSITIONING TO BE NOUVELLE ENTREE D'EAU CI-DESSOUS.
= DETERMINED ON SITE. NEW WATER SUPPLY.
O A SEE CONNECTION OF THE NEW WATER
o SUPPLY DIAGRAM BELOW.
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/ i 2030 =| DN 100 3280 —11 AN 150 PAR LENTREPRENEUR GENERAL.
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] — — \\‘ - El\§ E] g | b@ FROM THE FOUNDATION CONNECTION TO
21 ) N 8lg e O QR THE AQUEDUCT BY THE GENERAL
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POINT DE RACCORDEMENT DE LA NOUVELLE 2ls 2ls
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TUYAUTERIE DE LENTREE DEAU AU SYSTEME a|” & NOUVEAU TIMBRE ELECTRIQUE D'ALARME ET RACCORD
EXISTANT CONSERVE. VOIR SCHEMA DE JUMELE POUR POMPIERS EXISTANT RELOCALISE.
RACCORDEMENT CI-DESSOUS NEW ELECTRIC ALARM BELL AND EXISTING SIAMESE
CONNECTION POINT OF THE NEW WATER CONNECTION BELOCATED.
SUPPLY PIPING TO THE EXISTING SYSTEM TO QO O
= [ BE KEPT. SEE CONNECTION DIAGRAM BELOW. —
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OUTSIDE VIEW OF THE FIRE DEPARTEMENT

CONNECTION
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PROVENANT DE LA NOUVELLE ENTREE D'EAU

100

DN

TIMBRE HYDRAULIQUE D'ALARME EXISTANT A
ENLEVER AU COMPLET INCLUANT LA
TUYAUTERIE D'ALIMENTATION ET DE DRAINAGE
JUSQU'A LEURS POINTS DE RACCORDEMENT
AU SYSTEME EXISTANT.

EXISTING HYDRAULIC GONG TO BE COMPLETLY
REMOVED ALONG WITH SUPPLY AND
DRAINAGE PIPING UP TO THEIR CONNECTION
POINT TO THE EXISTING SYSTEM

o DN100

RACCORD JUMELE POUR POMPIERS EXISTANT
A ENLEVER ET A RELOCALISER INCLUANT LE
CLAPET DE RETENUE. ENLEVER LA TUYAUTERIE
JUSQU'A SON POINT DE RACCORDEMENT AU
RESEAU DE GICLEURS EXISTANT.

EXISTING SIAMESE CONNECTION TO REMOVE
AND RELOCATE ALONG WITH THE CHECK
VALVE. REMOVE THE PIPING UP TO THE
EXISTING SPRINKLER SYSTEM CONNECTION.

ﬁz\

NIVEAU DU SOL FINI

FINISHED GROUND LEVEL AN

/L FROM NEW WATER SUPPLY

1220mm MIN. C/C
DE TUYAUTERIE
1220mm MIN. C/C
FROM PIPING

VUE DE L'INTERIEUR RACCORDS POMPIERS

INSIDE VIEW OF THE FIRE DEPARTEMENT

CONNECTION
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RACCORD REDUIT DN 100 X DN
80 EXISTANT A CONSERVER
EXISTING 1000 TO 809 FITTING
TO BE KEPT

POINT DE RACCORDEMENT DE LA NOUVELLE
TUYAUTERIE DE L'ENTREE D'EAU AU SYSTEME

EXISTANT CONSERVE.
CONNECTION POINT OF THE NEW WATER SUPPLY
PIPING TO THE EXISTING SYSTEM TO BE KEFT.

NOUVEAU ROBINET A PAPILLON 1000
NEW 1000 BUTTERFLY VALVE

SECTION DE L'ENTREE D'EAU EXISTANT A ENLEVER ET A
RELOCALISER AU COMPLET A PARTIR DE LA BRIDE DE
RACCORDEMENT EN AMONT DU ROBINET PRINCIPAL
JUSQUEN AVAL DU ROBINET APRES LE DAR.

EXISTING WATER SUPPLY SEGMENT TO BE FULLY
REMOVED AND RELOCATED FROM THE FLANGE
UPSTREAM FROM THE MAIN VALVE AND DOWNSTREAM
TO THE VALVE PAST THE BACKFLOW PREVENTOR.

TUYAU D'AMENE D'EAU EXISTANT A ABANDONNER ET A
BOUCHER DE FACON ETANCHE AU MOYEN D'UNE
BRIDE AVEUGLE DE 150Q.

EXISTING WATER SUPPLY PIPE TO CONDENMN AND TO
PLUG WITH AN WATERTIGHT 1509 BLIND FLANGE.

SCHEMA DE RACCORDEMENT DE

L'ENTREE D'EAU AU SYSTEME EXISTANT

WATER SUPPLY CONNECTION DIAGRAM

TO THE EXISTING SYSTEM
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LISTE DE FEUILLE

SHEET LIST

PLAN DE REZ-DE-CHAUSSEE, EXISTANT ET CONSTRUCTION
PLOMBERIE ET GAZ NATUREL

MO1
GROUND FLOOR, EXISTING AND CONSTRUCTION
PIPING AND NATURAL GAS
PLAN DE REZ-DE-CHAUSSEE, EXISTANT ET CONSTRUCTION
VENTILATION
Moz GROUND FLOOR, EXISTING AND CONSTRUCTION
VENTILATION
DETAILS ET TABLEAUX, VENTILATION
MO3
DETAILS AND SCHEDULES, VENTILATION
PROTECTION INCENDIE - DETAILS ENTREE D'EAU
Mo4
FIRE PROTECTION - MAIN WATER INLET DETAIL
PROTECTION INCENDIE - DETAILS PARASISMIQUE
MO05

FIRE PROTECTION - SEISMIC BRACING
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