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PROFIL DES BATIMENTS EXISTANTS

PROFILE OF EXISTING BUILDINGS

ZONE JARDIN HORS CONTRAT

GARDEN ZONE N.I.C.

DALLE DE BETON PREFABRIQUE SURDIMENTIONNEE

EXISTANTE, VOIR DETAIL 4/A15
EXISTING OVERSIZED PREFABRICATED

CONCRETEPAVEMENT, REFER TO DETAIL 4/A15.

L@ BOLLARD D’ECLAIRAGE DE TOIT EXISTANT A

DEMOLIR. VOIR ELECTRICITE.
EXISTING LIGHT POST BOLLARD TO BE DEMOLISHED.
REFER TO ELECTRICAL

4‘L DRAIN DE TOIT EXISTANT év0|R MECANIQUE)
¥ EXISTING ROOF DRAIN (REFER TO MECHANICAL)

— _ __ _ PENTES EXISTANTES DANS LA CHAPE DE BETON
EXISTING SLOPES IN CONCRETE TOPPIING

—O—O— NOUVELLE CLOTURE DE CHANTIER
NEW SITE FENCE

REFERENCE AU DETAIL
DETAIL REFERENCE

REFERENCE A L’ELEVATION
ELEVATION DETAIL REFERENCE

NIVEAU

LEVEL

NOTE SPECIFIQUE, SE REFERER A LA LEGENDE
SUR CETTE FEUILLE.

SPECIFIC NOTE, REFER TO LEGEND ON THIS SHEET.
F.J. FAUX—JOINT DANS LES PANNEAUX EXISTANTS.
FAKE JOINT IN THE EXISTING PANNELS.

NOTES GENERALES
GENERAL NOTES

1— POUR TOUS LES TRAVAUX EN INGENIERIE ET AUTRES, SE
REFERER A STRUCTURE, MECANIQUE, ELECTRICITE ET
ARCHITECTURE DE PAYSAGE.

FOR ALL ENGINEERING AND OTHER WORK, REFER TO
STRUCTURAL, MECHANICAL, ELECTRICAL AND LANDSCAPE
ARCHITECTURE.

2— LE NIVEAU DE REFERENCE SUR LE PLAN D’ARCHITECTURE
EST DE 10 000 ET EQUIVAUT AU NIVEAU 23 800
PROVENANT DES PLANS D’ORIGINE DU BATIMENT.

ON ARCHITECTURE DRAWINGS, REFERENCE LEVEL
10 000mm REFERS TO LEVEL 23 800 TAKEN ON ORIGINAL
BUILDING DRAWINGS.

3— ENLEVER LE CALFEUTRAGE EXISTANT A TOUS LES JOINTS
ET FAUX—JOINTS DE TOUS LES PANNEAUX DE BETON
PREFABRIQUES ET BLOCS DE COURONNEMENT.

REMOVE THE EXISTING CAULKING AT ALL JOINTS AND FAKE
JOINTS OF ALL PREFABRICATED CONCRETE PANELS AND
STONE CAP.

4— POUR LA HAUTEUR DE LA DALLE DE BETON EXISTANTE ET
DE LA CHAPE DE BETON EXISTANTE AU NIVEAU DU POINT
HAUT DE CHAQUE BASSIN DE TOITURE, SE REFERER AU
DETAIL 3/A15.

FOR THE HEIGHT OF THE EXISTING CONCRETE SLAB
ANDSLOPE CONCRETE TOPING AT THE HIGHEST POINT OF

EACH ROOF DRAINAGE BASIN REFER TO DETAIL 3/A15.

NOTES SPECIFIQUES - DEMOLITION
SPECIFIC NOTES - DEMOLITION

@ DALLAGE DE BETON PREFABRIQUE 740X740X75mm
EXISTANT A DEMOLIR.
EXISTING PREFABRICATED CONCRETE PAVEMENT
740X740X75mm TO BE DEMOLISHED.
@ DALLAGE DE BETON PREFABRIQUE DE DIMENSIONS
VARIABLE EXISTANTS A DEMOLIR.
EXISTING PREFABRICATED CONCRETE PAVEMENT OF
VARIABLE DIMENSION TO BE DEMOLISHED.

DRAINS EXISTANTS A DEMOLIR, VOIR MECANIQUE, VOIR

DETAIL 2/A14.
EXISTING DRAINS TO BE DEMOLISHED, REFER TO

MECHANICAL 2/A14.

@ PANNEAUX EN BETON PREFABRIQUES VERTICAUX EXISTANTS
A DEMANTELER ET ENTREPOSER POUR REINSTALLATION,
VOIR ELEVATIONS.
EXISTING PREFABRICATED CONCRETE VERTICAL PANEL TO
BE DISMANTLED AND STORED FOR REINSTALLATION. REFER
7O ELEVATIONS.

GARDE—CORPS ET/OU MAIN COURANTES EXISTANTES A

DEMOLIR. COUPER LES ANCRAGES SANS ABIMER LES
PANNEAUX DE BETON PREFABRIQUES VOIR DETAIL 3/A14
ET 5/A14.

EXISTING RAILING AND/OR HANDRAIL TO BE DEMOLISHED.
CUT ANCHORS WITHOUT DAMAGING THE PREFABRICATED
CONCRETE PANELS, REFER TO DETAIL 3/A14 AND 5/A14.

BORDURES EN BETON PREFABRIQUEES EXISTANTES A
DEMANTELER ET ENTREPOSER POUR REINSTALLATION.
EXISTING PREFABRICATED CONCRETE CURBS TO BE
DISMANTELED AND STORE FOR REINSTALLATION.

BACS A PLANTATION ET BLOCS DE COURONNEMENT EN
PANNEAUX DE BETON PREFABRIQUES EXISTANTS A
DEMANTELER. CONSERVER ET ENTREPOSER LES
PANNEAUX POUR REINSTALLATION.

EXISTING PREFABRICATED CONCRETE PLANTING CONTAINER
PANELS AND CAFPS TO BE DISMANTLED. KEEP AND STORE
PANELS FOR REINSTALLATION.

ARBUSTES, ARBRES, TERRE ET TERREAU EXISTANTS A
ENLEVER, VOIR ARCHITECTURE DU PAYSAGE POUR LA
RECUPERATION DES PLANTES.

EXISTING VEGETATION, TREES, SOIL AND POTTING SOIL TO

BE REMOVED REFER TO LANDCAPING ARCHITECTURE FOR

RECUPERATION OF PLANTS.

MOBILIER URBAIN EXTERIEUR EXISTANT (BANCS, POUBELLES,
AUTRE) A DEMOLIR, VOIR ARCHITECTURE DE PAYSAGE.
EXISTING EXTERIOR URBAN FURNITURE (BENCH, TRASH
CAN, OTHER) TO BE DEMOLISHED, REFER TO LANDSCAPE
ARCHITECTURE.

LUMINAIRES EXISTANTS A DEMOLIR, VOIR DETAIL 2/A13
OU 4/A14 ET ELECTRICITE.

EXISTING LIGHT FIXTURES TO BE DEMOLISHED, REFER TO
DETAIL 2/A13 OR 4/A14 AND ELECTRICAL.

@ PORTILLONS EN ACIER PREPEINT EXISTANTS A ENLEVER,
VOIR DETAIL 1/A14.

EXISTING PREFPAINTED STEEL GATES TO BE REMOVED,

REFER TO 1/A14.
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| DEMOLIR.
| POURED CONCRETE SHUFFLEBOARD SLAB TO BE
ESC 06 | _‘@ DEMOLISHED.
| DESSUS @ STRUCTURE DE JEUX EN BOIS A DEMOLIR. EXISTING ENLARGED PLAN
| e D5 MURETEETON WOOD PLAY STRUCTURE TO BE DEMOLISHED. OF TERRASSES
BLOC DE COURONNEMENT EXISTANT EN BETON
| P — e ; @ PREFABRIQUE A DEMANTELER. CONSERVER ET ENTREPOSER SECTION 3 A-B-C :
N T'— _ ™~ Bl any 2a D4 POUR REINSTALLATION. Congu par Designed by
. == ———— —— —— EXISTING PREFABRICATED CONCRETE CAP TO BE
L/f W //,Z/ 7~ AOiAm | @@ DISMANTELED. KEEP AND STORE CAPS FOR REINSTALLATION. DANIELLE BISSON / CAROLLE FLEURY 2015'02'5)05;6
\ @ SOLIN METALLIQUE ET MEMBRANE D’ETANCHEITE EXISTANTS Sesora Drown b
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| sim, ) L. RS < @ EXISTING METAL FLASHING AND WATERPROOFING MEMBRANE A.BILODEAU / M.CANTATORE 2015-01-27
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‘@ e N | xep SABLE EXISTANT A ENLEVER. PPOLVE P pproved
@ L L T o) EXISTING SAND TO BE REMOVED. DANIELLE BISSON 2015-02-05
e DESSUS' @ MARCHES EN BETON PREFABRIQUE DES ESCALIERS A DEMOLIR, Date
~ MURET BETON VOIR DETAIL 1/A13. Soumission Gestionnaire de projet TPSGC
EXISTING PREFABRICATED CONCRETE TREAD TO BE
Rosls DEMOLISHED, REFER TO DETAIL 1/A13. Tender PMQCEE\/OEEEA;?E;\;
S o o ] & = S o & ELEMENT DE BETON PREFABRIQUE A DEMOLIR. : : : chid
‘ / <)—’ / / PREFABRECATED CONCRETE ELEMENTS TO BE DEMOLISHED. No de projet  Project number|No de projet  Project number
\ ‘@ MAIN COURANTE EXISTANTE EN ACIER INOX. A DESINSTALLER
m @ 10 850 10 100 @ ET CONSERVER POUR REINSTALLATION. R.001805.039 . 141002 )
DESSUS DESSUS ‘ DESSUS DESSUS ESSUS EXISTING STAINLESS STEEL HANDRAIL TO UNINSTALL AND TPSGC — PWGSC Client Client
BORDURE BETON  MURET BETON MURET BETON MURET BETON BORDURE BETON KEEP FOR REINSTALLATION. Nom du fichier File name| No de classement
DALLES DE GRANIT EXISTANTES A ENLEVER ET CONSERVER
POUR REINSTALLATION. R.001805.039-A06.dwg
m PLAN AG RAND| DES TEF\)RASS ES EX|STANTES _ SECT|ON BA EXISTING GRANIT PAVEMENT TO REMOVE AND KEEP FOR File no
REINSTALLATION. No de plan ou dessin File name| No feuille Sheet no
A03(A06) £ XISTING ENILARGED PILAN OF TERRASSES — SECTION 3A PANNEAUX EN BETON PREFABRIQUES VERTICAUX EXISTANTS A
CONSERVER.
0 5 EXISTING PREFABRICATED CONCRETE VERTICAL PANEL TO R.001805.039-A06 A06/32
| ; ' ; ' | 1. 100 REMAIN.
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