IG\CBCL. Job Folders\2015\152618.00 PWGSC Cavendish and Brackley Pumping Stations\20 CAD\OS PROCESSVFT\L52638,00_M-F_CAVENDISH cwg, 04/08/2015 2:33:53 PM

1504 PLUG VALVE

N
1

Pl

= ——F

\—1 cOg DI

SUCTION PIPE

| 136 S.S. WIRE ROPE
/ APPLY 225 Kg. TENSION
(TYPICAL) |

NTS

' 4
OUTLINE OF EXISTING FOUNDATION CUT ABANDONED EFFLUENT LINES AT EXCAVATION
| LIMIT, SEAL WITH RESTRAINED MJ CAP
\‘ . (SEE NOTE 6)
—_———_————— e — - REMOVE ABANDONED EFFLUENT-
- MANHOLE AND PIPEWORK TO
| | SUIT WET—WELL INSTALLATION =il [ |
_ | | . (SEE NOTE 6) ,\\\\’"l l; 1\
38mm THK, FRP GRATING 1.
| | NEW SELF-PRIMING MAX. 2 SECTIONS
| PUMP PACKAGE: COPE FOR PIPE PENETRATION
| REINFORCED 300mm gl g N T T ———1
| THICK PRE—CAST OPENING 3|8 i 1 |
CONCRETE SLAB | I vy ¥ ] )ﬁsgf\?EEg Egi(’) .
| | | NEW PUMP | Al
| | CONTROL = = H =
| PANEL Tl e ————
| 1300 500 |_ | REil
e e = | — EEE _
| * I ; 7500 FORCEMAN
-I™>—NEW 18008 PRE—CAST 1508 FORCEMAI
| T ' = = T | CONCRETE WET-WELL EXISTING, ROTATE
a :l L e BENDS TO SUIT
5030 ALIGNMENT
- B I ' — —_— e ——— — — ———I B
- @ 1 I I S e — ] - -
NEW 150¢ FLOW METER | / \ O
PLAN— PRE—CAST LIFT STATION SLAB =[] OUTUNE OF EXISTING FOUNDATION-/ | R \ L
SCALE: 1:30 L j N _ - '
SCALE : 1:30 Y \—SEE ARCHITECTURE \REiNSTATE EXISTING
Omm  500mm 1000mm 1500mm 2000mm 2500mm 3000mm SEE DREQWINGEDEQOGR 3806 WATER SUPPLY NEW 2000 GRAVITY
ELECTRICAL NEW BUI
S . SR g
PLAN— ' 1 RAISE COVER AND FRAME
- MODIFIED LIFT STATION SEAL EXISTING WITH GRADE RING(S) TC
- : SUIT NEW SITE FINISHING
SCALE: 1:30 - PIPE PENETRATION =
SCALE : 1:30 MAKE WATER TIGHT RE—BENCH MANHOLE
e e e e e BOTTOM TO SUIT NEW
Omm _ 500mm 1000mm 1500mm 2000mm 2500mm 3000mm \% QUTLET PIPEWORK
| f
1 1 1 1 1 1T T3
, | | 0 O INLET PIPE
PL I i i i B i I i CHEMICAL TYPE 6 STAINLESS STEEL /
y %e ANCHORS (TYP) FORMED PLATE |
NEW PUMP vg ¥ v ¥ v Y b )
CONTOL PANEL v -
PURGE/TEST s 9 v 9 75
VALVE & PORT _ D |
ggﬁwﬁgg tTl-'l-:cngmRE 139 S.S. ANCHOR BOLTS 0 | BEND TO SUIT
AS REQUIRED ' .
1500 FLOW METER BUILDING UPGRADES TO Sum (TYP.) 150 | 150 WALL RADIUS
NEW SELF—PRIMING
PUMP PACKAGE WET—WELL VENT >ANCHOR STRAP (ANVIL FIG. 261 PLAN VIEW
f ' \ GALVANIZED OR EQUAL)
Y
i PIPE 13¢ STAINLESS STEEL 7
! CONCRETE ANCHORS—\ ol
FRP GRATING | (4 REQ'D) A
MAX. 2 ! 635x813 al i o SECTION | 1 1
_ _ SECTIONS ACCESS COVER - Q 384 VENT PIPEWORK 1 e 1T |2
| _ \ | EL. 2.89m 316 STAINLESS STEEL - o _ / \ ololg
, \ EL. 2.79m SLOPE TO WET—WELL DETAIL— PIPE SUPPORT 1 — + — B! 0
. 50x50x9 S.S. ANGLE SUPPORTS—"T *————- | — TS - | St 1]
C/W_13mm S.S. EPOXY ANCHOR N Pldet \'_'J ! !
BOLTS, 300mm ON |CENTRE \\+_ . 198 SS. EYE BOLT
' NN CORE AND LINK oy (TYPICAL) - | Q
\QL SEAL, TYP. 196 S.S. TURNBUCKLE ELEVATION =
S _ = - (TYPICAL)
== Vﬁ%ﬁ: — 136 S.S. WIRE ROPE CLIPS
FORCEMAIN DRAIN M. EL_1.76m (TYPICAL) -
- ’ NV, EL 1.74m - DETAIL— INLET BAFFLE /2-\

[

Vv ]
|

NFILL WET—WELL WITH
GRANULAR MATERIAL
AND A 300mm
UNSHRINKABKLE
FILL CAP
FiLL PENETRATIONS,

/ MAKE WATER TIGHT

JOINT WRAP, TYP.

N\

§ A 1] \_coRE AND MODULAR| |°.
// . SEAL, TYP. g
| |

74 "% 300mm WIDE \i'l

PIPE SUPPORTS

15M AT 300

)

_NEW 1800¢ PRE—CAST

-}l CONCRETE WET—-WELL

SECTIONS C/W GASKETS

'//—INLET BAFFLE, SEE PLAN

VIEW FOR TRUE ORIENTATION

SEE DETAIL @

_—TRIM 1508 90" BEND
' FLANGE TO LOWER
PUMP SUCTION IN
WET—WELL

300 THICK x 3.0m SQ. MIN.
PRE—CAST CONCRETE
HOLD—-DOWN BASE

200 THICK (MIN.)
CLEAR STONE

EACH WAY \

150

|_____

SECTION—MODIFIED LIFT STATION

SCALE: 1:30
SCALE : 1:30

300 THICK (MIN.)
SURGE ROCK

e e PIPE

GALVANIZED RISER CLAMP
/TO SUPPORT PIPE

CORE TO MODULAR SEAL
/- MANUFACTURERS INSTRUCTION

GROUT —
FILL ¥

CONCRETE
STRUCTURE

DETAIL

\— MODULAR SEAL

AS SPECIFIED

N

MODULAR SEAL
— THRU CONCRETE

NTS

M1

(3
NI

CBCL DRAWING No. 152618_M—E_CAVENDISH

Public Works and Travaux Publics et
Government Services Services gouvernementaux
Caneda Canada

i+

W1. ALL ELEVATIONS ARE IN METRES.

2. DRAWING INFORMATION IS BASED ON
EXISTING INFORMATION AND MAY NOT
REFLECT ALL SITE CONDITIONS.

3. COORDINATE ALL WORK WITH THE
DEPARTMENTAL REPRESENTATIVE.

4, DO ALL WORK IN ACCORDANCE WITH
: FEDERAL AND PROVINCIAL REGULATIONS.

5. THE LIFT STATION INTERIOR IS A ZONE 1
HAZARDOUS AREA.

6. EXPOSE EXISTING IN—GROUND PIPEWORK
FOR INSPECTION PRIOR TO REMOVAL.
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