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GENERAL MASONRY NOTES:

1. DO ALL MASONRY RESTORATION TO
CAN3-A371-M84, EXCEPT AS MODIFIED BY THESE
DRAWINGS AND THE CONTRACT SPECIFICATIONS.
ALL MASONRY RESTORATION IS TO PRESERVE

HERITAGE APPEARANCE.

2. PROVIDE ALL NECESSARY ACCESS TO COMPLETE

THE WORK.

3. WHERE FACE STONEWORK OR POINTING IS
REMOVED, STABILIZE AND PROTECT EXPOSED

MASONRY FROM WEATHER.

4. PROVIDE TEMPORARY BRACING AND SHORING TO
ENSURE REMAINING MASONRY IS STABLE AT ALL

TIMES.

5. NO STONES ARE TO BE REPAIRED OR REPLACED
WITHOUT PRIOR INSPECTION AND APPROVAL OF
THE DEPARTMENTAL REPRESENTATIVE. ONLY
FULL OR PARTIAL FACE "DUTCHMAN" REPAIRS

ARE ACCEPTABLE.

6. DIMENSIONS GIVEN ARE NOMINAL DIMENSIONS
AND ARE FOR BIDDING PROPOSES ONLY. ACTUAL
DIMENSIONS MAY VARY IN THE FIELD. NEW
STONE SHALL BE CUT AND SHAPED TO MATCH
EXISTING STONE BEING REPLACED.
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Revision / Révision

NOTE :

Do not scale drawings.

Verify all dimensions and conditions on site and immediately notify the

Departmental Representative of all discrepancies.
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