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TYPICAL TRENCH SCHEDULE

FOR BURIED PIPES

NOMINAL PIPE "B" | "C”
SIZE (NPS)

UP TO 375 300 | 500
376 TO 500 300 | 600
501 TO 750 NOTE 4| 400 | 600
751 TO 1200 [NOTE 4] 400 | 750
1201 TO 1600 [NOTE 4| 500 | 800

TRENCH NOTES:
1.

DIMENSION "C” ARE GOVERNED BY THE
LARGER ADJACENT PIPE DIAMETER.

2. SIDES OF TRENCHES SHALL BE TO THE
REQUIREMENTS OF THE DEPARTMENT OF

LABOUR.

3. IF CROWNS OF THE STORM AND

SANITARY SEWER ARE NOT MATCHED,
THE INVERT OF THE STORM MUST BE
AT LEAST 100 BELOW THE INVERT OF
SANITARY SEWER.

4. DIMENSION "A” EQUALS 25% OF THE
NOMINAL PIPE DIAMETER OR 150

WHICHEVER IS GREATER.

5. SEE CIVIL LAYOUT DRAWING CO1 AND
PROCESS LAYOUT DRAIWNG PO1 FOR
LOCATION AND ACTUAL ELEVATIONS OF

ALL PIPES.

6. MINIMUM GRAVEL COVER OVER SANITARY
AND STORM SEWERS IS TO BE 300.

THE CONTRACTOR IS TO CONFIRM
THE LOCATION AND TYPE OF
EXISTING UTILITIES WITH THE UTILITY
OWNER PRIOR TO CONSTRUCTION.

NOTES:
1.

2. THE CONTRACTOR SHALL NOTIFY
OWNER TWO WEEKS PRIOR TO

STARTING CONSTRUCTION AND IS TO

COORDINATE INSTALLATION WITH

OWNER’S INSPECTORS.
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NOTES:
1.

DRAWINGS IN GENERAL ARE TO SCALE
BUT FIGURED DIMENSIONS TAKE
PRECEDENCE. THE CONTRACTOR
ASSUMES FULL RESPONSIBILITY FOR
THE ACCURACY OF INFORMATION

SCALED FROM THE DRAWINGS.
ALL DIMENSIONS USE METRIC UNITS.

DIMENSIONS SHOWN IN MILLIMETERS
AND POINT ELEVATIONS AS METERS.

SEE CIVIL LAYOUT DRAWING CO1 FOR

DRAFTING LEGEND, STANDARD
ABBREVIATIONS AND NOTES.
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