DRAWING NAME: K:\PROJECTS\142507.00 BROAD COVE CAMPGROUND WASTEWATER SYSTEM\20 CAD\01 CIVIL\142507.00_CO1ANDCO2.DWG LAYOUT NAME: CO1 PLOT DATE: September—02—15 2:12:05 PM CAD OPERATOR: MALLISON
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NOTES

DRAWINGS IN GENERAL ARE TO SCALE
BUT FIGURED DIMENSIONS TAKE
PRECEDENCE. THE CONTRACTOR
ASSUMES FULL RESPONSIBILITY FOR
THE ACCURACY OF INFORMATION
SCALED FROM THE DRAWINGS.

2. ALL DIMENSIONS USE METRIC UNITS.
DIMENSIONS SHOWN IN MILLIMETERS
AND POINT ELEVATIONS AS METERS.

3. SANITARY SERVICES ARE TO BE
MAINTAINED DURING THE EXECUTION
OF WORK.

4. THE CONTRACTOR SHALL CHECK AND
VERIFY ALL PROPOSED DIMENSIONS
BEFORE PROCEEDING WITH
CONSTRUCTION AND REPORT ANY
DISCREPANCIES TO THE ENGINEER.

5. ALL WORK TO COMPLY WITH
APPLICABLE CODES INCLUDING BUT
NOT LIMITED TO CANADIAN
ELECTRICAL CODE, N.S. ONSITE
TECHNICAL GUIDELINES.

6. INSTALLATION WORK TO BE DONE BY
CERTIFIED INSTALLER.

7. VEHICULAR TRAFFIC TO BE
MAINTAINED AT ALL TIMES DURING
THE EXECUTION OF WORK.

8. AT COMPLETION OF WORK REINSTATE
ALL DISTURBED SURFACES TO EQUAL
OR BETTER CONDITION TO THE
SATISFACTION OF THE ENGINEER.
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