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OF ALL MATERIALS FOR APPROVAL BY
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2MM STAINLESS STEEL UPSTANDS

TO BE ABLE TO SLOT IN AND OUT OF

QUARTZ  SURFACE

ALL JEWELLERY CASES

& DRAWERS TO BE

LOCKABLE & KEYED ALIKE

ALL JEWELLERY CASES

& DRAWERS TO BE

LOCKABLE & KEYED ALIKE
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METALWORK FINISHES

MATERIALS LEGEND:

PLEASE NOTE:

CONTRACTOR TO PROVIDE SAMPLES

OF ALL MATERIALS FOR APPROVAL BY

NGC PRIOR TO CONSTRUCTION.

M1

M2

JOINERY FINISHES

J1

J2

M3

M4

OTHER FINISHES

J3

LAMINATE FINISHES

L1

J4

DARK GREY

POLYREY - FA P114 POIVRE

SPRAY PAINTED MDF

DARK/GREY BLACK

MATCH TO  DULUX 00NN 07/00

CLEAR LACQUER FINISH

BLACK STAINED

AMERICAN OAK

MATCH TO SAMPLE

POWDER COAT

RAL  7010 - TARPAULIN GREY

SEMI-MATT FINISH 25%

POWDER COAT

RAL  9002 - GREY / WHITE

SEMI-MATT FINISH 25%

POWDER COAT

RAL  3031 - ORIENT RED

SEMI-MATT FINISH 25%

BRUSHED

STAINLESS STEEL

WHITE STAINED

CANDIAN MAPLE

MATCH TO SAMPLE

C1

S1

SILESTONE

BLANCO NORTE / WHITE NORTE

VALCHROMAT

COLOURED MDF - MID GREY

2-PACK CLEAR LACQUER FINISH

W1

HONED CONCRETE EFFECT

SKIM WALL RENDER

MATCH TO RAL 7044 SILK GREY

WALL  FINISHES

M5

POWDER COAT

RAL  7038 - AGATE GREY

SEMI-MATT FINISH 25%

J5

SPRAY PAINTED MDF -RED

MATCH TO  DULUX 09YR 11/475

CLEAR LACQUER FINISH

W2

HONED CONCRETE EFFECT

SKIM WALL RENDER

MATCH TO RAL 7030 STONE GREY

M6

BLACK SMOKED

METAL

U1

BUTE FABRIC - LEWIS 2825

PRODUCT CODE: CF840-2825

100% PURE WOOL

C2

Quartz Surfaces

Zodiaq® Dove Grey

www.dupont.com

NATURAL FINISH

AMERICAN OAK

MATCH TO SAMPLE

J6

SPRAY PAINTED MDF -STONE

MATCH TO DULUX 20YY 57/060

CLEAR LACQUER FINISH

J7
SPRAY PAINTED SATIN WHITE

J8

DARK PAINT FINISH TO

MATCH EXISTING
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EXCEPT THE MONITOR SURFACE -

THIS SHOULD BE FINISH IN THE DARK GREY LAMINATE.

LAMINATED TILL MONITOR

SURFACE AND REAR EDGE FACE

80

ALL INTERNAL SIDES AND DRAWER FRONTS TO BE

SPRAY PAINTED DARK GREY

INTERNAL SUPPORT AS RECOMMENDED BY CONTRACTOR.

CONTRACTOR TO ENSURE  FULL STRENGTH TO SUPPORT

THE CANTILEVER COUNTER TOP

80MM MINIMUM OF INTERNAL CLEARANCE NEEDED

TO GET BEST LIGHTING ILLUMINATION.

ALL INTERNALS SIDES SHOULD BE PAINTED OUT

BRIGHT WHITE.

20MM X 80MM TIMBER SLATS SPACED 60MM SHOULD BE MADE IN PANEL SECTIONS TO

EASE INSTALLATION. THESE SHOULD BE LINED AT THE TOP AND BOTTOM WITH 2MM

STAINLESS STEEL AND FIXED AT THESE POINTS ONLY TO MINIMISE THE LOOK OF ANY

FIXINGS INTO THE PERSPEX BEHIND. CONTRACTOR TO BOND SLAT TO PERSPEX IF

NECESSARY FOR EXTRA SUPPORT. BONDING TO BE USED TO AVOID ANY HARDWARE

BEING SEEN BEHIND PERSPEX.
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FOR BEST RESULTS
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TO BE ABLE TO SLOT IN AND OUT OF QUARTZ  SURFACE
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20MM X 80MM TIMBER SLATS SPACED 60MM SHOULD BE MADE IN PANEL SECTIONS TO

EASE INSTALLATION. THESE SHOULD BE LINED AT THE TOP AND BOTTOM WITH 2MM

STAINLESS STEEL AND THEN BE FIXED TO THE FRONT FACE THROUGH THE 12MM

PERSPEX.
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80MM HOLE FOR WIRING FEED WITH

BLACK GROMMET CABLE TIDY

NICKEL PLATED LOCK

CONTRACTOR TO ADVISE ON BEST SUITABLE FOR FUNCTION.

ALL LOCKS TO BE KEY ALIKE.
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GLAZED DISPLAY CASE.
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CONCEALED LED LIGHTING TO UNDERSIDE OF 30MM STAINLESS STEEL EDGING

LED SHOULD RUN ALONG THE ENTIRE LENGTH OF UNIT AS WELL AS WRAPPING

AROUND THE SIDE EDGES

UV LAMINATED GLASS

SILESTONE FIXED BASE TO DISPLAY CASE

INTERNAL VOID FOR LIGHTING WIRING TO

BE ABLE TO PASS DOWN TO FLOOR BOX
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LOCKED JEWELLERY

STORAGE DRAWER. ALL

LOCKS TO BE KEYED ALIKE

'AKTIVA' SHOWCASE / TWIG  LIGHTING

FINISH; MATT SILVER

http://www.aktiva.co.uk/

ELECTRICAL FEED TO RUN DOWN THROUGH VOID IN CENTRAL SECTION OF UNIT

THROUGH TO FLOOR BOX
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REMOVABLE ACCESS PANELS TO REAR OF LED LIGHTING

FOR REPLACEMENT / MAINTENANCE TO LIGHTING.

DRAWERS TO BE REMOVABLE TO ACCESS PANEL BEHIND.

REMOVABLE ACCESS PANELS TO REAR OF LED LIGHTING

FOR REPLACEMENT / MAINTENANCE TO LIGHTING.

DRAWERS TO BE REMOVABLE TO ACCESS PANEL BEHIND.
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ACCESS PANEL TO BE REMOVABLE

FROM REAR (LED MAINTENANCE)

ACCESS PANEL TO BE REMOVABLE

FROM REAR (LED MAINTENANCE)
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WARM WHITE LED

METALWORK FINISHES

MATERIALS LEGEND:

PLEASE NOTE:

CONTRACTOR TO PROVIDE SAMPLES

OF ALL MATERIALS FOR APPROVAL BY

NGC PRIOR TO CONSTRUCTION.

M1

M2

JOINERY FINISHES

J1

J2

M3

M4

OTHER FINISHES

J3

LAMINATE FINISHES

L1

J4

DARK GREY

POLYREY - FA P114 POIVRE

SPRAY PAINTED MDF

DARK/GREY BLACK

MATCH TO  DULUX 00NN 07/00

CLEAR LACQUER FINISH

BLACK STAINED

AMERICAN OAK

MATCH TO SAMPLE

POWDER COAT

RAL  7010 - TARPAULIN GREY

SEMI-MATT FINISH 25%

POWDER COAT

RAL  9002 - GREY / WHITE

SEMI-MATT FINISH 25%

POWDER COAT

RAL  3031 - ORIENT RED

SEMI-MATT FINISH 25%

BRUSHED

STAINLESS STEEL

WHITE STAINED

CANDIAN MAPLE

MATCH TO SAMPLE

C1

S1

SILESTONE

BLANCO NORTE / WHITE NORTE

VALCHROMAT

COLOURED MDF - MID GREY

2-PACK CLEAR LACQUER FINISH

W1

HONED CONCRETE EFFECT

SKIM WALL RENDER

MATCH TO RAL 7044 SILK GREY

WALL  FINISHES

M5

POWDER COAT

RAL  7038 - AGATE GREY

SEMI-MATT FINISH 25%

J5

SPRAY PAINTED MDF -RED

MATCH TO  DULUX 09YR 11/475

CLEAR LACQUER FINISH

W2

HONED CONCRETE EFFECT

SKIM WALL RENDER

MATCH TO RAL 7030 STONE GREY

M6

BLACK SMOKED

METAL

U1

BUTE FABRIC - LEWIS 2825

PRODUCT CODE: CF840-2825

100% PURE WOOL

C2

Quartz Surfaces

Zodiaq® Dove Grey

www.dupont.com

NATURAL FINISH

AMERICAN OAK

MATCH TO SAMPLE

J6

SPRAY PAINTED MDF -STONE

MATCH TO DULUX 20YY 57/060

CLEAR LACQUER FINISH

J7
SPRAY PAINTED SATIN WHITE

J8

DARK PAINT FINISH TO

MATCH EXISTING

DASHED LINE INDICATES 30MM STAINLESS EDGING

TO THE TOP SURFACE OF DISPLAY CASE

3
0

8

5

8

5
4
8

C
E

N
T

E
R

 
P

O
I
N

T

9MM FOLDED METAL SURROUND

BLACK SMOKED METAL SHEET TO SIT WITHIN THE

9MM FRAMING TO LINE THE TOP SURFACE
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'AKTIVA' SHOWCASE / TWIG  LIGHTING

FINISH; MATT SILVER

http://www.aktiva.co.uk/

ELECTRICAL FEED TO RUN DOWN THROUGH VOID IN

CENTRAL SECTION OF UNIT THROUGH TO FLOOR BOX
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S C A L E    1 : 2

REMOVABLE MATERIAL SLABS TO ADD INTEREST TO

JEWELLERY DISPLAYS.

BLOCKS MATERIALS:

- TIMBER (FINISH J3)
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LED SHOULD RUN ALONG THE ENTIRE
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AROUND THE SIDE EDGES
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CONCEALED DRAWER RUNNERS

NICKEL PLATED LOCK

ALL LOCKS TO BE KEY ALIKE.
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SHELVING
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FINISH

J2

FINISH

CONTRACTOR TO REFER TO

TYPICAL DETAIL DRAWING

WINDOW DISPLAY TYPE 1

DWG NO: MW -10

J2

FINISH

L1

FINISH

JOINERY TO BE CONSTRUCTED

FROM 18MM MDF

WITH OAK VENEER TO MATCH

SAMPLE PROVIDED BY

LUMSDEN

J2

FINISH

METALWORK FINISHES

MATERIALS LEGEND:

PLEASE NOTE:

CONTRACTOR TO PROVIDE SAMPLES

OF ALL MATERIALS FOR APPROVAL BY

NGC PRIOR TO CONSTRUCTION.

M1

M2

JOINERY FINISHES

J1

J2

M3

M4

OTHER FINISHES

J3

LAMINATE FINISHES

L1

J4

DARK GREY

POLYREY - FA P114 POIVRE

SPRAY PAINTED MDF

DARK/GREY BLACK

MATCH TO  DULUX 00NN 07/00

CLEAR LACQUER FINISH

BLACK STAINED

AMERICAN OAK

MATCH TO SAMPLE

POWDER COAT

RAL  7010 - TARPAULIN GREY

SEMI-MATT FINISH 25%

POWDER COAT

RAL  9002 - GREY / WHITE

SEMI-MATT FINISH 25%

POWDER COAT

RAL  3031 - ORIENT RED

SEMI-MATT FINISH 25%

BRUSHED

STAINLESS STEEL

WHITE STAINED

CANDIAN MAPLE

MATCH TO SAMPLE

C1

S1

SILESTONE

BLANCO NORTE / WHITE NORTE

VALCHROMAT

COLOURED MDF - MID GREY

2-PACK CLEAR LACQUER FINISH

W1

HONED CONCRETE EFFECT

SKIM WALL RENDER

MATCH TO RAL 7044 SILK GREY

WALL  FINISHES

M5

POWDER COAT

RAL  7038 - AGATE GREY

SEMI-MATT FINISH 25%

J5

SPRAY PAINTED MDF -RED

MATCH TO  DULUX 09YR 11/475

CLEAR LACQUER FINISH

W2

HONED CONCRETE EFFECT

SKIM WALL RENDER

MATCH TO RAL 7030 STONE GREY

M6

BLACK SMOKED

METAL

U1

BUTE FABRIC - LEWIS 2825

PRODUCT CODE: CF840-2825

100% PURE WOOL

C2

Quartz Surfaces

Zodiaq® Dove Grey

www.dupont.com

NATURAL FINISH

AMERICAN OAK

MATCH TO SAMPLE

J6

SPRAY PAINTED MDF -STONE

MATCH TO DULUX 20YY 57/060

CLEAR LACQUER FINISH

J7
SPRAY PAINTED SATIN WHITE

J8

DARK PAINT FINISH TO

MATCH EXISTING
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20

       CONCEALED LED LIGHTING TO UNDERSIDE

OF 30MM STAINLESS STEEL EDGING

       LED SHOULD RUN ALONG THE ENTIRE

LENGTH OF UNIT AS WELL AS WRAPPING

        AROUND THE SIDE EDGES

6mm TEMPERED GLASS

SILESTONE FIXED BASE TO

DISPLAY CASE

'AKTIVA' SHOWCASE / TWIG  LIGHTING

FINISH; MATT SILVER

http://www.aktiva.co.uk/

ELECTRICAL FEED TO RUN DOWN

THROUGH VOID IN CENTRAL SECTION OF

UNIT THROUGH TO FLOOR BOX

REFER TO MAIN CASH &

WRAP DRAWINGS FOR FULL

LIGHTING DETAILS

EQUALLY SPACED

FINISH

C2

FINISH

M4

        POWER FEED TO RUN UP

FROM FLOOR BOX THROUGH

JOINERY AND THROUGH

CENTER OF 30MM X 60MM

METAL UPRIGHT

   NICKEL PLATED LOCK

COMPATIBLE WITH

GLAZED HINGED

DOORS.

4
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60

460

5
4
0

TABLE TOP DISPLAY CASE DIFFERS FROM THE CASH & WRAP

AS IT IS TO HAVE FULL GLAZING TO EACH SIDE.

DISPLAY CASE SHOULD HAVE 3X SLIDE OUT DRAWERS BUT

WITH  A FULL GLAZED BACKING

E L E V A T I O N   D

340

A REMOVABLE PANEL IS NEEDED TO THE

UNDERSIDE ON TABLE TOP IN ORDER  TO ACCESS

REPLACEMENT / MAINTENANCE TO LED LIGHTING.

GLAZED SHELVING WITH METAL SUPPORT

BAR - FINISH M6

SAME DETAILS AS THAT SEEN ON COLUMN

SHELVING BUT MADE TO SIZE SHOWN ON

PLAN - REFER TO DRW. MW-21

GLAZED SHELVING WITH METAL SUPPORT

BAR - FINISH M6

SAME DETAILS AS THAT SEEN ON COLUMN

SHELVING BUT MADE TO SIZE SHOWN ON

PLAN - REFER TO DRW. MW-21
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METALWORK FINISHES

MATERIALS LEGEND:

PLEASE NOTE:

CONTRACTOR TO PROVIDE SAMPLES

OF ALL MATERIALS FOR APPROVAL BY

NGC PRIOR TO CONSTRUCTION.

M1

M2

JOINERY FINISHES

J1

J2

M3

M4

OTHER FINISHES

J3

LAMINATE FINISHES

L1

J4

DARK GREY

POLYREY - FA P114 POIVRE

SPRAY PAINTED MDF

DARK/GREY BLACK

MATCH TO  DULUX 00NN 07/00

CLEAR LACQUER FINISH

BLACK STAINED

AMERICAN OAK

MATCH TO SAMPLE

POWDER COAT

RAL  7010 - TARPAULIN GREY

SEMI-MATT FINISH 25%

POWDER COAT

RAL  9002 - GREY / WHITE

SEMI-MATT FINISH 25%

POWDER COAT

RAL  3031 - ORIENT RED

SEMI-MATT FINISH 25%

BRUSHED

STAINLESS STEEL

WHITE STAINED

CANDIAN MAPLE

MATCH TO SAMPLE

C1

S1

SILESTONE

BLANCO NORTE / WHITE NORTE

VALCHROMAT

COLOURED MDF - MID GREY

2-PACK CLEAR LACQUER FINISH

W1

HONED CONCRETE EFFECT

SKIM WALL RENDER

MATCH TO RAL 7044 SILK GREY

WALL  FINISHES

M5

POWDER COAT
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