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PART 1 - GENERAL

1.1 RELATED REQUIREMENTS

| Section 26 05 34 - Conduits, Conduit Fastenings and Conduit Fittings.
2 Section 26 27 26 - Wiring Devices.

1.2 REFERENCES

| Canadian Standards Association (CSA International)
A CSA C22.1-12, Canadian Electrical Code, Part 1.

1.3 ACTION AND INFORMATIONAL SUBMITTALS

A Provide submittals in accordance with Section 01 33 00 - Submittal Procedures.

1.4 DELIVERY, STORAGE AND HANDLING

A Deliver, store and handle materials in accordance with Section 016100 -
Common Product Requirements.

2 Separate waste materials for reuse and recycling in accordance with Section
01 74 21 - Construction/Demolition Waste Management and Disposal.

1.5 MEASUREMENT FOR PAYMENT

A No separate measurement for payment shall be made for items under this section.
Include costs incidental in the Lump Sum Amount of work on the Combined
Price Form.

PART 2 - PRODUCTS

21 OUTLET AND CONDUIT BOXES GENERAL

1 Size boxes in accordance with CSA C22.1.

2 102 mm square or larger outlet boxes as required.

3 Gang boxes where wiring devices are grouped.

A4 Blank cover plates for boxes without wiring devices.

5 Combination boxes with barriers where outlets for more than one system are
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grouped.

2.2 GALVANIZED STEEL OUTLET BOXES

A1

2

3

A4

One-piece electro-galvanized construction.

Single and multi gang flush device boxes for flush installation, minimum size 76
x 50 x 38 mm or as indicated. 102 mm square outlet boxes when more than one
conduit enters one side with extension and plaster rings as required.

102 mm square or octagonal outlet boxes for lighting fixture outlets.

Extension and plaster rings for flush mounting devices in finished walls.

PART 3 - EXECUTION

3.1 INSTALLATION

A1

2

.10

A1

Support boxes independently of connecting conduits.

Fill boxes with paper, sponges or foam or similar approved material to prevent
entry of debris during construction. Remove upon completion of work.

For flush installations mount outlets flush with finished wall using plaster rings to
permit wall finish to come within 6 mm of opening.

Provide correct size of openings in boxes for conduit, mineral insulated and
armoured cable connections. Do not install reducing washers.

Vacuum clean interior of outlet boxes before installation of wiring devices.
Identify systems for outlet boxes as required.

Use FS or FD boxes for outdoor and in wet areas installation.

Conduit fittings (condulets) shall be accessible (not concealed).

Each receptacle to have its panel and circuit number identified on lamicoid
nameplate above device.

Receptacles to be installed with grounds down.

Dedicated neutrals required for all receptacle circuits.

END



