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the departmental representative of all 

conditions on site and immediately notify

Contractor to verify all dimensions and

L'ENTREPRENEUR DEVRA VÉRIFIER TOUTES

LES DIMENSIONS ET LES CONDITIONS SUR LE

CHANTIER ET AVISER SANS DÉLAI LE

REPRÉSENTANT DU MINISTÈRE DE TOUTE

ANOMALIE.

discrepancies.
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GENERAL NOTES, A22

A.  MECHANICAL AND ELECTRICAL FIXTURES AND

EQUIPMENT ARE SHOWN HERE SOLELY FOR

GENERAL COORDINATION. REFER TO MECHANICAL

AND ELECTRICAL DRAWINGS, IN THE CASE OF

DISCREPANCY BETWEEN THIS DRAWING AND

MECHANCIAL/ELECTRICAL DRAWINGS REGARDING

LOCATIONS AND TYPES OF

MECHANCILAL/ELECTRICAL FIXTURES AND

EQUIPMENT, MECHANICAL/ELECTRICAL DRAWINGS

TAKE PRECEDENCE.

B. REFER TO ELECTRICAL FOR INSTRUCTIONS ON

THE REMOVAL/RELOCATION OF EXISTING

EQUIPMENT, LIGHTING, FIRE ALARMS, ETC.

C. REFER TO MECHANICAL FOR INSTRUCTIONS ON

THE REMOVAL/RELOCATION OF EXISTING

DUCTWORK, DIFFUSERS, THERMOSTATS, PLUMBING.

ETC.

D. REMOVE ALL SUSPENDED GYPSUM BOARD

CEILINGS AND BULKHEADS IN AREA OF WORK

EXCEPT IN AREA OVER INTERCONNECTED STAIR

AND LANDING. ALL CEILINGS AND BULKEHEADS ARE

GYPSUM BOARD ASSEMBLIES UNLESS OTHERWISE

NOTED.

E. BASE BUILDING WALLS ARE TO REMAIN AS

INDICATED ON THE DRAWING. REMOVE ALL FLOOR

BASE AND WALL MOUNTED ACCESSORIES.  REPAIR

AS REQUIRED.

F. REMOVE ALL SUSPENDED LAY IN TILE CEILING

SYSTEMS IN AREA OF WORK.

G. REMOVE ALL SECURITY AND

TELECOMMUNICATIONS, AND AUDIO VISUAL SYSTEM

CONDUIT AND WIRING.

H. PROVIDE FIRE STOPPING WHERE REMOVED

ITEMS PENETRATED THE CONCRETE FLOOR SLAB

I. HATCHED AREA INDICATES TYPICAL SUSPENDED

305MM BY 305MM SUSPENDED ACOUSTIC CEILING

GRID FOR REMOVAL.


