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GENERAL NOTES, A10

#

DRAWING NOTES, A10

1. REMOVE FULL HEIGHT GLASS AND/OR MIRROR

2. REMOVE FULL HEIGHT MIRROR  AROUND 

COLUMN PERIMETER

3. NOTE NOT USED

4. LOCATION OF EXISTING ELECTRICAL PANEL(S).  SEE

ELECTRICAL.

5. LOCATION OF TELECOM PANEL.  SEE ELECTRICAL.

6. PAINT TO BE REMOVED FROM CONCRETE COLUMN.

7. RAISED WOOD FLOOR PLATFORM TO BE REMOVED.

8. REMOVE VERTICAL FLUORESCENT LIGHTS AND

CASE (6 EACH CASE).

9. EXISTING TALL BUILT-IN CABINETS TO BE REMOVED.

10. EXISTING MILLWORK AND SINK TO BE REMOVED. SEE

MECHANICAL.

11. FIRE HOSE CABINET AND PLUMBING TO REMAIN

(TYPICAL).  REFER TO MECHANICAL.

12. GLASS DISPLAY CASE DOORS AND DISPLAY CASE

(APPROX. 2' x 2') TO BE REMOVED.

13. NOTE NOT USED

14. PROTECT EXISTING SLATE FLOOR AND STAIRS AND

        METAL AND GLASS RAILINGS  TO BE RETAINED.

15. REMOVE AND RELOCATE EXISTING THERMOSTAT.

SEE MECHANICAL.

16. COMMERCIAL SIDE-BY-SIDE REFRIGERATOR AND

SAFE (APPROX. 30" x 30" x 24" HIGH) TO BE REMOVED

17. CERAMIC DISPLAY SHELVES TO BE REMOVED. 

APPROX. 3 TILES APPROX. EVERY 2 LINEAR FEET

ALONG ENTIRE LENGTH OF WALL. TOTAL 72.

18. EXISTING COUNTER-HEIGHT BUILT-IN MILLWORK TO

BE REMOVED (TYPICAL).

19. EXISTING FREESTANDING MILLWORK AND/OR 

CABINETS TO BE REMOVED (TYPICAL).

20. EXISTING WOOD FRAME CONSTRUCTION BULK

       STORAGE UNITS TO BE REMOVED. NOMINALLY

       1500mm HIGH ON A RAISED PLATFORM..

21 RAISED CONCRETE SLAB (APPROX. 50 MM AFF)

   TO BE REMOVED

22.  CHANGE ROOM WOOD DIVIDERS WITH DOORS TO BE

      REMOVED.

23.  COUNTER HEIGHT BLACK PLASTIC LAMINATE

PODIUMS TO BE REMOVED.

24. PAINTED RAISED WOOD FLOOR TO REMAIN

25.  RETAIN AND PROTECT EXISTING SLIDING DOOR

26.  RETAIN AND PROTECT EXISTING GLAZED PARTITION

27.  REMOVE SIGNAGE INCLUDING BACKLIT LIGHT

FIXTURE CASES.  REF. ELEC.

A. REMOVE ALL INTERIOR PARTITION WALLS

INCLUDING ANY PLENUM BARRIERS, FLOOR BASE,

WALL MOUNTED ACCESSORIES, SIGNAGE, DOORS,

FRAMES, & SIDELIGHTS, HARDWARE,  FITTINGS,

LIGHT FIXTURES, AND OTHER WALL MOUNTED

SPECIALTY ITEMS.

B. BASE BUILDING WALLS ARE TO REMAIN AS

INDICATED ON THE DRAWING. REMOVE ALL FLOOR

BASE AND WALL MOUNTED ACCESSORIES.  REPAIR

AS REQUIRED. REMOVE ALL ACM  I.E. JOINT

COMPOUND GYPSUM BOARD ON PERIMETER WALLS,

TYPICAL.  REPLACE WITH NEW 16mm GYPSUM

BOARD. REMOVE AND REINSTATE BASEBOARD

PERIMETER HEATING UNITS AS REQUIRED TO

ENABLE GYPSUM BOARD REPLACEMENT. TAPE,

FINISH, PRIME.

C.  REFER TO ELECTRICAL FOR LOCATIONS AND

INSTRUCTIONS FOR REMOVAL OF EXISTING

ELECTRICAL FLOOR MONUMENTS.

D.  REFER TO ELECTRICAL FOR INSTRUCTIONS ON

THE REMOVAL/RELOCATION OF EXISTING

EQUIPMENT, LIGHTING, FIRE ALARMS, ETC.

E. REMOVE ALL SECURITY CONDUIT AND SECURITY

WIRING. REFER TO ELECTRICAL.

F.  REFER TO MECHANICAL FOR INSTRUCTIONS ON

THE REMOVAL OF EXISTING DUCTWORK,

DIFFUSERS, THERMOSTATS, PLUMBING, ETC.

G. REMOVE ALL FLOOR FINISHES AND ADHESIVES

EXCEPT WHERE NOTED OTHERWISE.  VINYL

COMPOSITE FLOOR TILES SHOULD BE ASSUMED TO

CONTAIN ASBESTOS UNLESS PROVEN OTHERWISE;

REFER TO DSR, SPEC. SECTION 01 14 25

H. REMOVE ALL BUILT-IN,  WALL MOUNTED

MILLWORK (TYPICAL).

I.  REMOVE ALL WALL MOUNTED MIRRORS (TYPICAL)

J. PROVIDE FIRE STOPPING WHERE REMOVED ITEMS

PENETRATED THE CONCRETE FLOOR SLAB OR

WALLS. 2 HR F.R.R. (TYPICAL)

K. REMOVE ALL PLUMBING FIXTURES (TYPICAL).

RETAIN SERVICES (HOT AND COLD WATER SUPPLY,

DRAINS, EXHAUST, VENTS ETC...).  REFER TO

MECHANICAL

L. REMOVE ALL COLUMN COVERINGS,INCLUDING

BUT NOT LIMITED TO  MIRRORS, WOOD PANELING,

APPLIED MILLWORK ASSEMBLIES,  DOWN TO THE

CONCRETE STRUCTURE (TYPICAL). REPORT TO THE

DEPARTMENTAL REPRESENTATIVE THE QUANTITY

OF EXPOSED COLUMNS FOUND THAT  HAVE PAINT

FINISH, PRESENT  AFTER REMOVAL OF COVERINGS

IS COMPLETED.

M. COLUMNS TO BE RESTORED TO THEIR ORIGINAL

EXPOSED FINISH. (TYPICAL)

N. DRAWING CAN BE SCALED FOR THE PURPOSE OF

ESTABLISHING EXTENT AND QUANTITY OF

MATERIALS TO BE REMOVED ONLY.

ROLL CARPET TO BE RMOVED.

HARDWOOD FLOORING TO BE

REMOVED

CERAMIC TILE TO BE REMOVED.

RESILIENT TILE TO BE REMOVED.

EXPOSED CONCRETE TO REMAIN

 LAMINATE TYPE FLOORING TO

BE REMOVED

QUARRY TILE TO BE REMOVED

PAINTED WOOD RAISED FLOOR

IN DISPLAY AREA TO REMAIN


