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' Public Works and  Travaux Publics et
KEY DEMOLITION NOTES l*. Government Services Services gouvernementaux
~ Canada Canada
@ UNLESS NOTED OTHERWISE DASHED WALLS INDICATE WALLS TO BE REMOVED AND DISPOSED OF OFF SITE
@ UNLESS NOTED OTHERWISE DASHED DOORS INDICATE DOORS, FRAMES, AND HARDWARE TO BE REMOVED
AND DISPOSED
@ UNLESS NOTED OTHERWISE DASHED GLAZING TO BE REMOVED AND DISPOSED
@ THIS DOOR AND HARDWARE TO BE REMOVED AND DISPOSED. DOOR FRAME TO REMAIN
FOR INSTALLATION OF NEW DOOR AND LEVERSET. EXISTING HINGES TO REUSED
@ SOLID SHADED WALLS INDICATE EXISTING WALLS TO REMAIN. REMOVE ANY AND ALL NAILS, ANCHORS,
'ETC IN THE WALLS IN PREPARATION OF REFINISHING EXISTING WALLS
@ UNLESS NOTED OTHERWISE DASHED GLAZING TO BE REMOVED AND DISPOSED
@ REMOVE EXISTING LAY—IN ACOUSTIC TILE CEILING IN ROOMS AS INDICATED. SEE MECHANICAL AND
ELECTRICAL DRAWINGS FOR REMOVAL OF MECHANICAL AND ELECTRICAL EQUIPMENT ON THE CEILING
T . . T , | DISPOSE OF CEILING TILE MATERIAL OFF SITE
i @ QS) i @@l i @(@ 15) | REMOVE EXISTING GYPSUM BOARD AND STEEL STUD BULKHEAD AROUND PERIMETER OF OPEN OFFICE
1 , 1 S\ AREA AND DISPOSE OF OFF SITE
I I Il N ' O
i , 1 l 1 5 p @ REMOVE EXISTING GYPSUM BOARD AND STEEL STUD BULKHEAD AT THIS LOCATION IN THE CORRIDOR R, Yok
I I I @ 13\ AND DISPOSE OF OFF SITE
il il if N
I L , I L I 3!@ ] L AN REMOVE SLOPED -TEXTURED GYPSUM BOARD BULKHEAD AT HIGH WINDOW LOCATIONS ALONG THIS WALL
i t | N AND DISPOSE OF OFF SITE. EXISTING STEEL STUD FRAMING TO REMAIN AS SUPPORT FOR NEW GYPSUM
I |1 | DN BOARD BULKHEAD
17 2] LR // )
'L@' ___'g'!,_ @ @_&@ @____ @ @l SLKOINEN | @ EXISTING OPEN STRUCTURE TO REMAIN. REMOVE EXISTING MECHANICAL AND ELECTRICAL EQUIPMENT
————————— - EHFEEES SRS EEEEEEL AN AS PER MECHANICAL AND ELECTRICAL DRAWINGS
7
Q) N (2) EXISTING CEILING IN THIS ROOM TO REMAIN
N\ @ EXISTING TEXTURED GYPSUM BOARD CEILING TO REMAIN AT THIS LOCATION. NEW LAY—IN ACOUSTIC
o — _1 ), N TILE CEILING TO BE INSTALLED BELOW THE EXISTING GYPSUM BOARD CEILING
Wwr s —————— i ‘ i i ﬂ” N ’
ll (8) 5 | 1‘5 NO ARCHITECTURAL DEMOLITION OR RENOVATION WORK TO BE CARRIED OUT IN THIS ROOM
!{ ,, ;i@ AN @ EXISTING EXTERIOR PERIMETER BULKHEAD ABOVE GLAZING TO REMAIN IN LOCATIONS AS INDICATED.
(D" V I} N\ REPAIR ANY AND ALL DAMAGE AS A RESULT OF WINDOW BLINDS OR DRAPERY TRACKS. FILL ALL
i || @l FASTENER HOLES. REMOVE AND REPLACE ANY AND ALL DAMAGED CORNER BEADS. PREPARE
i 2 @ I EXISTING BULKHEAD FOR REPLASTERING AND REPAINTING
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