BACKBOARD. SIZE AS INDICATED.
FINISHED ONE SIDE. PAINT WITH
3 COATS MARINE PAINT. COLOR
GREY. SECURELY MOUNTED TO

EXISTING
TIMBER
POLE

19mm MARINE GRADE PLYWOOD —_ |

POST. SIZED AS PER JUNCTION BOX.
SEE DETAIL /A
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SEE_DETALLS

2/C #12 TECK WITH

#14 Bond UP TO
JUNCTION BOX

STRAP CABLE TO POLE AT 1500mm INTERVALS
USING PVC COATED CABLE STRAPS.

7.620M

PVC MOLDED JUNCTION BOX c¢/w COVER
PLATE, MOUNTING FEET, GASKET, AND
STAINLESS STEEL SCREWS.

WHARF DECK

NSTALLATION

NOTES:

OF FIXTURE
2.  TYPICAL FOR

SCALE : N.T.S.

POLES 2, 3, & 4

12mm DIA. GALVANIZED

LAG BOLTS, 150mm
LONG (2 REQUIRED)
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&

1. TYPICAL MOUNTING HEIGHT IS 7620mm FROM WHARF DECK TO UNDERSIDE

19mm MARINE GRADE PLYWOOD BACKBOARD. ‘
FINISHED ONE SIDE. PAINT WITH 3 COATS MARINE

PAINT. COLOR GREY. SIZED AS PER JUNCTION BOX.

MOUNT BACKBOARD TO POLE WITH 2 x 12mm
GALVANIZED LAG BOLTS (150mm LONG).

SECTION PLYWOOD BACKBOARD m

SCALE : N.T.S.
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SEE DETAILS

-~ 2/C #12 TECK WITH

#14

JUNCTION BOX

STRAP CABLE TO POLE AT 1500mm INTERVALS

STRAP CABLE TO POLE AT 1500mm INTERVALS
USING PVC COATED CABLE STRAPS.

Bond UP TO

7.62M

] AND WHERE REQUIRED USING PVC COATED
—= CABLE STRAPS.
19mm MARINE GRADE PLYWOOD
BACKBOARD. SIZE AS INDICATED. PVC MOLDED JUNCTION BOX
FINISHED ONE SIDE. PAINT WITH ¢/w COVER PLATE. MOUNTING
3 COATS MARINE PAINT. COLOR '
FEET,GASKET, AND STAINLESS
GREY. SECURELY MOUNTED TO STEEL SCREWS
POST. SIZED AS PER JUNCTION BOX. A— '
SEE SECTION /A
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MACHINE BOLT

22mm DIA. GALV.
COUNTERSUNK

~—2/C #12 TECK c/w #14 BOND

LENGTH VARIES

MACHINE BOLT
22mm DIA. GALV.
COUNTERSUNK
LENGTH VARIES

3.08M

FROM JUNCTION BOX

—TECK CABLES TO BE STRAPPED TO
UNDERSIDE OF EXISTING DECK WITH
PVC COATED CABLE STRAPS AND

N STAINLESS STEEL ANCHORS.
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2/C #12 TECK
c/w #14 Bond
UP TO JUNCTION
BOX

PVC MOLDED JUNCTION BOX
c¢/w COVER PLATE, GASKET
AND STAINLESS STEEL SCREWS.
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1000mm

SCALE: 1:25
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19mm MARINE GRADE PLYWOOD
BACKBOARD. SIZE AS INDICATED.
FINISHED ONE SIDE. PAINT WITH 3
COATS MARINE PAINT. COLOR GREY.
SECURELY MOUNTED TO POST.
SIZED AS PER JUNCTION BOX.
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2/C #12 TECK 2/C #12 TECK
WITH #14 Bond WITH #14 Bond
WHEELGUARD
WHARF DECK i"l\
i L »
:| |{ [ 78mm (3 )
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m

LEVATION — POLE MOUNTED JUNCTION BOX /F%\

SCALE : N.T.S.

EXISTING TIMBER POLE\

12mm ¢ x 150mm Ig
LAG BOLTS (x4) N

BIRD SPIKES

BIRD SPIKES
\VW\V\V\VW’/ LED, MARINE RATED AREA
/‘ LIGHTING FIXTURE, 120 VOLT,

SUPPLIED BY OTHERS.

PVC COATED
CABLE STRAP

2/C #12 TECK CABLE —
WITH #14 BOND

PVC COATED ——/

CABLE STRAP

LUMINAIRE  MOUNTING DETAIL

P

1 GROUND)

P—3/C #14 CABTIRE
(CONDUCTOR COUNT=
1 HOT, 1 NEUTRAL,

CAST ALUMINUM WALL BRACKET
HOLOPHANE CAT# 0877

NOTE: SHAVE POLE FLAT TO
ACCOMODATE BRACKET

JUNCTION BOX, PVC MOLDED, OCTAGON,
c/w GASKET, COVERPLATE AND STAINLESS

STEEL SCREWS.

SCALE : N.T.S.

&

NOTE: TYPICAL FOR FIXTURE ON POLES 1, 2 & 3

NOTES:

1. ALL TECK CABLE OR METALLIC CONDUIT TERMINATED ON FIBREGLASS OR PVC
BOXES SHALL UTILIZE BONDING LOCKNUTS. ALL BONDING LOCKNUTS SHALL BE

CONNECTED TO GROUND USING A #14 AWG GREEN INSULATED CONDUCTOR.

2. CONTRACTOR TO SUPPLY AND INSTALL PVC COATED CABLE GLAND FOR ALL
CABTIRE CONNECTIONS.

3. CONTRACTOR TO SUPPLY AND INSTALL PVC COATED TECK CONNECTORS FOR
ALL TECK CABLE CONNECTIONS.

EXISTING TIMBER POLE

PVC COATED ———=1@

CABLE STRAP

2/C #12 TECK CABLE —

WITH #14 BOND

PVC COATED -—/

CABLE STRAP

P

D

3/C #14 CABTIRE

(CONDUCTOR COUNT=
1 HOT, 1 NEUTRAL,

1 GROUND)

BIRD SPIKES

LED, MARINE RATED AREA
LIGHTING FIXTURE, 120 VOLT,
SUPPLIED BY OTHERS.

BIRD SPIKES

CAST ALUMINUM WALL BRACKET

HOLOPHANE CAT# 0877
NOTE: SHAVE POLE FLAT TO
ACCOMODATE BRACKET

JUNCTION BOX, PVC MOLDED, OCTAGON,

c/w GASKET, COVERPLATE AND STAINLESS
STEEL SCREWS.

POLE #4 LUMINAIRE MOUNTING DETAIL m

NOTES:

SCALE :

&

N.T.S.

1. ALL TECK CABLE OR METALLIC CONDUIT TERMINATED ON FIBREGLASS OR PVC
BOXES SHALL UTILIZE BONDING LOCKNUTS. ALL BONDING LOCKNUTS SHALL BE
CONNECTED TO GROUND USING A #14 AWG GREEN INSULATED CONDUCTOR.

2. CONTRACTOR TO SUPPLY AND INSTALL PVC COATED CABLE GLAND FOR ALL
CABTIRE CONNECTIONS.

3. CONTRACTOR TO SUPPLY AND INSTALL PVC COATED TECK CONNECTORS FOR
ALL TECK CABLE CONNECTIONS.

- 2/C #12 TECK 1 POLE
_PANEL ‘A WITH #14 BOND CONTACTOR 'C1’
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HAND
120V COIL
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RED PILOT LIGHT
W _WHARF LIGHTING CONTROL SCHEMATIC rﬁ_\
WIRING DIAGRAM — 1 POLE CONTACTOR \B/
NOTES: SCALE : N.T.S.
1. CONTACTS RATED FOR 15 AMP, 120V

2.

15 AMP COIL
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