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Part 1 General

1.1 REFERENCES

A Canadian Standards Association (CSA International):
A CSA S350-M1980 (R0003), Code of Practice for Safety in Demolition of
Structures.

1.2 SUBMITTALS

A Submit shop drawings in accordance with Section 01 33 00 — Submittal
Procedures.
2 Before proceeding with demolition of load bearing walls of other walls and where

required by authority having jurisdiction, submit for review by the Departmental
Representative shoring and underpinning drawings prepared by qualified
professional engineer registered or licensed in the Province of Nova Scotia,
showing proposed method.

3 Prior to beginning of Work on site submit detailed Waste Reduction Work Plan in
Accordance with Section 01 74 21 — Construction/Demolition Waste
Management and Disposal and indicate:

A Descriptions of and anticipated quantities in percentages of materials to
be salvaged reused, recycled and landfilled.

Schedule of selective demolition.

Number and location of dumpsters.

Anticipated frequency of tippage.

Name and address of haulers, waste facilities and waste receiving
organizations.

o R w

1.3 WASTE MANAGEMENT AND DISPOSAL

A Separate waste materials in accordance with Section 01 74 21 —
Construction/Demolition Waste Management and Disposal.

1.4  SITE CONDITIONS

A Review “Designated Substance Report” and take precautions to protect the
environment.
Part 2 Products

2.1 NOT USED
A Not Used.
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Part 3 Execution

3.1 NOT USED
A Not Used.

END OF SECTION



