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1 General
1.1 REFERENCES

A Canadian Standards Association (CSA International):

1.2

2.1

2.2

2.3

3.1

A CSA C22.1, The Canadian Electrical Code, Part |, Safety Standard for
Electrical Installations.

SUBMITTALS

A Make submittals in accordance with Section 01 33 00 - Submittal Procedures.

Products

NAMEPLATES FOR PANELS

A Identify by Plastic laminate, 3 mm thick Melamine, matt white finish, black core,
square corners, lettering accurately aligned and engraved into core.

2 Sizes: 25 x 67 mm minimum.
3 Lettering: minimum 7 mm high, black.
4 Inscriptions: machine engraved to identify function.

NAMEPLATES FOR FIELD DEVICES

A Identify by plastic encased cards attached by plastic tie.

2 Sizes: 50 x 100 mm minimum.

3 Lettering: minimum 5 mm high produced from laser printer in black.

4 Data to include: point name and point address.

5 Companion cabinet: identify interior components using plastic enclosed cards with

point name and point address.
NAMEPLATES FOR ROOM SENSORS

A Room sensors to have no manufacturers label on them.

Execution

NAMEPLATES AND LABELS

A Ensure that manufacturer's nameplates, CSA labels and identification nameplates
are visible and legible at all times.
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2 Install labels to manufacturer’s instructions unless noted otherwise in this

specification.

3 Lamicoid identification to be mechanically fastened to equipment with screws or
chains.
4 Identification to be in the English language.

3.2 EXISTING PANELS

A Correct existing nameplates and legends to reflect changes made during Work.

END OF SECTION



