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PANNEAU DE DISTRIBUTION PDA (600V)
EXISTANT A MODIFIER. FOURNIR ET
INSTALLER NOUVEAUX DISJONCTEURS
SELON LES INDICATIONS.

LE NOUVEAU CONDENSEUR No.2 A ETRE

/ EXISTING DISTRIBUTION PANEL PDA (600V)
7O BE MODIFIED. SUPPLY AND INSTALL NEW
BREAKERS AS INDICATED,

NEW No.2 CONDENSING UNIT TO BE
CONNECTED TO EXISTING BREAKER
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FOURNIR, INSTALLER ET RACCORDER DES NOUVEAUX DISJONCTEURS
DE MEME MARQUE, TYPE ET CARACTERISTIQUES QUE L’EXISTANT

POUR LES POMPES P-01 ET P-02, POUR LE NOUVEAU REFROIDISSEUR

AND FOR NEW ROOFTOP CONDENSING
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APPENTIS - PROPOSE

LE FILAGE DE RACCORDEMENT DES EQUIPEMENTS SITUES SUR LE TOIT
SERA DE TYPE RW9Q INSTALLE DANS UN CONDUIT EMT LORSQUE SITUE
A L'INTERIEUR DU BATIMENT, ET AVEC TRANSITION VERS LE CABLAGE DE
TYPE TECK90 POUR L’INSTALLATION A L’EXTERIEUR. PREVOIR UNE
GARNITURE/BOITE DE TRANSITION APPROPRIEE AVANT LA SORTIE VERS

WIRING FOR THE CONNECTIONS TO EQUIPMENT LOCATED ON THE ROOF
SHALL BE RW90 TYPE INSTALLED IN AN EMT CONDUIT WHEN LOCATED
INSIDE THE BUILDING, WITH TRANSITION TO TECKS0 TYPE CABLE FOR
OUTSIDE INSTALLATION. PROVIDE APPROPRIATE FITTINGS/JUNCTION BOX
BEFORE EXITING THE BUILDING.

LE FILAGE DE RACCORDEMENT DES EQUIPEMENTS SITUES A L'INTERIEUR
DU BATIMENT SERA DE TYPE RW9O INSTALLE DANS UN CONDUIT EMT

WIRING FOR THE CONNECTIONS TO EQUIPMENT LOCATED INSIDE THE
BUILDING SHALL BE RW90 TYPE INSTALLED IN AN EMT CONDUIT.
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