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NOTES:

1. ALL COORDINATES ARE REFERENCED TO NAD 83 (CSRS), UTM ZONE 16N.

ELEVATIONS ARE REFERENCED TO MEAN SEA LEVEL.

2. ALL DIMENSIONS ARE IN METRES UNLESS NOTED OTHERWISE.

3. SURFICIAL DEBRIS SCATTERED ACROSS THIS AREA INCLUDES VARIOUS

NON-HAZARDOUS WASTE AND STEEL DRUMS NEAR THE AIRPLANE WRECKAGE,

BEACH DUMP (INCLUDING 2 VEHICLES, A CRANE AND DIESEL FUEL TANKS),

BEACH AIRSTRIP DUMP, BEACH LANDFILL AREA AND BEACH DRUM CACHE AND

MATERIAL WITH PCB AND LEAD AMENDED PAINT AND ASBESTOS CONTAINING

MATERIALS (ACMs) AT THE AIRPLANE WRECKAGE AREA.

4. ALL SURFACE DEBRIS IS TO BE REMOVED AND DISPOSED OF AS PER TENDER

SPECIFICATIONS PRIOR TO SOIL EXCAVATION AND/OR FILL PLACEMENT.

5. NON HAZARDOUS DEBRIS SHALL BE COLLECTED, SHREDDED AND COMPACTED

PRIOR TO DISPOSAL IN THE NHW LANDFILL AS PER TENDER SPECIFICATIONS.

6. STEEL DRUMS SHALL BE EMPTIED, CLEANED AND CRUSHED PRIOR TO DISPOSAL

IN THE NHW LANDFILL AS PER TENDER SPECIFICATIONS.

7. VEHICLES SHALL BE DISMANTLED, SHREDDED AND COMPACTED PRIOR TO

DISPOSAL IN THE NHW LANDFILL AS PER TENDER SPECIFICATIONS.

8. ASBESTOS CONTAINING MATERIALS (ACMs) SHALL BE DOUBLE BAGGED PRIOR

TO DISPOSAL IN THE NHW LANDFILL. ACMs TO BE REMOVED AND HANDLED AS

PER TENDER SPECIFICATIONS.

9. LEAD AND PCB AMENDED PAINT SHALL BE ABATED ON-SITE, SEE HANDLING AND

DISPOSAL REQUIREMENTS IN TENDER SPECIFICATIONS.

10. BDA8: DEBRIS AND SOIL TO BE EXCAVATED AND CHARACTERIZED. DEBRIS/SOIL

DISPOSAL REQUIREMENTS SHALL BE BASED ON RESULTS OF TESTING.

11. BDA7: TO BE REGRADED WITH 0.75m OF TYPE 1 GRANULAR FILL FOLLOWING

REMOVAL OF SURFICIAL DEBRIS. REGRADE SIDE SLOPES 6H:1V MAXIMUM

UNLESS NOTED OTHERWISE.
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