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C09

HYDROCARBON IMPACTED SOIL

TREATMENT CELL

GENERAL NOTES:

1. ALL DIMENSIONS ARE IN METERS UNLESS OTHERWISE

NOTED.

2. ALL COORDINATES ARE REFERENCED TO NAD83 (UTM) ZONE

16N.  ELEVATIONS ARE REFERENCED TO MEAN SEA LEVEL.

3. HEIGHT OF PERIMETER BERM MAY VARY DEPENDING ON

SURROUNDING TOPOGRAPHY AND FINAL DESIGN GRADES

AND ELEVATIONS.

4. FOR MONITOR WELL LOCATIONS AND INSTALLATION

DETAILS, SEE DRAWING No. C10. EXACT LOCATIONS TO BE

FIELD CONFIRMED BY DEPT. REPRESENTATIVE.

5. CONSTRUCTION OF TREATMENT CELL TO BE IN

ACCORDANCE WITH REQUIREMENTS OF SECTION 31 22 15 -

GRADING AND SECTION 02 61 00 - HYDROCARBON SOIL

TREATMENT.  DESCRIPTIONS OF GRANULAR MATERIAL

TYPES SHOWN ON THIS DRAWING ARE DETAILED IN SECTION

31 05 17 - AGGREGATE MATERIALS.

6. LINER INSTALLATION AND MATERIALS TO BE IN

ACCORDANCE WITH WITH SECTION 31 32 19.01 -

GEOTEXTILES AND SECTION 31 32 19.02 - GEOMEMBRANES.
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PLAN OF SOIL TREATMENT CELL
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