CONTINUE SECOND

SECTION OF G1 GLAZING

— TO MATCH 3285mm
UNIT SHOWN

COLUMN BETWEEN
TWO G1 GLASS
SECTIONS

NEW 6mm THK INTERIOR GLAZING IN PRESS STEEL WELDED.
INSTALL CENTER VERTICAL MULLION. PARTITION BELOW AND
ABOVE GLAZING TO BE CONSTRUCTED AS PER WALL TYPE 1,

/ TO MATCH ADJACENT CONSTRUCTION

|
NEW 6mm ®HK CLEAR LAMINATE GLASS SERVICE WINDOW IN PRESS
STEEL WELDED FRAME. CUT TWO 102mm DIA. SPEAKING HOLES, EDGES
TO BE PENCIL POLISHED. AT BOTTOM OF UNIT, CUT A 100mm HIGH X
400mm WIDE PASS THROUGH OPENING IN LOWER METAL FRAME WITH
12mm RADIUS TOP CORNERS, ALL EDGES TO BE PENCIL POLISHED.
PROVIDE ALL REQUIRED BLOCKING AND SUPPORT.
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CORRIDOR

103

MAIL SORTING

2082

PLASTIC LAMINATE COUNTER TOP
CONSTRUCT WITH TWO LAYERS OF 19mm
PLY. FINISH ALL SURFACES WITH PLASTIC
LAMINATE. PROVIDE ALL REQUIRED
BLOCKING AND SUPPORT.

COUNTER TOP TO BE CONSTRUCTED WITH 2
LAYERS OF 19MM PLY. COUNTER TO HAVE
38mm LIP FRONT AND SIDES. FINISH WITH
P.LAM. WRAP P.LAM ON UNDERSIDE OF
COUNTER EDGE. ANCHOR COUNTER SECURE
TO REAR PARTITION. INSTALL 50mm
X50mm SOLID WOOD BLOCKING ALONG
BACK EDGE BELOW SURFACE AS WELL AS
INSTALL TWO ANGLED SUPPORT GABLES
CONSTRUCTED WITH 19MM PLY, FOR
COUNTER TOP SUPPORT. FINISH ALL
SURFACES WITH P.LAM L1

SECTION: SERVICE WINDOW AND COUNTER /75
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BASE /
ELEVATION: MAIL SORTING AREA WALL AND SERVICE WINDOW m
SCALE: 1:20
0438 305mm DEEP (INTERIOR)
UPPER CUPBOARDS WITH
INSTALL FOR CABINETRY IN AREA 203, LENGTH TO BE 3350 IN LENGTH ADJUSTABLE FULL DEPTH
CABINETRY INTERIOR SHELF. DOORS TO BE
TIGHT AGAINST EQUAL WIDTH.
DOOR FRAME 5 TO BE CONSTRUCTED FROM
(ATD/ 305mm DEEP 19mm WHITE MELAMINE. APPLY
— (INTERIOR) UPPER  PLASTIC LAMINATE TO ALL
P CUPBOARDS DOOR FACES AND EDGES AND 305 305
: ANY EXPOSED EXTERIOR NTER NTERIOR
/ \ / \ SURFACES OF CUPBOQARDS. 305mm DEEP (|NTER|OR) UPPER 8
~ I CUPBOARD OVER MICROWAVE CUPBOARD. 8
FINISH ALL PR B N S N SOMM HIGH LIGHT | 3 DOORS TO BE EQUAL WIDTH. — g
SURFACES - ©
WITH PLASTIC AREA \ VAN VN VALANCE
L AMINATE FOR , , 457mm DEEP (CLEAR) OPEN SHELF 7
' A MICROWAVE nln/ nln 7 610mm DEEP POST 610mm DEEP POST FORMED FOR MICROWAVE. ANGLE SIDE GABLES ©
610 H H H H FORMED COUNTER  COUNTER TOP WITH 100mm : AS SHOWN. FINISH ALL SURFACES WITH =
INSTALL MOSAIC @] CHEAR INTERIOR . . . . — TOP. FINISH WITH  HIGH BACKSPLASH AND R PLASTIC LAMINATE. 9 457
TILE WT—1 FROM B ] [ [ [ [ P LAM 38mm LIP. REFER TO = 2 ——E
COUNTER TO : ; =l ] [ [ [ [ MECHANICAL DRAWINGS FOR 610mm DEEP COUNTER TOP
UNDERSIDE OF —— | I I I I I I I FAUCET AND SINK o CONSTRUCTED WITH 19mm PLYWOOD
CABINETRY. THE L e | [ | I I I SPECIFICATIONS. o « WITH 100mm HIGH BACKSPLASH AND ol T
305MM_DIMENSION o | I | I | e | | I | I | I | = 38mm LIP. FINISH WITH P.LAM Ax A =
OF TILE TO RUN = — e — PER SPECIFICATIONS. CAULK ALL —=k
HORIZONTAL. AT — 1 L [ [ [ =5 [ FIXED PLAM | \ | S JUNCTIONS OF COUNTER AND WALL | | 8
END OF TILE , I I FIXED GABLE = WITH CLEAR CAULKING. C ,
BACKSPLASH ON & = -} ‘
BOTH SIDES, E -~ R I BELOW SINK INSTALL KNEE BAFFLE i LOWER STORAGE CUPBOARD
INSTALL BRUSHED & — - OPEN : USING 19mm MDF, WITH ADJUSTABLE FULL DEPTH ———=
ALUMINUM _ === fF===== = FINISHED WITH PLASTIC INTERIOR SHELF. DOORS TO
ANODIZED o = “ : 3 LAMINATE ON ALL %ﬁk 3 BE EQUAL WIDTH. FINISH WITH S
ALUMINUM _ — - GABLE o 0 SURFACES. MOUNT ON © P.LAM ©
SCHLUTER STRIP. & o SIDE WALLS WITH 230mm HIGH X 152 rmm
FOR ADDITIONAL g BRACKETS. PROVIDE ALL S FINISH ALL EXPOSED 2
TILE INFORMATION « REQUIRED BLOCKING AND r'> SURFACES WITH P.LAM S
SUPPORT. | A
INSTALL 100mm HIGH RUBBER ~ A 152
EQUAL EQuAL ) 914 k 610 COVE BASE AT JUNCTION OF S
P.LAM BASE AND FLOOR.
ELEVATION:  KITCHENETTE COUNTER /3\ SECTION:  COUNTER N\ SECTION:  COUNTER /5
1:20 AREA 209 \ATQ 190 ATQ 190 ATQ
SCALE : 1:20
Omm 500mm 1000mm 1500mm 2000mm 2500mm

PAINT GRADE
WOOD DOOR
914 610
/
/ | —— 2134mm
7 HEIGHT CLEAR
/ LAMINATED
/ \ GLASS
4 SIDELIGHT
4 g k
P DI METAL FRAME
g / R VINYL FILM
Q. e
N | \ PATTERN TO HAVE
5 e I A 13mm CLEAR
=] HORIZONTAL SPACE
= PN I BETWEEN SECTIONS
Tk SUPPLY AND APPLY
\ VINYL FILM ON ALL
GLASS SIDELIGHTS —
\ FOUR TOTAL —
S PATTERN AS INDICATED
——BY SHADING. FILM TO
BE 3M SCOTCH
FLECTROCUTE "FROSTED
CRYSTAL" #7725-324.
APPLY ON INTERIOR
SIDE OF GLAZING. ALL
CUTS TO BE STRAIGHT
AND EVEN.
ELEVATION: DOOR & GLAZING /é\
SCALE: A10
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