“ JANITOR

—

ELEVATOR

EL

TOR

L]
D.F.

REMOVE TBAR CEILING
SYSTEM IN THIS ROOM

4

MAIN LOBBY
400

—

L /
ARDG / | OFFICE
RON TRITES 405 407 WORK STATION
BOARDROOM g 1 | TN AREA =
404 _— — |!_ _—_—:/ “L — —:/ ll: 408

\ZZAVE DOORS AND

HARDWARE FOR REUSE

e

SUITE CORRIDOR

L

-

[}
L

[]

]

up DN

EAST
STAIRWELL

i I INSTALL TARP HOARDING
STAIR STORAGE M FOR DUST CONTROL INSTALL TARP HOARDING
" RDG PRIOR TO START OF FOR DUST CONTROL /
e oo WORK STATION PEMOLITION. WORK STATION e ee o o
10R 10R AREA AREA ’
MECHANICAL
ROOM
CORRIDOR BOARD ROOM I OFFICE 375
| E s =
REFER TO FINISH PLANS AND
SPECIFICATIONS FOR REMOVAL
OF FLOORING AND WALL BASE
/1 DEMOLITION PLAN — LEVEL FOUR
PHONE 2 W
1 COLLABORATIVE
AREA
402
L ALL DIMENSIONS ARE TAKEN FROM THE INSIDE FINISHED
FACE OF DEMISING OR EXTERIOR PARTITIONS AND FROM
ELEVATOR THE CENTER OF INTERIOR TENANT PARTITIONS UNLESS
NOTED OTHERWISE.
NOTIFY DEPARTMENTAL REPRESENTATIVE/PROJECT
M N MANAGER IMMEDIATELY IF ANY DIMENSIONS ARE DIFFERENT
T THAN DIMENSIONS NOTED ON DRAWINGS. NOTE THAT +/—
25mm IS ACCEPTABLE EXCEPT FOR DIMENSIONS NOTED AS
"CLEAR”. THESE ARE TO BE EXACT DIMENSIONS.
@“ JANITOR /
L1
5F \/
’Jj — L] L
ELEVATOR ( ARDG OFFICE
i RON TRITES o 405 WORK STATION 407/ WORK STATION
BOARDROOM N AREA AREA 7
5 e
404 706 408
MAIN LOBBY
ELEVATOR 55 o oN
H ALL WORK STATIONS IN AREAS STEIAR%JELL
’ .- 408 AND 411 WILL REMAIN
SUITE CORRIDOR OCCUPIED DURING CONSTRUCTION. |
:
;I—l L f INSTALL NEW
COUNTER TIGHT
STAIR o STORAGE - _ O /Q/AGNNST DOOR
GEXISD 415 ] &isD (ExsT/ FRAME
W, o WORK STATION WORK STATION _
10R
1oF AREA G RDG AREA KITCHENETTE [ MECHANICAL
(414 | (417 | 411 | (a0]  [3| g RooM
BOARD ROOM I OFFICE N 409
CORRIDOR |
— 4T3 C3) [+
401 MO Lt
[ \\ \-
-I AREAS 412 THROUGH 416 WILL REMAIN OCCUPIED DURING
CONSTRUCTION. CONSTRUCT
NEW
PARTITION
FLUSH WITH
EXISTING
COLUMN

| COLLABORATIVE
AREA

EL

TOR

402
i

/2 CONSTRUCTION PLAN — LEVEL FOUR

N
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INDICATES ALL EXISTING PERIMETER AND INTERIOR
PARTITIONS TO REMAIN AS |S. PATCH ALL BLEMISHES
ON INTERIOR DRYWALL AND ALL COLUMN SURFACES
AS REQUIRED DUE TO DEMOLITION AND PREP FOR
NEW FINISHES. PATCH AND/OR REPAIR ALL DRYWALL
AS REQUIRED DUE TO REMOVAL OF ELECTRICAL,
MECHANICAL OR SECURITY EQUIPMENT.

INDICATES DEMOLITION OF PARTITIONS, DOORS AND
MISCELLANEOUS MILLWORK. REMOVE ALL RELATED
ITEMS INCLUDING GLAZING, FRAMES, ETC. AND REPAIR
ALL DAMAGE. ANY PARTITIONS EXTENDING SLAB TO
SLAB TO BE REMOVED IN ENTIRETY. REMOVE ALL
FLOORING AND WALL BASE THROUGHOUT. REFER TO
MECHANICAL AND ELECTRICAL DRAWINGS FOR
REMOVAL OF ELECTRICAL AND MECHANICAL RELATED
FIXTURES AND EQUIPMENT.

PARTITION TYPE 1

® 92mm (3§") STEEL STUDS AT 610mm C/C, 25 GAUGE
FILL WALL CAVITY WITH 89mm THICK SOUND
ABSORPTIVE BATT

APPLY ONE LAYER 12.7mm (1/2”) GYPSUM BOARD ON
BOTH SIDES

PARTITION TO EXTEND TO UNDERSIDE OF TBAR
CEILING. CAULK AROUND ALL WALL PENETRATIONS

INDICATES EXISTING DOORS, FRAMES AND HARDWARE
TO REMAIN AS IS.

INDICATES NEW DOOR, FRAME AND HARDWARE —
REFER TO DOOR NOTES BELOW.

INDICATES LOCATION OF NEW MILLWORK — REFER TO
DETAILS

CONSTRUCTION NOTES:

1. ALL PARTITIONS TO BE LAID OUT BEFORE COMMENCING
CONSTRUCTION. CONTACT DEPARTMENTAL REPRESENTATIVE /
PROJECT MANAGER IF THERE ARE ANY DISCREPANCIES IN THE
DIMENSIONS.

2.. UNLESS NOTED OTHERWISE, THE START OF ALL DOOR
OPENINGS (RSO) ARE TO BE LOCATED 102mm FROM CORNER OF
THE ADJACENT PARTITION.

3. PROVIDE BLOCKING/SUPPORT IN ALL PARTITIONS AS REQUIRED
TO SUPPORT NEW CABINETRY AND MILLWORK.

DOOR NOTES:

DOOR D405.1

NEW 914mm X 2134mm X 44mm THICK SOLID CORE WOOD PAINT
GRADE DOOR AND 610mm WIDE FULL HEIGHT 6mm LAMINATED
GLASS SIDELIGHT IN PRESSED STEEL WELDED METAL FRAME (16
GA.). PROVIDE NEW HEAVY DUTY HINGES AND DOOR STOPS TO
MATCH EXISTING STYLE. PROVIDE NEW LEVER LOCKSET TO MATCH
EXISTING STYLE. REFER TO DRAWING A10 FOR SIDELIGHT DETAILS

PROVIDE TWO NEW KEYS THAT TIE INTO THE BUILDING'S MASTER
KEYING SYSTEM,

SUPPLY AND INSTALL STAINLESS STEEL COAT HOOKS, TWO FOR
EACH ROOM DESIGNATED AS OFFICE. MODEL: RICHELIEU #223—NBR
(BRUSHED NICKEL) OR EQUIVALENT. INSTALL COAT HOOKS ON
BACK OF EACH DOOR, ONE AT 1200mm AFF AND ONE AT
1600mm AFF IN THE CENTER OF THE DOOR.
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