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GENERAL NOTES:
1. ALL DIMENSIONS IN MILLIMETRES UNLESS SPECIFIED
OTHERWISE.
NOTE: |
CONFIRM ACTUAL LOCATION OF THE REPAIRS ON SITE 2. ALL ELEVATIONS IN METRES.

WITH THE DEPARTMENTAL REPRESENTATIVE. A 4
3. DO NOT SCALE FROM DRAWINGS, USE DIMENSIONS AS

SHOWN.

4, THE BUILDING FOUNDATION AND FOOTING DOES CHANGE
IN SHAPE, SIZE AND DEPTH FROM WHAT IS INDICATED
IN SOME AREAS AROUND THE BUILDING PERIMETER.
HOWEVER, THE DETAIL PROVIDED DOES INCLUDE THE
TYPICAL INFORMATION NECESSARY TO COMPLETE THE
REPAIRS. CONDUCT OR CARRY OUT SIMILAR REPAIRS TO
OTHER AREAS CONSISTENT WITH THIS GENERAL
ARRANGEMENT AND TO THE APPROVAL OF THE
DEPARTMENTAL REPRESENTATIVE.

~ EXISTING BUILDING ~

INTERIOR SLAB REPAIR #3 (£S00 x +£S20 x +100)

SEE DETAIL n

5. DURING AN INVESTIGATION IN NOVEMBER 2015, THE
SLAB—ON—GRADE PORTION OF THE WHARF DECK WAS
NOTED TO BE UNDERMINED BETWEEN 0.5M TO 1M NEAR
THE SOUTHEAST CORNER OF THE EXISTING BUILDING.
THE FULL EXTENT OF THIS UNDERMINING WAS NOT
CONFIRMED DURING THE INVESTIGATION BUT IT IS
SPECULATED TO EXTEND THE FULL LENGTH OF THE

EXISTING DOORWAY
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VOID UNDER EXISTING WHARF DECK PERIMETER TO BE
COMPACTED, WRAPPED WITH GEOTEXTILE AND
BACKFILLED WITH ROCK FILL TO APPROVAL OF THE
DEPARTMENTAL REPRESENTATIVE (SEE NOTE 5)
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SAW CUT EDGES AND INSTALL 20mm
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AND SEAL. SIMILAR TO DETAIL S ON

SHEET CS.
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FILLING — REPAIR DETAIL

NEW POLYETHYLENE MOISTURE BARRIER
NEW 100mm COMPACTED GRANULAR BASE

NEW 300mm COMPACTED GRANULAR SUB-BASE

NEW GEOTEXTILE OVER EXISTING COMPACTED
COMPETENT MATERIAL

EXPOSE COMPETENT MATERIAL AT BASE OF
EXISTING VOID AND COMPACT TO
REQUIREMENTS OF THE SPECIFICATION TO
RECEIVE NEW ROCK FILL MATERIAL. ALL
PREPARATION WORK ON EXISTING MATERIAL,
INCLUDING WORK ON AND AROUND THE
EXISTING BUILDING FOUNDATION AND
CRIBWORK, SHALL BE COMPLETED WITH CARE
AND CAUTION SO AS NOT TO DAMAGE OR
DISTURB INTEGRITY OF EXISTING STRUCTURES.
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REGRADE AND COMPACT EXISTING
MATERIAL TO APPROVAL OF THE
DEPARTMENTAL REPRESENTATIVE

TYPICAL INTERIOR SLAB REPAIR DETAIL
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INSTALL NEW EXPANSION JOINT SIMILAR
as /— TO DETAIL 10 ON SHEET C5

SCALE : 1:100 516 BUILDING IS CURRENTLY BARRICADED TO TRAFFIC AND
THEREFORE THE CONTRACTOR SHALL USE EXTREME
Oom 1m 2m 3m 4m 5m 6m 7m 8m Sm 10m CAUTION WHEN WORKING IN AND AROUND THIS AREA.
DURING DEMOLITION THE CONTRACTOR SHALL PROVIDE
TEMPORARY SUPPORTS AND BRACING AS REQUIRED TO
STABILIZE THE BUILDING AND UNDERLYING CRIB
STRUCTURE AND CONTAIN SUBGRADE MATERIAL UNDER
THE BUILDING TO PREVENT ANY UNDERMINING. REPAIRS
TO THE AREA SHALL BE COMPLETED IN ACCORDANCE
WITH DETAILS PROVIDED ON THIS SHEET.
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COSTS RELATED TO THESE
UNKNOWNS AND ASSOCIATED RISKS
ACCORDINGLY.

LINE COMPLETE EXCAVATED SURFACE WITH
GEOTEXTILE
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SUB—EXCAVATE AND REMOVE EXISTING MATERIAL AS REQUIRED TO
INSTALL NEW GRANULARS. COMPACT EXISTING MATERIAL TO
REQUIREMENTS OF THE SPECIFICATION. DO NOT UNDERMINE EXISTING
STRUCTURES DURING EXCAVATION. PROVIDE TEMPORARY SUPPORTS AND
BRACING AS REQUIRED TO STABILIZE EXISTING STRUCTURES.

EXCAVATE TO STABLE SLOPE
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