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NOTE:

TEXT AND EQUIPMENT ARE

EXISTING. DARK TEXT AND EQUIPMENT
ARE NEW. ALL HATCHED OBJECTS TO BE
REMOVED

WALL

MIN 12mm/MAX 25mm CLEARANCE

FIBERGLASS BATT 2 PCF TO 3
PCF PACKED IN CAVITY

PIPE SLEEVE SIZED TO SUIT
PENETRATING PIPE:

MIN. 90mm FOR 75mm PIPELINE
MIN. 65mm FOR 50mm PIPELINE

EXISTING CEILING

SEAL WITH 2—HOUR FIRE PROOF

- - MATERIAL
I~
2 min. 25mm REQUIRED BETWEEN
_/ PIPE THREADS OR FITTINGS AND
CYUE%/E‘% WALL (BOTH SIDES OF WALL
AKEN PENETRATION)
ROD NON—HARDENING RESILIENT
SEALANT. SEAL PIPE SLEEVE TO
WALL WEATHER TIGHT WITH
NON—SHRINK GROUT
/1 \WALL PENETRATION DETAIL
\W-203/ SCALE: N.T.S.
NOTE

PIPES TO BE SUPPORTED AT INTERVALS NOT
EXCEEDING 3.0m.

EXISTING
WALL

EXISTING FLOOR

EXISTING CEILING

\NEW STEEL PIPE CLAMP AND THREADED

ROD ANCHORS SIZED TO SUIT PRODUCT
PIPELINES SUITABLY ANCHORED IN
EXISTING CEILING @ 3.0m o/c max.

IPE HANGER DETAIL

SCALE: N.T.S.
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ALL BUILDING PENETRATIONS MUST BE SCANNED
PRIOR TO ALL CORING ACTIVITIES AND APPROVED
BY DEPARTMENTAL REPRESENTATIVE.

ALL NEW FUEL PIPE PENETRATIONS THROUGH
BUILDING FLOORS MUST BE SEALED WITH A 2
HOUR FIRE—RESISTANT RATED MATERIAL

5 IC_A OR I?rENETRATIC_)N DETAIL

LOC
LE:

(5\F
\23/'S

UV—PROOF BLACK
LETTERING MIN. 25mm IN

)

SIGN FASTENED TO—/
BUILDING EXTERIOR (TYP.
4 LOCATIONS)

3mm THICK ALUMINUM—/

BACKING

UV—-PROOF YELLOW —
BACKGROUND

2

/ 7\ SIGN FOR
w SCALE: N.T.S.

HEIGHT
/[ o
BUILDING SERVICES DIESEL FUEL/
FUEL OIL SHUT—OFF VALVE
=
£
K
VALVE DE FERMATURE DE DIESEL 3
ALIMENTATION /MAZOUT EQUIPEMENTS
DE SERVICE DU BATIMENT
o
_/
300mm MIN

FUEL OIL PIPES OUTSIDE BUILDING

N.T.S.

BLACK LETTERING MIN.
25mm IN HEIGHT

<

HEIGHT SIZED TO SUIT

5

= RISER CLAMP TO SUIT PIPE

%comzo HOLE FOR PIPELINE. ALLOW
CLEARANCE FOR APPROVED FIRESTOP
SYSTEM TO BE INSTALLED IN ALL
PENETRATIONS BY A CERTIFIED

O INSTALLER.

BLACK LETTERING
15mm HIGH

TEXT ON BOTH

UV—PROOF YELLOW
BACKGROUND

\CLEVIS HANGERS SIZED TO SUIT

PIPING SUITABLY ANCHORED IN
EXISTING CEILING AT 3m o/c MAX

3\ CLEVIS HANGER DETAIL
\U-23/ SCALE: N.T.S.

SIDES OF TAG

FUEL OIL/
MAZOUT
9400L

2mm THICK
65mme
LAMACOID LABEL

(6 \MAIN TANK FILL PIPE TAG

M-203/ SCALE: N.T.S.

\_

RACCORD DE REMPLISSAGE AU
RESERVOIR DOIT ETRE ETANCHE

UV—PROOF,
ADHESIVE LABEL.
WHITE BACKGROUND
\
WARNING:
TANK TO BE TIGHT
/ FILLED ONLY
SIZED TO SUIT
SPILL CONTAINER LID
. AVERTISSEMENT:

_/

SIZED TO SUIT SPIIl CONTAINFR [ID

‘ S

PILL CONTAINMENT LID LABEL

SCALE: N.T.S.
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