NOTE:

EXISTING. DARK TEXT AND
EQUIPMENT ARE NEW. ALL HATCHED

OBJECTS TO BE REMOVED

TEXT AND EQUIPMENT ARE
‘ PROVIDE PIPE

SUPPORTS FOR
TEMPORARY PIPING

@ Stantec

EXISTING 9400L FO STORAGE
TANK TO BE DRAINED AND
TEMPORARILY REMOVED, THEN
REINSTALLED AS DESCRIBED ON
DWG M—201 & M—202. INSTALL
CONCRETE PAD AS PER
STRUCTURAL DRAWING S—101.
NEW PAD SHALL NOT INTERFERE
WITH EXISTING PILES OR PIPE
SUPPORTS.

SHUT OFF VALVE FOR TEMPORARY TANK| ON FOS

ONE ULC LISTED TEMPORARY FO TANK INSTALLED ON
A NON—-COMBUSTIBLE PLATFORM SUCH AS CONCRETE
BLOCKS OR |STEEL BEAMS. CAPACITY NOT LESS THAN
900L AND NOT TO EXCEED 1500L. SEE SEQUENCE
OF WORK ON DRAWING M-+201

FUEL GAUGE| SIZED TO SU|IT TEMPORARY
TANK

TANK FILL C/W ULC SPILL CONTAINER
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The Contractor shall verify and be responsible for all dimensions. DO NOT scale
the drawing - any errors or omissions shall be reported to Stantec without delay.

The Copyrights to all designs and drawings are the property of Stantec. Reproduction
or use for any purpose other than that authorized by Stantec is forbidden.
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FOR FUEL OIL RETURN 1. SYSTEMS TO BE INSTALLED AS PER:
F0S FUEL OIL SUPPLY e CANADIAN ENVIRONMENTAL PROTECTION ACT, STORAGE TANK SYSTEMS FOR PETROLEUM PRODUCTS AND ALLIED
BOLLARD (TYP. 7) PETROLEUM PRODUCTS REGULATIONS, SOR/2008-197.
O O/ VENT ¢ CSA B139-15 INSTALLATION CODE FOR OIL BURNING EQUIPMENT 2015. Revision B Appd.  YY.MM.DD
] PIPE CAP e NATIONAL FIRE CODE OF CANADA, 2010.
m NEW 756 FOR LINE ) e CCME ENVIRONMENTAL CODE OF PRACTICE FOR ABOVEGROUND AND UNDERGROUND STORAGE TANK SYSTEMS
D DISTRIBUTION UP TO DAY ¢ PIPE BREAK CONTAINING PETROLEUM AND ALLIED PETROLEUM PRODUCTS, PN 1326.
| \'Al TANK BRANCH CONNECTION L—% RELIEF (R) OR SAFETY (S) VALVE ° THE ”“CANADIAN ELECTRICAL CODE”
NEW 508 T T NEW 508 FOR LINES 1O e ALL MANUFACTURER’S INSTRUCTIONS AND SPECIFICATIONS
BA|_|_ VAL\/E EACH INDIVIDUAL DAY TANK A|_|_ CODES TO BE LATEST \/ERS|ON B ISSUED FOR TENDER DB IF 15.07.28
\Z-}. | AFTER BRANCH @ PUMP A ISSUED FOR 99% REVIEW DB IF 15.05.26
EXISTING 508 FOS TO T CONNECTION 2. CONTRACTOR SHALL BE QUALIFIED TO CONDUCT ABOVEGROUND FUEL STORAGE TANK, PIPING AND RELATED SYSTEM sued 5 oo YY MDD
Blbe RO DITRIBUTION 2 ~J SWING GATE CHECK VALVE ALTERATIONS, REPAIRS, INSTALLATION AND REMOVAL WORKS. ssue
\ | (o] BALL VALVE 3. PIPING LAYOUTS ILLUSTRATED ON DRAWINGS INDICATE THE GENERAL ROUTING AND ARRANGEMENT OF PIPE WORK
@ 3 Y - Y STRAINER AND DO NOT SHOW ALL PIPING, FITTINGS, EXPANSION LOOPS, COMPENSATORS, ANCHORS, GUIDES, SUPPORTS, File Name:  144901910_Fuel Oil Mech.dwg
$—| AN v OFFSETS AND OTHER DEVICES REQUIRED FOR THE COMPLETE INSTALLATION. THE CONTRACTOR SHALL BE Dwn. Chkd.  Dsgn.  YY.MMDD
5 s 1 UNION CONNECTION RESPONSIBLE FOR ALL PIPING, FITTINGS, EXPANSION LOOPS, COMPENSATORS, ANCHORS, GUIDES, SUPPORTS, PermitSedl
NEW WALL MOUNTED FUEL OIL & oK N\ 7 et FLEXIBLE CONNECTOR OFFSETS AND OTHER DEVICES REQUIRED. ANY DEVIATION FROM THE NEAT ORGANIZED INTENT OF THE DESIGN
MONITORING EQUIPMENT. | AR N 3, MUST BE APPROVED BY THE DEPARTMENTAL REPRESENTATIVE IN ADVANCE.
S OIS Bl TR, - B o e e
N
4. IF FURTHER CLARIFICATIONS ARE REQUIRED ON EQUIPMENT OR THE INSTALLATION OF EQUIPMENT, IT IS THE PERMIT TO PRAGTICE
OIL FILTER W/ DRIP PAN ,
LOCATION ON SITE WITH e @/ X0 @ L / RESPONSIBILITY OF THE CONTRACTOR TO ISSUE A REQUEST FOR INFORMATION TO THE DEPARTMENTAL STANTEC, ARCHIEGTE LTD.
DEPARTMENTAL REPRESENTATIVE. TR Q PRESSURE GAGE REPRESENTATIVE. Signatiire
C D Date _‘28 m_z_ﬂ“_;
. 5. IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO RE—INSTATE SITE CONDITIONS TO MATCH THOSE THAT EXISTED T - Pieng
PRIOR TO CONSTRUCTION. THE DEPARTMENTAL REPRESENTATIVE WILL CONDUCT A JOINT PHOTOGRAPHIC INVENTORY e e ™
' REPLACE COMPRESSION FITTING ON OF THE WORK SITE AND PERIPHERY PRIOR TO CONSTRUCTION TO ESTABLISH BASELINE CONDITIONS.
— OIL FILTER INLET WITH FLARED 6. DO NOT UNDERMINE OR COMPROMISE ANY BUILDING FOUNDATIONS OR EXISTING UNDERGROUND UTILITIES. THE
FITTING C/W FLARED FORGED NUTS CONTRACTOR IS RESPONSIBLE FOR OBTAINING ALL UTILITY LOCATES, CLEARANCES AND PERMITS PRIOR TO ANY Client/Project
WORK.
\ GOVERNMENT OF CANADA
80 K 7. ALL FUEL PIPING SHALL BE SLOPED BACK TO DRAIN TOWARDS THE FUEL TANK WITH min. 1% SLOPE.
GEMERATOR
}J( 8. ALL BUILDING WALL AND FLOOR PENETRATIONS TO BE SEALED WITH FIRE—PROOFING MATERIAL TO A MINIMUM FIRE
CONTIggL %S'ETOBRAQ‘Q - g;\@) RESISTANCE RATING OF 2 HOURS BY A CERTIFIED FIRE PROOFING CONTRACTOR. GOVERNMENT OF CANADA BUILDING
TO RE—INSTATED T0 UR 1.1 / 9. THREADS ON ALL PIPING PASSING THROUGH BUILDING WALLS AND FLOORS SHALL HAVE AT LEAST 25mm OF OIL TANK UPGRADES
9400L MAIN TANK | STRAIGHT PIPE ON BOTH SIDES OF THE WALL AND FLOOR. IQALUIT, NU
FUEL OIL
CONTAINMENT TANK 10. THE CONTRACTOR SHALL REMOVE AND DISPOSE OF EXISTING PIPING, EQUIPMENT, WASTE PRODUCT ETC. AS PER
= FEDERAL AND TERRITORIAL REGULATIONS. Title
~4 ) EXISTING FOTK 1.2: APPLY 2 11. SCAN ALL FLOORS PRIOR TO CORING FOR NEW INSTALLATIONS. ADJUST LOCATIONS TO MISS REINFORCING STEEL, OUTDOOR FUEL OIL SYSTEM
~ ?8“5\5";E;E%:JSIDTQSTRTEO?TT;G ELECTRICAL CONDUIT, ETC OR OBTAIN APPROVAL FROM DEPARTMENTAL REPRESENTATIVE IF RELOCATION IS NOT DEMOLITION AND TEMPORARY WORKS

(2 )\ GENERATOR ROOM PLAN

?

\W-100/ SCALE: 1:100

2 DAY TANKS)

FUEL OIL TRANSFER
PUMPS P2.1
& P2.2

POSSIBLE.

ORIGINAL SHEET - ANSI D

Project No. Scale
163301865 AS SHOWN
Drawing No. Sheet Revision

M']OO 2 of5 A



