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REINFORCEMENT NETTING

REPRESENTATIVE'S APPROVAL
50 x 50 WOOD STAKES

SILT _FENCE INSTALLTION

TO DEPARTMENTAL

@ 1000 O.C.——\

GEOTEXTILE FILTER
/ FABRIC BARRIER

GRANULAR

_H
ORIGINAL— 8
© BACKFILL

GROUND

EXCAVATE 150 x 150 TRENCH WHERE INDICATED.

UNROLL SILT FENCE ONE SECTION AT A TIME AND
POSITION POSTS AGAINST THE DOWNSTREAM WALL OF THE
TRENCH. REINFORCEMENT NETTING MUST BE ON THE
DOWNSTREAM SIDE OF FLOW DIRECTION.

DRIVE POST INTO THE GROUND UNTIL THE REINFORCEMENT
NETTING IS APPROXIMATELY 50mm FROM THE TRENCH
BOTTOM.

LAY THE TOE—IN FLAP OF THER FABRIC IN THE BOTTOM
OF THE TRENCH. BACKFILL THE TRENCH AND TAMP THE
SOIL.

JOIN SILT FENCE SECTIONS AS SHOWN ABOVE.

SILT FENCE INSTALLTIONS

SCALE : N.T.S.
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EXISTING HEAT TRACING CONTROLLER
TO BE REMOVED. SEE CO6 FOR
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EXISTR\IG 150 PVC

" EXISTING GUARDRAILS =
TO BE REMOVED
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~ RELOCATED UTILITY POLE
BY OTHERS (TYP.)
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TREES TO~BE-REMOVED.
AS REQUIRED TO
UCT NEW ROAD

PLAN

SCALE: 1:500
om 70m 20m 30m 40m 50m

EXISTING 150 @ INSULATED D/~
WATER LINE c/w HEAT TRACING ™ -
CABLE TO BE REMOVED.

g LOCATION WITH PWGSC AND PCA.

WATERLINE

EXISTING OVERHEAD
POWER LINE (TYP.)

CLEARING AND GRUBBING.
TREES TO BE REMOVED
. SN 7 AS REQUIRED TO

3 V) ©— CONSTRUCT NEW ROAD
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RUMBLE STRIP (8 @ 10mm DEPTH)\

150 150 EDGE OF ASPHALT

PORARY RUMBLE STRIP DE]

SCALE : N.T.S.

!Ql Public Works and Travaux Publics et
Government Services Services gouvernementaux
Canada Canada
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SNC »LAVALIN Inc.

Certified Halifax, Nova Scotia, Canada

o

Member of the SNC+LAVALIN Group

ASPHALT TO BE MILLED

ASPHALT TO BE REMOVED

AREA OF TREE REMOVAL AND
GRUBBING

/|  LINEAR REMOVAL (GUIDERAIL,
CULVERT ETC.)

NOTES:

1. ALL SIGNS DISTURBED BY
CONSTRUCTION ARE TO BE RELOCATED
TO NEW HIGHWAY ALIGNMENT. SEE CO05
FOR NEW SIGNAGE LOCATIONS.

2. SURVEY CONTROL
NSCM 15661
N: 5186300.8080
E: 4889196.0790
EL: 11.653
NSCM 15662
N: 5186482.6970
E: 4589019.2440
EL: 27.685
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