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Part 1 General
1.1 REFERENCES

1 American National Standards Institute (ANSI) / Builders Hardware Manufacturers

Association (BHMA):

A ANSI/BHMA A156.1, American National Standard for Butts and Hinges.
2 ANSI/BHMA A156.2, Bored and Preassembled Locks and Latches.
3 ANSI/BHMA A156.20, Strap and Tee Hinges and Hasps.

2 ASTM International:
1 ASTM A123/A123M, Standard Specification for Zinc (Hot Dip Galvanized)
coatings on Iron and Steel Products.
1.2 ACTION AND INFORMATIONAL SUBMITTALS
A1 Submit in accordance with Section 01 33 00 - Submittal Procedures.
2 Product Data:

A1 Submit manufacturer's instructions, printed product literature and data sheets for
gate hinges and include product characteristics, performance criteria, physical
size, finish and limitations.

3 Hardware List:
A Indicate specified hardware, including make, model, material, function, size,
finish and other pertinent information.
A4 Manufacturer's Instructions: submit manufacturer's installation instructions.
1.3 QUALITY ASSURANCE
A1 Certificates: product certificates signed by manufacturer certifying materials comply with

specified performance characteristics and criteria and physical requirements.

Part 2 Products
2.1 HARDWARE ITEMS

1 Use one manufacturer's products only for similar gate hinges.
2.2 DOOR HARDWARE

A1 Butts and hinges:

1 Butts and hinges: to ANSI/BHMA A156.1.

2 Strap hinges: to ANSI/BHMA A156.20, galvanized finish to ASTM A12. Size as
specified by the manufacturer, capable of supporting 5000 Ib service load per
hinge.
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2.3 FASTENINGS

Part 3

3.1

3.2

3.3

Use only fasteners provided by manufacturer. Failure to comply may void warranties and
applicable licensed labels.

Supply screws, bolts, expansion shields and other fastening devices required for
satisfactory installation and operation of hardware.

Exposed fastening devices to match finish of hardware.

Where pull is scheduled on one side of door and push plate on other side, supply
fastening devices, and install so pull can be secured through door from reverse side.
Install push plate to cover fasteners.

Use fasteners compatible with material through which they pass.

Execution

INSTALLATION

Manufacturer's Instructions: comply with manufacturer's written recommendations,
including product technical bulletins, product catalogue installation instructions, product
carton installation instructions, and data sheets.

Supply metal door and frame manufacturers with complete instructions and templates for
preparation of their work to receive hardware.

Supply manufacturers' instructions for proper installation of each hardware component.

Install hardware to standard hardware location dimensions in accordance with CSDFMA
Canadian Metric Guide for Steel Doors and Frames (Modular Construction).

Where door stop contacts door pulls, mount stop to strike bottom of pull.
Install key control cabinet.

Use only manufacturer's supplied fasteners.

ADJUSTING

Adjust door hardware, operators, closures and controls for optimum, smooth operating
condition, safety and for weather tight closure.

Lubricate hardware, operating equipment and other moving parts.

Adjust door hardware to ensure tight fit at contact points with frames.

CLEANING

Progress Cleaning: clean in accordance with Section 01 74 11 - Cleaning.

A1 Leave Work area clean at end of each day.

2 Clean hardware with damp rag and approved non-abrasive cleaner, and polish
hardware in accordance with manufacturer's instructions.

3 Remove protective material from hardware items where present.
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4 Final Cleaning: upon completion remove surplus materials, rubbish, tools and

equipment in accordance with Section 01 74 11 - Cleaning.

3.4 PROTECTION
1 Protect installed products and components from damage during construction.
2 Repair damage to adjacent materials caused by door hardware installation.

END OF SECTION
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