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key plan

ROOF PLAN

NEW EQUIPMENT

E102

1. PROVIDE POWER TO ROOF TOP CONDENSER UNITS COMPLETE

WITH LOCAL CONVENIENCE RECEPTACLES. CONNECT TO CIRCUITS

NOTED AND COORDINATE WORK WITH MECHANICAL CONTRACTOR.

2. REFER TO  PANEL SCHEDULE IN APPENDIX OF SPECIFICATION  FOR

DETAILS.

1. PROVIDE A 5-20R WEATHERPROOF G.F.I. DUPLEX RECEPTACLE

COMPLETE WITH 2 #12 + GROUND IN 21mm FLEX METAL CONDUIT AT

750mm MINIMUM HEIGHT CLEARANCE.  CONNECT TO CIRCUIT AS

NOTED.

2. PROVIDE ELECTRICAL CONNECTION 3 #8 AWG + GROUND IN 27mm

FLEX METAL CONDUIT COMPLETE WITH 60A-2P WEATHERPROOF

DISCONNECT SWITCH FOR CONDENSER UNIT.  CONNECT TO CIRCUIT

AS NOTED.  REFER TO MECHANICAL DRAWINGS FOR EQUIPMENT

DETAILS AND CONTROLS.

3.     PROVIDE ELECTRICAL CONNECTION 3 #4 AWG + GROUND IN 35mm

FLEX METAL CONDUIT COMPLETE WITH 100A-2P WEATHERPROOF

DISCONNECT SWITCH FOR CONDENSER UNIT.  CONNECT TO CIRCUIT

AS NOTED.  REFER TO MECHANICAL DRAWINGS FOR EQUIPMENT

DETAILS AND CONTROLS.
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