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100mm TOPSOIL
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TYPICAL SWALE DETAIL

100mm 35 MPa CONCRETE

150mm GRANULAR BASE

300mm GRANULAR SUBBASE

ASPHALT IMPREGNATED

FIBERBOARD

CONCRETE CURB.

50mm SOD

100mm TOPSOIL

1500

CONCRETE WALKWAY AT PARKING LOT A

201-2

40mm  TYPE D ASPHALT

50mm TYPE B ASPHALT

150mm GRANULAR BASE

350mm GRANULAR SUBBASE

NON-WOVEN

NEEDLE-PUNCHED

GEOTEXTILE SEPARATOR

ASPHALT DRIVEWAY AND PARKING LOT
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ASPHALT SURFACE

150 GRANULAR BASE

350 GRANULAR SUBBASE

CONCRETE CURB DETAIL

ROLLED CURB

FINISH SAWCUT

CONTROL JOINT DETAIL
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FINISH WITH EDGER 6R

ASPHALT IMPREGNATED

FIBREBOARD

3-10M SMOOTH STEEL BARS

(EVENLY SPACED)

EXPANSION JOINT DETAIL

1

1

NOTES:

COMPACTED

COMMON

BACKFILL

(COMPACTED

IN 300mm LIFTS)

FINAL GRADE
REINSTATE 150mm TOPSOIL AND HYDROSEED.

1.  TRENCH SIDES TO BE SHORED

     OR SLOPED IN ACCORDANCE

     WITH THE NB OCCUPATIONAL

     HEALTH AND SAFETY ACT.

2.  SUPPORT AND PROTECT ALL EXISTING

     INFRASTRUCTURE.  ALL DAMAGED

     UTILITIES SHALL BE REPAIRED TO ORIGINAL

     OR BETTER CONDITION.  COST TO REPAIR

     WILL BE CONSIDERED INCIDENTAL TO THE WORK.

300

TYPICAL TRENCH DETAIL

℄

COMPACTED GRANULAR

BEDDING

MARKER TAPE OVER  ALL PIPE (TYP.)

700 3500 3500 700

EXISTING GROUND VARIES

1

1

11.6m x 11.6m x 3.65m

HIGH RESERVOIR

(INFORMATION

SUPPLIED BY THE

TOWN OF

SAINT-LÉONARD IS

APPROXIMATE)

1

1

SWALESWALE

90mm ASPHALT

150mm GRANULAR BASE

350mm GRANULAR SUBBASE

STAFF ENTRANCE/EXIT SECTION

300 300

C

201-2

50mm SOD

100mm TOPSOIL

150mm

GRANULAR BASE

SHOULDER

300 300

300

50mm SOD

100mm TOPSOIL

1

2 (MAX)

TYPICAL SWALE IN ROCK DETAIL

EXISTING GRADE

EXISTING BEDROCK

1

2 (MAX)

50mm SOD

100mm TOPSOIL

3500 3500 2000500 500

2

1

1

6

150mm

GRANULAR BASE

SHOULDER

APPROXIMATE

EXISTING GRADE

PUBLIC EXIT/EMERGENCY VEHICLE ACCESS ROAD SECTION F

201-2

90mm ASPHALT

150mm GRANULAR BASE

350mm GRANULAR SUBBASE

50mm SOD

100mm TOPSOIL

HYDROSEED

150mm TOPSOIL

3500 3500500

2

1

150mm GRANULAR

BASE SHOULDER

APPROXIMATE

EXISTING GRADE

EXIT/EMERGENCY VEHICLE ACCESS ROAD SECTION E

201-2

BUILDING

VARIES

90mm ASPHALT

150mm GRANULAR BASE

350mm GRANULAR SUBBASE

50mm SOD

100mm TOPSOIL

50mm SOD

100mm TOPSOIL

HYDROSEED

150mm TOPSOIL

50mm SOD

100mm TOPSOIL

2

1

2

1

300

90mm ASPHALT

150mm GRANULAR BASE

350mm GRANULAR SUBBASE

150mm GRANULAR

BASE SHOULDER

APPROXIMATE

EXISTING GRADE

SWALE SECTION AT EDGE OF PARKING LOT D

201-2

BUILDING

1000

50mm SOD

100mm TOPSOIL

150mm GRANULAR

BASE SHOULDER

2

1

APPROXIMATE

EXISTING GRADE

SWALE SECTION AT STORAGE BUILDING G

201-2

100mm 35 MPa CONCRETE

150mm GRANULAR BASE

300mm GRANULAR SUBBASE

50mm SOD

100mm TOPSOIL

1500

CONCRETE WALKWAY AT PARKING LOT B

201-2

HYDROSEED

150mm TOPSOIL
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