
 TYPICAL PERIMETER FOUNDATION SECTION (IN ROCK)

TYPE II CLEAR STONE FILL

APPROXIMATE BEDROCK SURFACE

NATIVE TILL

EXISTING GRADE VARIES

(SEE DWG. 201-6 FOR APPROXIMATE PROFILE)

FINISH GRADE

100 Ø PERFORATED

PERIMETER DRAIN W/

TYPE II FILL WRAPPED

W/ FILTER FABRIC

860

TYPE I STRUCTURAL

FILL CRUSHED ROCK

(98% SPMDD)

NBDTI TYPE W2 GEOTEXTILE

1

201-6

TYPE III FOUNDATION BACKFILL

1000

50mm SOD

100mm TOPSOIL

ROCK EXCAVATION TO BE REVIEWED

AND APPROVED BY A QUALIFIED

GEOTECHNICAL ENGINEER

TYPE III FOUNDATION BACKFILL

 TYPICAL PERIMETER FOUNDATION  SECTION (IN NATIVE SOIL/FILL)

1450

TYPE II CLEAR STONE FILL

TYPE III FOUNDATION BACKFILL

EXISTING GRADE VARIES

FINISH GRADE

100 Ø PERFORATED

PERIMETER DRAIN W/

TYPE II FILL WRAPPED

W/ FILTER FABRIC

NATIVE TILL

TYPE I STRUCTURAL

FILL CRUSHED ROCK

(98% SPMDD)

NBDTI TYPE W2 GEOTEXTILE

2

201-6

50mm SOD

100mm TOPSOIL

BOTTOM OF EXCAVATION TO BE PROOF

ROLLED, REVIEWED AND APPROVED BY

QUALIFIED GEOTECHNICAL ENGINEER

TYPE III FOUNDATION BACKFILL

 TYPICAL INTERIOR FOUNDATION  SECTION (IN ROCK)

APPROXIMATE BEDROCK SURFACE

NATIVE TILL

TYPE II CLEAR STONE FILL

860

EXISTING GRADE VARIES

TYPE I STRUCTURAL

FILL CRUSHED ROCK

(98% SPMDD)

NBDTI TYPE W2 GEOTEXTILE

3

201-6

TYPE III FOUNDATION BACKFILL

ROCK EXCAVATION TO BE REVIEWED

AND APPROVED BY A QUALIFIED

GEOTECHNICAL ENGINEER

 TYPICAL INTERIOR FOUNDATION SECTION (IN NATIVE SOIL/FILL)

TYPE II CLEAR STONE FILL

EXISTING GRADE VARIES

NATIVE TILL

1450

TYPE I STRUCTURAL

FILL CRUSHED ROCK

(98% SPMDD)

NBDTI TYPE W2 GEOTEXTILE

4

201-6

TYPE III FOUNDATION BACKFILL

BOTTOM OF EXCAVATION TO BE PROOF

ROLLED, REVIEWED AND APPROVED BY

QUALIFIED GEOTECHNICAL ENGINEER

EXISTING TILL

BEDROCK
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