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   BRASS PIPE WITH
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   INTO BUILDING OR

   COPPER PIPE WITH

   FLARED JOINTS/FITTINGS.

DRAIN

TO FLOOR

MAIN FLOOR

OF SAINT-LEONARD)
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BACKFLOW PREVENTER

RP TYPE DOUBLE CHECK

CW

T

CONTRACTOR
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CONTRACTOR

PROTECTION

BY FIRE

TO BMS

AIRGAP FITTING

BFP-1

PRV

PS

SENSOR

PRESSURE

TO BMS

50

SERVICES

TO BLDG.

KEYNOTES

INSTALL REDUCED PRESSURE TYPE BACKFLOW PREVENTERS ON CW AND DHW

LINES 1500 ABOVE FLOOR ON WALL. ROUTE TEST DRAINS TO ADJACENT

JANITOR'S SINK. REFER TO DETAIL ON DRAWING 2200-3 FOR PIPING ARRANGEMENT.

ROUTE TRAP PRIMER PIPING BELOW FLOOR AND UP IN JANITORS ROOM TO WALL

MOUNTED TRAP PRIMER STATION (TPS). REFER TO DETAIL ON DRAWING 2200-3

FOR TYPICAL PIPING ARRANGEMENT.

NEW 50 DOMESTIC COLD WATER ENTRANCE. REFER TO DETAIL ON THIS DRAWING

FOR PIPING ARRANGEMENT.

2

3

1

4

ROUTE PIPING THRU CEILING SPACE. COORDINATE ROUTING ON SITE WITH

DUCTWORK, LIGHTING, SPRINKLERS, ETC.

5

FIRE STOPPING REQUIRED AT FIRE WALL PENETRATION.
6

MOUNTING HEIGHT FOR EEW TO BE VERIFIED ON SITE WITH DEPARTMENTAL 

REPRESENTATIVE PRIOR TO INSTALLATION. NOT MORE THAN 829mm ABOVE 

FLOOR. THIS IS NOT TO BE MOUNTED FOR BARRIER-FREE ACCESS HEIGHT.

7

ROUTE 20 CW, 12 DHW AND 12 DHWR PIPING UP THRU MECHANICAL ROOM 

FLOOR TO SERVE FIXTURE AS SHOWN. REFER TO DRAWING 2200-1 FOR PIPING 

8

CONTINUATION.

ROUTE 20 CW WITHIN SERVICE CHASE TO SERVE HOSE VALVE (HV).
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COLD WATER ENTRANCE ASSEMBLY DETAIL

FLOOR PLAN - MAIN LEVEL

GENERAL NOTES

1. REFER TO DRAWING 2200-1 FOR LEGEND.


