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STAFF PARKING

(94 + 3 B.F.)
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1565m²

(BUILDING

FOOTPRINT)
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1200mm Ø SANITARY MANHOLE SAMH

TOP OF COVER EL. 205.27

INV. IN 203.10

INV. OUT 202.70

SANITARY

INV. EL 205.20
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STORM

INV. EL 205.00

INV. 203.65

1050Ø CATCH BASIN CB-2 C/W PYRAMID GRATE COVER

BASE OF COVER EL. 205.50

200 Ø INV. IN 203.77

450 Ø INV OUT 203.75

INV.203.8

HAND PLACED RIPRAP/FLAT STONE

PLACED AROUND PVC PIPE.

PROPOSED SERVICES

1050mm Ø CATCH BASIN CB-1

C/W ROUND COVER

COVER EL. 205.60

300 Ø INV. IN 204.44

300 Ø INV. OUT 204.41

450 Ø CONCRETE CULVERT

INV. 204.60

45° LONG SWEEP ELBOW

22.5°

LONG

SWEEP

ELBOW

CONNECT 100 Ø PVC TO

BUILDING STORM DRAIN

(SEE DWG 2200-1 FOR

CONTINUATION)

CONNECT TO

BUILDING

PERIMETER DRAIN

CONNECT TO BUILDING

PERIMETER DRAIN

INV. 204.60

CONNECT TO

BUILDING SANITARY

LINE (SEE DWG 2200-1

FOR CONTINUATION)

1

5

0

 

Ø

 

S

A

 

P

V

C

 

D

R

 

3

5

U

/
G

 
E

L

E

C

.

O

/

H

 

E

L

E

C

.

O

/

H

 

E

L

E

C

.

MH

2
0
0
 
Ø

 
W

 
 
D

I
 
C

L
A

S
S

 
5
3

2

0

0

 
Ø

 
S

A

 
P

V

C

 
D

R

 
3

5

300 Ø ST PVC DR 35
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200 Ø ST

PVC DR 35

450 Ø ST

CONC

450 Ø ST
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22.5°

BEND

90°

BEND

CB

100 Ø PVC DR 18

CONNECT TO

BUILDING STORM

CONNECT TO

BUILDING WATER

ENTRANCE INV. 204.32

PRESSURE TEST (200 PSI) FROM

BLIND FLANGE INSIDE BUILDING

(ROOM 125) TO TS&V. (REFER TO

DETAIL ON 2200-2)

FIRE HYDRANT (FH)

INV. 199.50

INV. 200.32

INV. 200.10

INV. 200.01

INV. 200.08

INV. 206.82

INV. 207.07

EXISTING CURB

100 Ø PVC DR 28

LEGEND                                

NEW FIRE HYDRANT

NEW CATCH BASIN

EX. MANHOLE

NEW MANHOLE

NEW GATE VALVE

EX. WATER MAIN

EX. SANITARY MAIN

NEW SANITARY MAIN

EX. CULVERT

NEW WATER MAIN

EX. ROAD CENTER LINE

NEW DITCH

NEW U/G ELECTRICAL

EX. PROPERTY LINE

NEW TAP SLEEVE AND CHAMBER

CLEARING LIMITS

BOTTOM OF SLOPE

TOP OF SLOPE

NEW O/H ELECTRICAL

NEW STORM MAIN

CONCRETE CURB

PROPERTY PIN

BOREHOLE

BOAT STALL

TRAILER STALL

VAN STALLV

T

B

NEW POWER POLE

EX. CATCH BASIN

NEW SIGN

NEW CATCH BASIN WITH

CIRCULAR COVER

ROLLED CURB
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