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NOTES:

1.

ALL DIMENSIONS ARE EXPRESSED IN MILLIMETRES.

2. ALL STATIONS AND ELEVATIONS ARE EXPRESSED IN
METRES.

DESIGN CRITERIA:

1. BRIDGE REHABILITATION AS PER CSA—S6-—14.

2. DESIGN LIVE LOAD IS CL—625.

3. CONCRETE DESIGN STRENGTH: fo” = 45 MPaq

4. BLACK STEEL REINFORCING TO CONFORM TO CSA
G30.18—M GRADE 400W.

5. ULTIMATE TENSILE STRENGTH FOR STRAIGHT GFRP
REINFORCING: fgp, = 1184 MPa IN ACCORDANCE WITH
CSA S806.

6. SPECIFIED MODULUS OF ELASTICITY FOR GFRP
REINFORCING: Errp = 62.6 GPa

7. STRUCTURAL STEEL TO CONFORM TO:

— CAN/CSA G40.20/G40.21, GRADE 350AT, CATEGORY 3
FOR ALL STRUCTURAL STEEL WITH THE EXCEPTION OF
SECONDARY MEMBERS COMPRISED OF ROLLED SHAPES.

— CAN/CSA G40.20/G40.21, GRADE 350A, FOR ALL
ROLLED BEAMS, ANGLES AND PINTLES.

P Park
Bl R Caneca

VALRON

100 rue Cameron St., Suite 5000
Moncton, NB E1C 5Y6
hitp://www.valron.ca Email: valron@valron.ca

Job No. 15218

ALL DETAILS AND NOTES FOR STRUCTURAL REQUIREMENTS AS
SHOWN ON THIS DRAWING ARE PRODUCED SPECIFICALLY FOR THIS
PROJECT AND ARE THE SOLE PROPERTY OF VALRON ENGINEERS
INC. THEY MAY NOT BE REPRODUCED, COPIED OR OTHERWISE USED
WITHOUT EXPRESSED WRITTEN PERMISSION FROM THE
AFOREMENTIONED. COPYRIGHT 2016, VALRON ENGINEERS INC.

TOUTE INFORMATION INDIQUEE SUR CE DESSIN PORTE SPECIFIQUEMENT
A CE PROJET ET DEMEURE LA PROPRIETE DE VALRON ENGINEERS INC.
IL EST STRICTEMENT INTERDIT DE REPRODUIRE ET/OU UTILISER CES
DOCUMENTS SANS PERMISSION PAR ECRIT DU SUSMENTIONNE. DROIT
D’AUTEUR 2016, VALRON ENGINEERS INC.

PROVINCE OF NEWFOUNDLAND

PERMIT HOLDER
This Permit Allows

Valron Engineers Inc.

To practice Professional Engineering

in Newfoundland and Labrador.

Permit No. as issued by APEGN X005
which is valid for this year _20l6

Signature

2oi6/5/22

03/22

0 ISSUED FOR TENDER 20/16

revisions date

project projet
BROAD COVE

BRIDGE REHABILITATION

drawing dessin

PLAN, ¢ PROFILE
AND CROSS-SECTION
OF REHABILITATED

STRUCTURE
designed RF congu
dote  DEC. 2015 %w z ;
drawn RK / dessiné

dote  DEC. 2015 )

approved RBV/JMC / approuvé
ste  DEC. 2015 W lisg,

7 S
Tender / Soumission

PWGSC Project Manager Administrateur de projets TPSGC

project number no. du projet

675

drawing no. no. du dessin

SO1

PWGSC B1 (2004)

LRI LA |
(IJ 1|0 20r|nm | 4|0 | 6|0 | 8|0 | 1i0 | 110 |

E—DRM/GDD-E:



AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
ROADWAY

AutoCAD SHX Text
NEW 50 ASPHALT CONCRETE WITH WATERPROOFING MEMBRANE

AutoCAD SHX Text
NEW PL-2 BARRIER

AutoCAD SHX Text
3500

AutoCAD SHX Text
3500

AutoCAD SHX Text
3500

AutoCAD SHX Text
3500

AutoCAD SHX Text
3500

AutoCAD SHX Text
3500

AutoCAD SHX Text
1000

AutoCAD SHX Text
1000

AutoCAD SHX Text
1000

AutoCAD SHX Text
1000

AutoCAD SHX Text
1000

AutoCAD SHX Text
1000

AutoCAD SHX Text
NEW CONCRETE DECK WITH GFRP REINFORCING

AutoCAD SHX Text
SCALE: 1:50

AutoCAD SHX Text
0m

AutoCAD SHX Text
1m

AutoCAD SHX Text
2m

AutoCAD SHX Text
3m

AutoCAD SHX Text
4m

AutoCAD SHX Text
5m

AutoCAD SHX Text
2%

AutoCAD SHX Text
2%

AutoCAD SHX Text
1

AutoCAD SHX Text
S01

AutoCAD SHX Text
SECTION THRU REHABILITATED STRUCTURE

AutoCAD SHX Text
CROWN

AutoCAD SHX Text
NEW STEEL PLATE GIRDERS (NOM. 1100 DEEP)

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
BRGS EAST ABUTMENT

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
BRGS WEST ABUTMENT

AutoCAD SHX Text
TO EASTPORT

AutoCAD SHX Text
SCALE : 1:100

AutoCAD SHX Text
0m

AutoCAD SHX Text
1m

AutoCAD SHX Text
2m

AutoCAD SHX Text
3m

AutoCAD SHX Text
4m

AutoCAD SHX Text
5m

AutoCAD SHX Text
6m

AutoCAD SHX Text
7m

AutoCAD SHX Text
8m

AutoCAD SHX Text
9m

AutoCAD SHX Text
10m

AutoCAD SHX Text
SCALE : 1:100

AutoCAD SHX Text
0m

AutoCAD SHX Text
1m

AutoCAD SHX Text
2m

AutoCAD SHX Text
3m

AutoCAD SHX Text
4m

AutoCAD SHX Text
5m

AutoCAD SHX Text
6m

AutoCAD SHX Text
7m

AutoCAD SHX Text
8m

AutoCAD SHX Text
9m

AutoCAD SHX Text
10m

AutoCAD SHX Text
C HIGHWAY 310

AutoCAD SHX Text
L

AutoCAD SHX Text
NEW ROADWAY DRAIN (TYP.)

AutoCAD SHX Text
EXISTING ASPHALT LIMITS

AutoCAD SHX Text
EXISTING ASPHALT LIMITS

AutoCAD SHX Text
6000

AutoCAD SHX Text
6000

AutoCAD SHX Text
6000

AutoCAD SHX Text
EXISTING GUIDE POSTS AND GUIDE RAILS TO BE REPLACED AND REALIGNED FOR A LENGTH OF 3 RAILS OR AS APPROVED BY THE DEPARTMENTAL REPRESENTATIVE. TYPICAL AT BOTH SIDES AND BOTH APPROACHES. SEE DETAIL

AutoCAD SHX Text
2.0

AutoCAD SHX Text
4.0

AutoCAD SHX Text
6.0

AutoCAD SHX Text
0.0

AutoCAD SHX Text
5.0

AutoCAD SHX Text
3.0

AutoCAD SHX Text
1.0

AutoCAD SHX Text
7.0

AutoCAD SHX Text
WATER ELEV.

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
TO EASTPORT

AutoCAD SHX Text
EL. 5.300

AutoCAD SHX Text
TO TRAYTOWN

AutoCAD SHX Text
EL. 5.300

AutoCAD SHX Text
2.0

AutoCAD SHX Text
4.0

AutoCAD SHX Text
6.0

AutoCAD SHX Text
0.0

AutoCAD SHX Text
5.0

AutoCAD SHX Text
3.0

AutoCAD SHX Text
1.0

AutoCAD SHX Text
7.0

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
BRGS EAST ABUTMENT

AutoCAD SHX Text
C

AutoCAD SHX Text
L

AutoCAD SHX Text
BRGS WEST ABUTMENT

AutoCAD SHX Text
-1.0

AutoCAD SHX Text
-1.0

AutoCAD SHX Text
L 

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
6000

AutoCAD SHX Text
6000

AutoCAD SHX Text
6000

AutoCAD SHX Text
1

AutoCAD SHX Text
S01

AutoCAD SHX Text
1

AutoCAD SHX Text
S01

AutoCAD SHX Text
13 POSTS AT 2250 = 27000

AutoCAD SHX Text
13 POSTS AT 2250 = 27000

AutoCAD SHX Text
13 POSTS AT 2250 = 27000

AutoCAD SHX Text
A

AutoCAD SHX Text
B

AutoCAD SHX Text
TO TRAYTOWN

AutoCAD SHX Text
NOTES: 1.	ALL DIMENSIONS ARE EXPRESSED IN MILLIMETRES. ALL DIMENSIONS ARE EXPRESSED IN MILLIMETRES. 2.	ALL STATIONS AND ELEVATIONS ARE EXPRESSED IN ALL STATIONS AND ELEVATIONS ARE EXPRESSED IN METRES. DESIGN CRITERIA: 1.	BRIDGE REHABILITATION AS PER CSA-S6-14. BRIDGE REHABILITATION AS PER CSA-S6-14. 2.	DESIGN LIVE LOAD IS CL-625. DESIGN LIVE LOAD IS CL-625. 3.	CONCRETE DESIGN STRENGTH: f ´ = 45 MPa CONCRETE DESIGN STRENGTH: f ´ = 45 MPa c = 45 MPa 4.	BLACK STEEL REINFORCING TO CONFORM TO CSA BLACK STEEL REINFORCING TO CONFORM TO CSA G30.18-M GRADE 400W. 5.	ULTIMATE TENSILE STRENGTH FOR STRAIGHT GFRP ULTIMATE TENSILE STRENGTH FOR STRAIGHT GFRP REINFORCING: f  = 1184 MPa IN ACCORDANCE WITH FRPu = 1184 MPa IN ACCORDANCE WITH CSA S806. 6.	SPECIFIED MODULUS OF ELASTICITY FOR GFRP SPECIFIED MODULUS OF ELASTICITY FOR GFRP REINFORCING: E  = 62.6 GPa FRP = 62.6 GPa 7.	STRUCTURAL STEEL TO CONFORM TO: STRUCTURAL STEEL TO CONFORM TO: - CAN/CSA G40.20/G40.21, GRADE 350AT, CATEGORY 3   FOR ALL STRUCTURAL STEEL WITH THE EXCEPTION OF   SECONDARY MEMBERS COMPRISED OF ROLLED SHAPES. - CAN/CSA G40.20/G40.21, GRADE 350A, FOR ALL   ROLLED BEAMS, ANGLES AND PINTLES.

AutoCAD SHX Text
11

AutoCAD SHX Text
S11

AutoCAD SHX Text
C DIAPHRAGM

AutoCAD SHX Text
L

AutoCAD SHX Text
C DIAPHRAGM

AutoCAD SHX Text
L

AutoCAD SHX Text
C DIAPHRAGM

AutoCAD SHX Text
L

AutoCAD SHX Text
PLAN OF REHABILITATED STRUCTURE

AutoCAD SHX Text
C PROFILE OF REHABILITATED STRUCTURE

AutoCAD SHX Text
LIMIT OF CONTRACT

AutoCAD SHX Text
LIMIT OF CONTRACT

AutoCAD SHX Text
~ WATERWAY ~ (TIDAL)

AutoCAD SHX Text
~ WATERWAY ~ (TIDAL)

AutoCAD SHX Text
NEW PL2 BARRIER (TYP.)

AutoCAD SHX Text
RETROFITTED WEST ABUTMENT BELOW

AutoCAD SHX Text
NEW EXPANSION JOINT (TYP.)

AutoCAD SHX Text
RECONSTRUCTED END POST (TYP.)

AutoCAD SHX Text
RETROFITTED EAST ABUTMENT BELOW

AutoCAD SHX Text
2

AutoCAD SHX Text
S05

AutoCAD SHX Text
END DIAPHRAGM

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
100

AutoCAD SHX Text
C

AutoCAD SHX Text
PWGSC B1 (2004)

AutoCAD SHX Text
20mm

AutoCAD SHX Text
0

AutoCAD SHX Text
10

AutoCAD SHX Text
60

AutoCAD SHX Text
40

AutoCAD SHX Text
80

AutoCAD SHX Text
140

AutoCAD SHX Text
120

AutoCAD SHX Text
160

AutoCAD SHX Text
200mm

AutoCAD SHX Text
180

AutoCAD SHX Text
Soumission

AutoCAD SHX Text
Administrateur de projets TPSGC

AutoCAD SHX Text
no. du projet

AutoCAD SHX Text
no. du dessin

AutoCAD SHX Text
E-DRM/GDD-E:

AutoCAD SHX Text
project number

AutoCAD SHX Text
drawing no.

AutoCAD SHX Text
PWGSC Project Manager

AutoCAD SHX Text
Tender

AutoCAD SHX Text
approved

AutoCAD SHX Text
date

AutoCAD SHX Text
drawn

AutoCAD SHX Text
date

AutoCAD SHX Text
designed

AutoCAD SHX Text
date

AutoCAD SHX Text
approuve

AutoCAD SHX Text
dessine

AutoCAD SHX Text
concu

AutoCAD SHX Text
drawing

AutoCAD SHX Text
project

AutoCAD SHX Text
dessin

AutoCAD SHX Text
projet

AutoCAD SHX Text
revisions

AutoCAD SHX Text
date

AutoCAD SHX Text
BROAD COVE

AutoCAD SHX Text
BRIDGE REHABILITATION

AutoCAD SHX Text
PLAN, C PROFILE

AutoCAD SHX Text
AND CROSS-SECTION

AutoCAD SHX Text
OF REHABILITATED

AutoCAD SHX Text
STRUCTURE

AutoCAD SHX Text
RF

AutoCAD SHX Text
DEC. 2015

AutoCAD SHX Text
RK

AutoCAD SHX Text
DEC. 2015

AutoCAD SHX Text
RBV/JMC

AutoCAD SHX Text
DEC. 2015

AutoCAD SHX Text
675

AutoCAD SHX Text
S01

AutoCAD SHX Text
Job No. 15218

AutoCAD SHX Text
ALL DETAILS AND NOTES FOR STRUCTURAL REQUIREMENTS AS  DETAILS AND NOTES FOR STRUCTURAL REQUIREMENTS AS DETAILS AND NOTES FOR STRUCTURAL REQUIREMENTS AS  AND NOTES FOR STRUCTURAL REQUIREMENTS AS AND NOTES FOR STRUCTURAL REQUIREMENTS AS  NOTES FOR STRUCTURAL REQUIREMENTS AS NOTES FOR STRUCTURAL REQUIREMENTS AS  FOR STRUCTURAL REQUIREMENTS AS FOR STRUCTURAL REQUIREMENTS AS  STRUCTURAL REQUIREMENTS AS STRUCTURAL REQUIREMENTS AS  REQUIREMENTS AS REQUIREMENTS AS  AS AS SHOWN ON THIS DRAWING ARE PRODUCED SPECIFICALLY FOR THIS  ON THIS DRAWING ARE PRODUCED SPECIFICALLY FOR THIS ON THIS DRAWING ARE PRODUCED SPECIFICALLY FOR THIS  THIS DRAWING ARE PRODUCED SPECIFICALLY FOR THIS THIS DRAWING ARE PRODUCED SPECIFICALLY FOR THIS  DRAWING ARE PRODUCED SPECIFICALLY FOR THIS DRAWING ARE PRODUCED SPECIFICALLY FOR THIS  ARE PRODUCED SPECIFICALLY FOR THIS ARE PRODUCED SPECIFICALLY FOR THIS  PRODUCED SPECIFICALLY FOR THIS PRODUCED SPECIFICALLY FOR THIS  SPECIFICALLY FOR THIS SPECIFICALLY FOR THIS  FOR THIS FOR THIS  THIS THIS PROJECT AND ARE THE SOLE PROPERTY OF VALRON ENGINEERS  AND ARE THE SOLE PROPERTY OF VALRON ENGINEERS AND ARE THE SOLE PROPERTY OF VALRON ENGINEERS  ARE THE SOLE PROPERTY OF VALRON ENGINEERS ARE THE SOLE PROPERTY OF VALRON ENGINEERS  THE SOLE PROPERTY OF VALRON ENGINEERS THE SOLE PROPERTY OF VALRON ENGINEERS  SOLE PROPERTY OF VALRON ENGINEERS SOLE PROPERTY OF VALRON ENGINEERS  PROPERTY OF VALRON ENGINEERS PROPERTY OF VALRON ENGINEERS  OF VALRON ENGINEERS OF VALRON ENGINEERS  VALRON ENGINEERS VALRON ENGINEERS  ENGINEERS ENGINEERS INC. THEY MAY NOT BE REPRODUCED, COPIED OR OTHERWISE USED  THEY MAY NOT BE REPRODUCED, COPIED OR OTHERWISE USED THEY MAY NOT BE REPRODUCED, COPIED OR OTHERWISE USED  MAY NOT BE REPRODUCED, COPIED OR OTHERWISE USED MAY NOT BE REPRODUCED, COPIED OR OTHERWISE USED  NOT BE REPRODUCED, COPIED OR OTHERWISE USED NOT BE REPRODUCED, COPIED OR OTHERWISE USED  BE REPRODUCED, COPIED OR OTHERWISE USED BE REPRODUCED, COPIED OR OTHERWISE USED  REPRODUCED, COPIED OR OTHERWISE USED REPRODUCED, COPIED OR OTHERWISE USED  COPIED OR OTHERWISE USED COPIED OR OTHERWISE USED  OR OTHERWISE USED OR OTHERWISE USED  OTHERWISE USED OTHERWISE USED  USED USED WITHOUT EXPRESSED WRITTEN PERMISSION FROM THE  EXPRESSED WRITTEN PERMISSION FROM THE EXPRESSED WRITTEN PERMISSION FROM THE  WRITTEN PERMISSION FROM THE WRITTEN PERMISSION FROM THE  PERMISSION FROM THE PERMISSION FROM THE  FROM THE FROM THE  THE THE AFOREMENTIONED. COPYRIGHT 2016, VALRON ENGINEERS INC.

AutoCAD SHX Text
TOUTE INFORMATION INDIQUÉE SUR CE DESSIN PORTE SPÉCIFIQUEMENT À CE PROJET ET DEMEURE LA PROPRIÉTÉ DE VALRON ENGINEERS INC. IL EST STRICTEMENT INTERDIT DE REPRODUIRE ET/OU UTILISER CES DOCUMENTS SANS PERMISSION PAR ÉCRIT DU SUSMENTIONNÉ. DROIT D'AUTEUR 2016, VALRON ENGINEERS INC.

AutoCAD SHX Text
L

AutoCAD SHX Text
Signature

AutoCAD SHX Text
Date

AutoCAD SHX Text
0

AutoCAD SHX Text
ISSUED FOR TENDER

AutoCAD SHX Text
03/22

AutoCAD SHX Text
2016


	Sheets and Views
	15218-S01-S01


