EXISTING LANTERN PANEL TO BE PREPARED, PRIMED
AND PAINTED (TYPICAL)

SEALANT
LANTERN FRAME _
BEYOND\

FIELD PAINTED GALVANIZED METAL
FLASHING C/W DRIP EDGE. FASTEN
WITH 5MM DIAMETER 316 STAINLESS
STEEL BOLTS. FACE SEAL ALL
FASTENERS.

EXISTING PLATE
BOLTED TO CONCRETE
DECK
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HEEL BEAD OF SEALANT. REFER TO
STRUCTURAL

NEW TRAFFIC COATING ON CONCRETE DECK.
REFER TO STRUCTURAL
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- SECTION DETAIL — LANTERN AT GALLERY SLAE

SCALE : 1:2

Omm_ Somm L 100mm. 150mm C 200mm "250mm

EXISTING INT. AND EXT.
PAINT TO BE CHEMICALLY

REMOVED
LOCATION OF EXISTING RUST JACKING. | | EXISTING BENT STEEL
REMOVE ALL RUST WITH HAND TOOLS. CANTERY BASE 1 0me THICK
APPLY RUST INHIBITOR AND | E, 10mm

SEALANT ON THE EXTERIOR

PLAN DETAIL — LANTERN LOWER LEVEL
 SCALE : 1:2 -

Orm 50mm . 100mm _ 150mm  200mm "~ 250mm

WELDED METAL TRIM TO
BE REPLACED 2 LOCATIONS

917

PAINTED METAL FRAME ASSEMBLY:
; —~WELDED METAL TRIM Zmm
NEW SEALANT : —-METAL FRAME 50mm

_ ~NEW NEOPRENE GASKET AND RUBBER
MECHANICAL FASTENER GLAZING BLOCKS

~NEW 10mm LOW IRON GLAZING

DISASSEMBLE EXISTING BATTENS FROM THE EXTERIOR,

AS REQUIRED, TO INSTALL NEW WOOD SHIM, GLASS AND
SEALANT. PREPARE ALL ELEMENTS PRIOR TO REPAINTING
BOTH SIDES. REINSTALL

ANTERN WINDOW FRAM

o
>
Z
-
m
—
>
-
|
—

SCALE : 1:2

COLOUR SELECTION:

1. ALL COLOURS ARE TO BE
SELECTED TO MATCH EXISTING. .
1.1 LANTERN INTERIOR — WHITE
1.2.  LANTERN EXTERIOR — RED
1.3.  LANTERN RAILING — RED
1.4. PEDESTRIAN DECK COATING —
RED

REFER TO SPECIFICATION 09 03 61
HISTORIC REPAINTING.

10

11845

EW FASTENERS.
YP. ALL VENTS

XISTING CRACK.
WELD REPAIR AND
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APPROXIMATE LENGTH OF TOP RAIL

CUSTOM CAST CONNECTOR.
TYPE 1

+1955

55

: CUSTOM CAST CONNECTOR
- TYPE 2 ' :

55

CUSTOM CAST STEEL BASE WITH
ST. ST. ANCHOR BOLTS

55

EW LANT

'SCALE : 1:10

EXISTING WOOD DECK TO BE PAINTED

NEW GALVANIZED STEEL RAILING
WITH POLYURETHANE PAINT FINISH
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| | STRAIGHT STEEL PIPE
WITH 4mm WALL THICKNESS
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CAST STEEL BASE WITH
: ST. ST. ANCHOR BOLTS. \
— — ] — REFER TO STRUCTURAL o
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NEW TRAFFIC COATING ol
REFER TO STRUCTURAL VARIES
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